
STATEOF UTAH FORM 3
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5. MINERALLEASENO 6. SURFACEAPPLICATIONFOR PERMITTO DRILL ST UO 1207 State
7. IF INDIAN,ALLOTTEEOR TRIBE NAME1A. TYPE OF WORio DRILL REENTER DEEPEN NA

B. TYPE OF WELL OIL O GAS O OTHER SINGLEZONE MULTIPLEZONE N tu a u s
nNAME:

2. NAMEOF OPERATOR 9. WELLNAMEand NUMBERKerr-McGee Oil &Gas Onshore, LP NBU922-29P
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELDANDPOOL, OR WILDCAT:
P.O. Box 173779 CITY STATE CO zie 80217-3779 (720) 929-6226 Natural Buttes Field
4. LOCATIONOF WELL(FOOTAGES) 11.ME

D
:SECTION, TOWNSHIP, RANGE,

ATSURFACE: 1056' FSL & 774' FEL LAT 40.002722 LON -109.456508 (NAD 27) SESE 29 9S 22E
AT PROPOSED PRODUCINGZONE: NA 4 ó 0 Z 7 / / 9 0 i y 5 G ŸJ

14. DISTANCEINMILESANDDIRECTIONFROM NEARESTTOWNOR POSTOFFICE: 12. COUNTY: 13. STATE:

21 miles east of Ouray, Utah Uintah UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES INLEASE: 17. NJMBER OF ACRES ASSIGNEDTO THIS WELL:

774' 400 acres 40 acres
18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEPTH: 20. BONDDESCRIPTION:APPLIED FOR) ON THIS LEASE (FEET)
700' 9,200 RLBOOOS237

21. ELEVATIONS(SHOW WHETHERDF, RT, GR, ETC.): 22. APPROXIMATEDATEWORKWILLSTART: 23. ESTIMATEDDURATION:

4,926 GL 10 days

24. PROPOSED CASINGANDCEMENTINGPROGRAM
SIZE OF HOLE CASINGSIZE, GRADE,ANDWEIGHTPER FOOT SETTINGDEPTH CEMENTTYPE, QUANTITY,YlELD,ANDSLURRY WEIGHT

14 40 Premium Cement 215 sx 1.18 15.6
Premium Cement 50 sx 1.18 15.6

12 1/4" 9 5/8" J-55 36# 2,150 Premium Cement 170 sx 3.82 11.0
Premium Cement 180 sx 1.18 15.6

7 7/8" 4 1/2" I-80 11.6# 9,200 Premium Lite 11 440 sx 3.38 11.0

50/50 Poz/G 1440 sx 1.31 14.3

25. ATTACHMENTS

VERIFYTHE FOLLOWINGAREATTACHEDINACCORDANCEWITHTHE UTAHOILANDGASCONSERVATIONGENERALRULES:

WELLPLATOR MAPPREPARED BYLICENSEDSURVEYOROR ENGINEER COMPLETEDRILLINGPLAN

O EVIDENCEOF DIVISIONOF WATERRIGHTSAPPROVALFOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRINT) Kevin McIntyre
TITLE Regulatory Analyst i

DATE 5/13/2008SIGNATURE
I

-

Appf0Ved bythe
* ECENED..,...--..wi

Utah Divisionof
Oil,Gas and Mining 4 gggg

API NUMBERASStGNER d 7 60O97 R°
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T9S, R22E, S.L.B.&M. Kerr-McGee Oil & Gas Onshore LP
Well location, NBU #922-29P, located as shown in
the SE 1/4 SE 1/4 of Section 29, T9S, R22E,

NB9°59'29"W
-- 2640.09' (Meas.) NB9°58'20"W

- 2643.08' (Meas.) S.L.B.&M., Uintah County, Utah.
'1977 Brass Cap, 1977 Brass Cap on 1977 Brass Cap an

* ' BASIS OF ELEVATION
E-W Fence, PRe Old E-W Fence Lére, Old E-W Fence Line,
or stones Large Pile of Stones Large PHe of Ston"' TWO WATERTRIANGULATIONSTATIONLOCATEDIN THE

NW 1/4 OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN
FROM THE BIG PACK MTN NE QUADRANGLE,UTAH,
UINTAH COUNTY,7.5 MINUTESERIES (TOPOGRAPHICAL
MAP) PUBLISHEDBY THE UNITEDSTATES DEPARTMENT
OF THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION
IS MARKEDAS BEING 5238 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

NBrass Cap
Brass Cap i

1977 Brass Cap,
Flush w/rep of SC A LE
PRe of Stones

NBU /922--29P ¯¯

CERTIFICATE LAND
Elev. Ungraded Ground = 4924' '"

THIS IS TO CERT1FYTHAT THE ABOVE D
FIELDNOTES OF ACTUALSURVEYSM OR UNDE
SUPERVISIONAND THAT THE SAME gD gggT)
BEST OF MY KNOWLEDGEAND BELIE

1977 Brass Cap, 1977 Brass Cap, REGIS D D OR
0.4' H/gh, P//e 0.5' High, Pëe REGIS . 13
of Stones of Stones STATEO N Œ U

NB957'J77 - 2643.2J' (Meas.) NB9°57'04T
- 264J.79' (Meas.) 1977 erass cap,

i, ,h PR" ÜNTAH BGINEERING & I.AND
85 SOUTH ß00 EAST - VERNAI. UTAH 84078

(435) 789-1017

LEGEND: (NAD 83) SCALE DATE SURVEYED: DATE DRAWN:

LAT1TUDE = 40 00'09.67" (40.002686) 1" = 1000' 04-07-08 04-25-08
=

90° SYMBOL LONGITUDE= 109'27'25.89" (109.457192) PARTY REFERENCES

= PROPOSED WELLHEAD. (NAD 27) L.D.K. C.K. L.A.K. G.L.O. PLAT
LATITUDE = 40'00'09.80" (40.002722) WEATHER FILE

A = SECTION CORNERS LOCATED LONGITUDE=
109°27'23.43" (109.456508) WARM Kerr-McGee Oil & Gas Onshore
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NBU 922-29P
SESE Sec. 29, T9S,R22E

UINTAH COUNTY, UTAH
ST UO 1207

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Formation Depth

Uinta 0- Surface
Green River 1316'
Bird's Nest 1621'
Mahagony 1986'
Wasatch 4527'
Mesaverde 7914'
TD 9200'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Substance Formation Depth

Water Green River 1316'
Water Bird's Nest 1621'
Water Mahagony 1986'
Gas Wasatch 4527'
Gas Mesaverde 7914'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program.

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program.

5. Drilling Fluids Program:

Please refer to the attached Drilling Program.

6. Evaluation Program:

Please refer to the attached Drilling Program.

7. Abnormal
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Maximum anticipated bottomhole pressure calculated at 9200' TD, approximately equals
5704 psi (calculated at 0.62 psi/foot).

Maximum anticipated surface pressure equals approximately 2024 psi (bottomhole
pressure minus the pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling is planned to commence immediately upon approval of this application.

9. Variances:

Please refer to the attached Drilling Program.

10. Other Information:

Please refer to the attached Drilling
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NBU 922-29P
SESE SEC 29-T9S-R22E

UINTAH COUNTY, UTAH
ST UO-1207

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Directions to the proposed locationare attached.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

All existing roads will be maintained and kept in good repair during all drilling and completion
operations associated with this well.

2. Planned Access Roads:

The proposed access road is approximately 0.1 mi. +/-. Refer to Topo Map B.

The access road will be crowned (2 to 3%), ditched and constructed with a running surface of 18
feet and a maximum disturbed width of 30 feet. Graveling or capping the roadbed will be
performed as necessary to provide a well constructed, safe road. Prior to construction or
upgrading, the proposed road shall be cleared of any snow and allowed to dry completely.

Surface disturbance and vehicular traffic will be limited to the proposed location and proposed
access route. Any additional area needed will be approved in advance. All construction shall be
in conformance with the standards outlined in the BLM and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development. 1989.

The road surface and shoulders will be kept in a safe and usable condition and will be maintained
in accordance with the original construction standards. All drainage ditches will be kept clear and
free-flowing and will be maintained according to original construction standards. The access
road surface will be kept free of trash during operations. All traffic will be confined to the
approved disturbed surface. Road drainage crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossing or shall the drainages be blocked by
the road bed. Erosion of drainage ditches by runoff water shall be prevented by diverting water
off at frequent intervals by means of cutouts. Should mud holes develop, they shall be filled in
and detours around them avoided. When snow is removed from the road during the winter
months, the snow shall be pushed outside of the borrow ditches, and the turnouts kept clear so
that snowmelt will be channeled away from the road.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map
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NBU 922-29P Surface Use and Operations Plan Page 2
4. Location of Existing & Proposed Facilities:

Thefollowingguidelines will apply if the well is productive.

All production facilities will be located on the disturbedportion of the well pad and at a minimum
of 25 feet from the toe of the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain fluids
(i.e., production tanks, produced water tanks, and/or heater/treater). These dikes will be
constructed of compacted subsoil, be impervious, hold 100% of the capacity of the largest tank,
and be independent of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or installed,
including pumping units, will be painted a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the five state Rocky Mountain Inter-Agency
Committee.

All facilities will be painted within six months of installation. Facilities required to comply with
the Occupational Safety and Health Act (OSHA) will be excluded. The requested color is
Carlsbad Canyon (2.5 Y 6/2) as determined during the on-site inspection.

Any necessary pits will be properly fenced to protect livestockand prevent wildlife entry.

Refer to Topo Map D for the placement of the proposed pipeline.

5. Location and Type of Water Supply:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in
Ouray, Utah, Sec.32, T4S,R3E, Water User Claim #43-8496, Application #53617.

Where available a 2" or 3" poly pipe will be installed with the existing rights-of-way to supply
water during drilling and completion operations. There will be no new disturbance needed and the
poly line will be removed after completion operations. The fresh water will be supplied from the
power plant located within the following Sections 23, 24, 25, 26, 35, & 36, T8S, R23E.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this
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NBU 922-29P Surface Use and Operations Plan Page 3
6. Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utilized.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit will be
removed and disposed of at an approved waste disposal facility within 120 days after drilling is
terminated.

The reserve pit will be constructed on the location and will not be located within natural drainage,
where a flood hazard exists or surface runoff will destroy or damage the pit walls. The reserve pit
will be constructed so that it will not leak, break, or allow discharge of liquids.

A plastic reinforced liner is to be used as discussed during on-site inspection. It will be a
minimum of 20 mil thick and felt, with sufficient bedding used to cover any rocks. The liner will
overlap the pit walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap
that could puncture the liner will be disposed of in the pit.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until such
time as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000pounds will be used, produced, stored, transported, or disposed of annually in
association with the drilling of this well. Furthermore, no extremely hazardous substances, as
defined in 40 CFR 355, in threshold planning quantities, will be used, produced, stored,
transported, or disposed of in association with the drilling of this well.

Any produced water fromthe proposed well will be contained in a water tank and will then be
hauled by truck to one of the pre-approved disposal sites: RNI, Sec. 5, T9S,R22E, NBU #159,
Sec.35, T9S,R21E, Ace Oilfield,Sec. 2, T6S,R20E, MC&MC, Sec. 12, T6S,R19E. (Request is in
lieu offilingForm 3160-5, after initial production).

8. Ancillary Facilities:

None are
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9. Well Site Layout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s),
and surface material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the top of
the entire fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be three
inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all
times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance
between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth side
when the rig moves off location. Pits will be fenced and maintained until cleanup.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

Before any dirt work associated with location restoration takes place, the reserve pit shall be as
dry as possible. All debris in it will be removed. Other waste and spoil materials will be
disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production facilities/operations will
be recontoured to the approximate natural contours. The reserve pit will be reclaimed within 90
days from the date of well completion, weather permitting.

To prevent surface water(s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface threefeet above surrounding
ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring of the pit, the stockpiled topsoil will
be spread evenly over the location up to the rig anchor points, the location shall be reshaped
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the original contour to the extent possible, and the location will be reseeded with Crested
Wheatgrass using appropriate reclamation methods.

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to their
original condition. Where applicable, these conditions include the re-establishment of irrigation
systems, the re-establishment of appropriate soil conditions, and re-establishment of vegetation as
specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with reclamation
of the well pad and access road to be performed as soon as practical after final abandonment.
Reseeding operations will be performed after completion of other reclamation operations.

11. Surface Ownership:

State of Utah
SITLA
675 E. 500 South, Ste. 500
Salt Lake City, UT 84102-2818
801.538.5300

12. Other Information:

A Class III archaeological survey and a paleontological survey have been completed and the
reports will be submitted separately.

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws, regulations, the approved Plan of Operations, and any applicable Notice
of Lessees. The Operator is fully responsible for the actions of his subcontractors. A copy of
these conditions will be furnished to the field representative to ensure compliance. The Operator
will control noxious weeds along Rights-Of-Way for roads, pipelines, well sites, or other
applicable facilities.

This location is not within 460' from the boundary of the Natural Buttes Unit, nor is it within
460' of any non-committed tract lying within the boundaries of the Unit.

13. Lessee's or Operators's Representative & Certification:

Kevin McIntyre Randy Bayne
Regulatory Analyst Drilling Manager
Kerr-McGee Oil & Gas Onshore LP Kerr-McGee Oil & Gas Onshore LP
P.O. Box 173779 1368 South 1200 East
Denver, CO 80217-3779 Vernal, UT 84078
(720) 929-6226 (435)781-7018

Certification: All lease and/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the
approved Plan of Operations, and any applicable Notice to
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The Operator will be fully responsible for the actions of its subcontractors. A complete copy of
the approved "Application for Permit to Drill" will be furnished to the field representative(s) to
ensure compliance and shall be on location during all construction and drilling operations.

Kerr-McGee Oil & Gas Onshore LP is considered to be the operator of the subject well. Kerr-
McGee Oil & Gas Onshore LP agrees to be responsible under the terms and the conditions of the
lease for the operations conducted upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for the lease activities is being provided by Statewide
Bond RLB0005237.

I hereby certify that the proposed drill site and access route has been inspected and that I am
familiar with the conditions that currently exist; that the statements made in this plan are, to the
best of my knowledge, true and correct; and the work associated with the operations proposed
herein will be performed by the Operator, its contractors, and subcontractors in conformity with
this plan and the terms and conditions under which it is approved.

May 13, 2008
Kevin McIntyre
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KERR-McGEE OIL & GAS ONSHORE LPKerrAtGee
DRILLINGPROGRAM

COMPANYNAME KERR-McGEEOIL &GAS ONSHORE LP DATE May 13, 2008
WELLNAME NBU 922-29P TD 9,200' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,926' GL KB 4,941'
SURFACE LOCATION SESE 1056' FSL & 774' FEL, SEC. 29, T9S, R22E BHL Straight Hole

Latitude: 40.002722 Longitude: -109.456508 NAD 27
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: UDOGM(MINERALS&SURFACE), BLM,Tri-County Health Dept.

e e •

• - e e « »

e e • • •

40' 14"

12-1/4" 9-5/8", 36#, J-55, LTC Air mist

Catch water sample, if possible,

from 0 to 4,527'

Green River @ 1,316'

Top of Birds Nest Water @ 1621
Mahogany @ 1,986'

Preset fl GL @
2,150' MD

Note: 12.25" surface hole willusually be
drilled ±400' below the bottom of lost
circulation zone. Drilled depth may be
±200' of the estimated set depth
depending on the acutal depth of the loss
zone.

Water, Fresh
Mud logging program TBD Water Mud
Ope i hole logging program fl TD - surf csg 7-//8" 4-1/2",11.6#, (-80 or 8.3-10.0 ppg

equivalent i TC casing
Wasatch @ 4,527'

Mverde @ 7,914'

MVU2@ 7,914'

MVL1@ 8,505'

Max anticipated
Mud required

TD @ 9,200' 11.8 ppg

NBU
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Ker we EERR-McGEEOIL & GAS ONSHORELf
DRlli ING PROGRAM

CASING ÞROGRAM

-EEEIER-
CONDUCTOR 14" 0-40'

3520 2020 453000
SURFACE 9-5/8" O to 2150 36.00 J-55 LTC 0.97 2.01 7.45

7780 6350 201000
PRODUCTION 4-1/2" O to 9200 11.60 I-80 LTC 2 15 1.12 2 16

1) Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next csg point-(0.22 psi/ft-partial evac gradient x TVD of next csg point)
2) MASP (Prod Casing) = Pore Pressure at TD -(.22psilft-partial evac gradient x TD)
(Burst Assumptions: TD = 11.8 ppg) .22 psilft = gradient for partially evac wellbore
(Collapse Assumption: FullyEvacuated Casing, Max MW) (Tension Assumptions: AirWeight of Casing*Buoy.Fact of water)
MASP 3680 psi

CFMFNT PROGRAM

Emmis-mi-fŒOWER-- WBERMM HRE WXIM
SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18
Option 1 + .25 pps flocele

TOP OUT CMT (1 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18
+ 2% CaCI +

.25 pps flocele
TOP OUT CMT (2 as required Premium cmt + 2% CaCl as req. 15.60 1.18

SURFACE NOTE: If well will circulate water to surface, opt on 2 will be utilized
Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

+.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+ 25 ppe flocele
TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,020' Premium Lite II + 3% KCI + 0 25 pps 440 60% 11 00 3 38
celtoflake + 5 pps gilsonite + 10% gel

+ 0 5% extender

TAIL 5,180' 50/50 Poz/G + 10% salt + 2% gel 1450 60% 14 30 1 31
+ 1% R-3

*Substitute cahper hole volume plus 0% excess for LEAD If accurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained

ELOATlouiPMENT A CFNTRAI 17FRS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring
centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints&every thirdjoint to topof tailcement with bow
spring centralizers.

ADDITIONAI .INFORMATION

Test casing head to 750 psi after installing. Test surfacecasingto 1,500 psi prior to drilling out.
BOPE: 11" 5M with one annularand 2 rams. Test to 5,000 psi (annularto 2,500 psi) prior to drilling out. Record on chart recorder&
toursheet. Function testrams on each trip. Maintain safetyvalve&inside BOP on rigfloor at alltimes. Kelly to be equippedwithupper
& lower kelly valves.

Drop Totco surveysevery2000'. Maximum allowablehole angle is 5 degrees.
Most rigs have PVT Systems for mudmonitoring.Ifno PVT is available,visualmonitoringwillbe utililzed.

DRILLING ENGINEER: DATE:
Brad Laney

DRILLING SUPERINTENDENT: DATE:
Randy Bayne NBU
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Kerr-McGee Oil & Gas Onshore LP
NBU #922-29P

SECTION 29, T9S, R22E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S. HIGHWAY 40
APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE HIGHWAY 88; EXIT LEFT AND
PROCEED IN A SOUTHERLY DIRECTION APPROXIMATELY 17.0 MILES TO OURAY, UTAH;
PROCEED IN A SOUTHERLY DIRECTION APPROXIMATELY 6.9 MILES ON THE SEEP RIDGE
ROAD TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN
LEFT AND PROCEED IN AN EASTERLY DIRECTION APPROXIMATELY 5.0 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTH; TURN LEFT AND
PROCEED IN A NORTHERLY DIRECTION APPROXIMATELY 0.3 MILES TO THE JUNCTION
OF THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST; TURN RIGHT AND
PROCEED IN A NORTHEASTERLY DIRECTION APPROXIMATELY 3.9 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST; PROCEED IN A
NORTHEASTERLY DIRECTION APPROXIMATELY 0.9 MILES TO THE JUNCTION OF THIS
ROAD AND AN EXISTING ROAD TO THE SOUTHWEST; TURN RIGHT AND PROCEED IN A
SOUTHWESTERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 2.1 MILES TO
THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTHEAST; TURN LEFT
AND PROCEED IN A SOUTHEASTERLY DIRECTION APPROXIMATELY 2.0 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN LEFT AND
PROCEED IN AN EASTERLY, THEN NORTHWESTERLY DIRECTION APPROXIMATELY 1.4
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST;
TURN RIGHT AND PROCEED IN A NORTHEASTERLY DIRECTION APPROXIMATELY 0.7
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST;
TURN LEFT AND PROCEED IN A NORTHEASTERLY DIRECTION APPROXIMATELY 0.5
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTHEAST;
TURN RIGHT AND PROCEED IN A SOUTHEASTERLY DIRECTION APPROXIMATELY 0.1
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST;
TURN LEFT AND PROCEED IN A NORTHEASTERLY DIRECTION APPROXIMATELY 350' TO
THE EXISTING NBU #10-29B AND THE BEGINNING OF THE PROPOSED ACCESS ROAD TO
THE EAST; FOLLOW ROAD FLAGS IN AN EASTERLY DIRECTION APPROXIMATELY 0.1
MILES TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL LOCATION IS
APPROXIMATELY 54.9
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Kerr-McGee Oil & Gas Onshore LP
NBU #922-29P

LOCATED IN UINTAH COUNTY, UTAH
SECTION 29, T9S, R22E, S.L.B.&M.

(LOCATION STAKE)

PHOTO: VIEW FROM CORNER #5TO LOCATION ST.WE CAMERA ANGLE: NORTHERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CANIERAANGLE: EASTERLY
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 05/14/2008 API NO. ASSIGNED: 43-047-fDCry3

WELL NAME: NBU 922-29P

OPERATOR: KERR-MCGEE OIL & GAS ( N2995 ) PHONE NUMBER: 720-929-6226

CONTACT: KEVIN MCINTYRE

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SESE 29 090S 220E Tech Review Initials Date
SURFACE: .1056 FSL 0774 FEL

BOTTOM: 1056 FSL 0774 FEL Engineering /

COUNTY: UINTAH Geology
LATITUDE: 40.00271 LONGITUDE: -109.4564

UTM SURF EASTINGS:631759 NORTHINGS: 4428989 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 3 - State

LEASE NUMBER: ST UO 1207 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[] Ind[] Sta[] Fee[]
Unit: NATURAL BUTTES

Potash (Y/N)
R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

e/ Water Permit R649-3-3. Exception

(No. 43-8496 ) / . .

\f Drilling UnitNÁ RDCC Review (Y/N)
Board Cause No: f/g(Date: ) Eff Date: / L)Uffýýgit Fee Surf Agreement (Y/N) Siting: (0 a bcL Y MC wnin -1'AU

AAA Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: 6)
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Application for Permit to Drill
Statement of Basis

9/22/2008 Utah Division of Oil, Gas and Mining Page i

APD No API WellNo Status Well Type Surf Ownr CBM
930 43-047-50077-00-00 LOCKED GW S No
Operator KERR-MCGEE OIL & GAS ONSHORE, L.P. Surface Owner-APD

Well Name NBU 922-29P Unit NATURAL BUTTES
Field NATURAL BUTTES Type of Work DRILL
Location SESE 29 9S 22E S 1076 FSL 755 FEL GPS Coord (UTM) 631765E 4428995N

Geologic Statement of Basis
Kerr McGee proposes to set 2,150' of surface casing at this location. The depth to the base of the moderately
saline water at this location is estimated to be at a depth of 2,900'. A search of Division of Water Rights records
shows no water wells within a 10,000 foot radius of the proposed location . The surface formation at this site is
the Uinta Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones
are mostly lenticular and discontinuous and should not be a significant source of useable ground water. The
production casing cement should be brought up above the base of the moderately saline ground water in order to
isolate it from fresher waters up hole. The proposed casing and cement should adequately protect. Any usable
ground water.

Brad Hill 8/20/2008
APD Evaluator Date / Time

Surface Statement of Basis
This location is in the Sand Wash area of the Natural Buttes Unit approximately 23.8 road miles southeast of
Ouray, Ut.. The Seep Ridge Road, Uintah County roads and existing roads access the site. Sand Wash is the
major drainage in the area. It drains northerly to the White River a distance of approximately 1 1/2 miles. The
area is characterized by steep sided hills, which are frequently divided by narrow to wide valley bottoms. Sand
Wash is an ephemeral drainage. No springs, seeps or streams exist in the area. An occasional pond constructed
to supply water for cattle and antelope exists. Washes are sometimes rimed with exposed sand stone bedrock
cliffs.

Four gas wells are proposed on this pad. The site is on a relatively flat-topped ridge with fingers that extend to
the northeast and southeast. A rocky elevated knob is to the west where a second completion water pit is
planned. The reserve pit is along the edge of the rise where it breaks off sharply to the south. Also the slope on
the north side of the proposed pad breaks off sharply into a draw that has several fingered drainages. Because of
the rough terrain in the area and the proximity of the location to the White River, the pit will be double lined
with 20-mil. liners and layers of felt necessary to cushion the liners. The selected site appears to be suitable for
constructing a pad, drilling and operating the planned wells and is the best location in the immediate area.

A second pit has been requested at this site. One pit would be used for drilling fluids during the drilling
operation and the second for completion fluids. The second pit is not approved with this permit. Kerr McGee
was informed they would have to submit a separate application and plan for this pit.

Both the surface and minerals are owned by SITLA. Jim Davis of SITLA reviewed the site and had no concerns
regarding the proposal except as covered above. SITLA is to be contacted for reclamation standards including
the seed mix to be uses for re-vegetation.

Ben Williams of the Utah Division of Wildlife Resources was invited the pre-site visit and did not attend

Floyd Bartlett 6/18/2008
Onsite Evaluator Date /
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Application for Permit to Drill
Statement of Basis

9/22/2008 Utah Division of Oil, Gas and Mining Page 2

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A double synthetic liner each with a minimum thickness of 20 mils and an appropriate

thickness of felt sub-liner to cushion the liners shall be properly installed and maintained
in the reserve pit.

Surface The reserve pit shall be fenced upon completion of drilling
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ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator KERR-MCGEE OIL & GAS ONSHORE, L.P.
Well Name NBU 922-29P

API Number 43-047-50077-0 APD No 930 Field/Unit NATURAL BUTTES
Location: 1/4,1/4 SESE Sec 29 Tw 9S Rng 22E 1076 FSL 755 FEL
GPS Coord (UTM) 631772 4428997 Surface Owner

Participants
Floyd Bartlett and David Hackford (DOGM), Jim Davis (SITLA), Raleen White, Clay Einerson and Tony Kzneck (Kerr
McGee) and David Kay (Uintah Engineering and Land Surveying).

Regional/Local Setting & Topography
This location is in the Sand Wash area of the Natural Buttes Unit approximately 23.8 road miles southeast of Ouray, Ut..
The Seep Ridge Road, Uintah County roads and existing roads access the site. Sand Wash is the major drainage in the
area. It drains northerly to the White River a distance of approximately 1 1/2 miles. The area is characterized by steep
sided hills, which are frequently divided by narrow to wide valley bottoms. Sand Wash is an ephemeral drainage. No
springs, seeps or streams exist in the area. An occasional pond constructed to supply water for cattle and antelope exists.
Washes are sometimes rimed with exposed sand stone bedrock cliffs.

Four gas wells are proposed on this pad. The site is on a relatively flat-topped ridge with fingers that extend to the
northeast and southeast. A rocky elevated knob is to the west where a second completion water pit is planned. The reserve
pit is along the edge of the rise where it breaks off sharply to the south. Also the slope on the north side of the proposed
pad breaks off sharply into a draw that has several fingered drainages. Because of the rough terrain in the area and the
proximity of the location to the White River, the pit will be double lined with 20-mil. liners and layers of felt necessary to
cushion the liners. The selected site appears to be suitable for constructing a pad, drilling and operating the planned wells
and is the best location in the immediate area.

A second pit has been requested at this site. One pit would be used for drilling fluids during the drilling operation and the
second for completion fluids. The second pit is not approved with this permit. Kerr McGee was informed they would have
to submit a separate application and plan for this pit.

Both the surface and minerals are owned by SITLA.

Surface Use Plan
Current Surface Use
Grazing
Recreational

New Road
Miles Well Pad Src Const Material Surface Formation

0.1 Width 290 Length 350 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Cheatgrass, shadscale, sagebrush, curly mesquite grass, halogeton, budsage, globemallow, horsebrush and spring
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This location is in the Sand Wash area of the Natural Buttes Unit approximately 23.8 road miles southeast of Ouray, Ut..
The Seep Ridge Road, Uintah County roads and existing roads access the site. Sand Wash is the major drainage in the
area. It drains northerly to the White River a distance of approximately 1 1/2 miles. The area is characterized by steep
sided hills, which are frequently divided by narrow to wide valley bottoms. Sand Wash is an ephemeral drainage. No
springs, seeps or streams exist in the area. An occasional pond constructed to supply water for cattle and antelope exists.
Washes are sometimes rimed with exposed sand stone bedrock cliffs.

Four gas wells are proposed on this pad. The site is on a relatively flat-topped ridge with fingers that extend to the
northeast and southeast. A rocky elevated knob is to the west where a second completion water pit is planned. The reserve
pit is along the edge of the rise where it breaks off sharply to the south. Also the slope on the north side of the proposed
pad breaks off sharply into a draw that has several fingered drainages. Because of the rough terrain in the area and the
proximity of the location to the White River, the pit will be double lined with 20-mil. liners and layers of felt necessary to
cushion the liners. The selected site appears to be suitable for constructing a pad, drilling and operating the planned wells
and is the best location in the immediate area.

A second pit has been requested at this site. One pit would be used for drilling fluids during the drilling operation and the
second for completion fluids. The second pit is not approved with this permit. Kerr McGee was informed they would have
to submit a separate application and plan for this pit.

Both the surface and minerals are owned by SITLA.

Surface Use Plan
Current Surface Use
Grazing
Recreational

New Road
Miles Well Pad Src Const Material Surface Formation

0.1 Width 290 Length 350 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Cheatgrass, shadscale, sagebrush, curly mesquite grass, halogeton, budsage, globemallow, horsebrush and spring
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annuals.

Soil Type and Characteristics
Shallow rocky loam.

Erosion Issues N

Sedimentation Issues N

Site Stability Issues Y
The reserve pit is along the edge of the rise where it breaks off sharply to the south. Double liner required.

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? Paleo Potental Observed? Cultural Survey Run? Cultural Resources?

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) <300 20
Native Soil Type Mod permeability 10
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 35 1 Sensitivity Level

Characteristics / Requirements
The reserve pit is along the edge of the rise where it breaks off sharply to the south. The reserve pit is planned in an
area of cut in the southeast corner of the location. Dimensions are 100' x 220' x 10' deep with 2' of freeboard. A
double 20-mil. liner with an appropriate thickness of felt is required.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 40 Pit Underlayment Required? Y

Other Observations / Comments

Floyd Bartlett 6/18/2008
Evaluator Date / Time
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Well name: 43047500770000 NBU 921-29P
Operator: Kerr McGee Oil & Gas Onshore L.P.
String type: Surface Project ID:

43-047-50077-0000
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 75 °F

Design is based on evacuated pipe. Bottom hole temperature: 105 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,300 ft

Burst:
Design factor 1.00 Cement top: 657 ft

Burst
Max anticipated surface

pressure: 1,892 psi Completion type is subs
Intemal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,150 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,200 ft
Tension is based on buoyed weight. Next mud weight: 11.800 ppg
Neutral point: 1,885 ft Next setting BHP: 5,639 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,150 ft
Injection pressure: 2,150 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 2150 9.625 36.00 J-55 LT&C 2150 2150 8.796 933.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 930 2020 2.171 2150 3520 1.64 68 453 6.68 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: August 25,2008
by: Div of Oil,Gas & Minerals FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2150 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be thatof the
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Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,200 ft
Tension is based on buoyed weight. Next mud weight: 11.800 ppg
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Well name: 43047500770000 NBU 921-29P
Operator: Kerr McGee Oil & Gas Onshore L.P.
String type: Production Project ID:

43-047-50077-0000
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 11.800 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 204 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 3,615 psi Completion type is subs
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,639 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,577 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 9200 4.5 11.60 I-80 LT&C 9200 9200 3.875 802.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 5639 6360 1.128 5639 7780 1.38 88 212 2.41 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: September 4,2008
by: Div of Oil,Gas & Minerals FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9200 ft, a mud weight of 11.8 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe that of the
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BOPE REVIEW Kerr-McGee NBU 922-29P API 43-047-50077-0000

INPUT
Well Name Kerr McGee NBU 922-29P API 43-047-50077-0000

String 1 String 2
Casing Size (") 9 5/8 4 1/2
Setting Depth (TVD) 2150 9200
Previous Shoe Setting Depth (TVD) 40 2150
Max Mud Weight (ppg) 8.4 11.8
BOPE Proposed (psi) 500 5000
Casing Internal Yield (psi) 3520 7780
Operators Max Anticipated Pressure (psi) 5704 11.9 ppg

Calculations String 1 9 5/8 "
Max BHP [psi] .052*Setting Depth*MW = 939

BOPE Adequate For Drilling And Setting Casing at Depth?
MASP (Gas) (psi] Max BHP-(0.12*Setting Depth) = 681 NO O - Air Drillto surface shoe with diverter
MASP (Gas/Mud) [psi) Max BHP-(0.22*Setting Depth) = 466 YES

*Can Full Expected Pressurpe Held At Previous Shoe7
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 475 & NO y

-

Required CasinglBOPE Test Pressure 21 0 gi
*Max Pressure Allowed @Previous Casing Shoe = ) *Assumes 1psilft frac gradient

Calculations String 2 4 1/2 "
Max BHP [psi] .052*SettingDepth*MW = 5645

BOPE Adequate For Drilling And Setting Casing at Depth7
MASP (Gas) [psi] Max BHP-(0.12*Setting Depth) = 4541 YES
MASP (Gas/Mud) [psi] Max BHP-(0.22*Setting Depth) = 3621 YES

*Can Full Expected Pressure Be Held At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 4094 NO c |
Required Casing/BOPE Test Pressure 5000 psi /*Max Pressure Allowed g Previous Casing Shoe = *Assumes 1psilft frac
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake Cit:7, Utah 84145-0155

IN FŒPLY REEBR TO:
3160
(UT-922)

May 19, 2008

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2008 Plan of Development Natural Buttes Unit
Uintah County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2008 within the Natural Buttes Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-047-40082 NBU 922-29P Sec 29 TO9S R22E 1056 FSL 0774 FEL
43-047-40083 NBU 922-290 Sec 29 TO9S R22E 0733 FSL 2290 FEL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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(7Ï17/2008)Diana Mason - Kerr McGee 'Is clearance Page 1

From: Jim Davis
To: Bonner, Ed; Mason, Diana
Date: 7/17/2008 1:55 PM
Subject: Kerr McGee wells clearance

The following wells have SITLA's arch and paleo clearance.

4304740082 NBU922-29P Kerr-McGeeOil& Gas
4304740083 NBU922-290 Kerr-McGeeOil& Gas
4304740100 NBU921-25E1BS Kerr-McGeeOil& Gas
4304740101 NBU921-26A4BS Kerr-McGeeOil& Gas

Thanks.
-Jim

Jim Davis
Utah Trust Lands Administration
jimdavis1@utah.gov
Phone: (801)

(7Ï17/2008)Diana Mason - Kerr McGee 'Is clearance Page 1

From: Jim Davis
To: Bonner, Ed; Mason, Diana
Date: 7/17/2008 1:55 PM
Subject: Kerr McGee wells clearance

The following wells have SITLA's arch and paleo clearance.

4304740082 NBU922-29P Kerr-McGeeOil& Gas
4304740083 NBU922-290 Kerr-McGeeOil& Gas
4304740100 NBU921-25E1BS Kerr-McGeeOil& Gas
4304740101 NBU921-26A4BS Kerr-McGeeOil& Gas

Thanks.
-Jim

Jim Davis
Utah Trust Lands Administration
jimdavis1@utah.gov
Phone: (801)



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
- ,,--' Executive Director

JON M. HUNTSMAN, JR.
ÜiVision of Oil, Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

September 11, 2008

Kerr-McGee Oil & Gas Onshore, LP
PO Box 173779
Denver, CO 80217-3779

Re: NBU 922-29P Well, 1056' FSL, 774' FEL, SE SE, Sec. 29, T. 9 South, R. 22 East,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-50077.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Managemeat, Vernal Field Office
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 531-7458 • wwwogm.utah.gov OIL, GAS &
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Operator: Kerr-McGee Oil & Gas Onshore, LP

Well Name & Number NBU 922-29P

API Number: 43-047-50077
Lease: ST UO 1207

Location: SE SE Sec. 29 T. 9 South R. 22 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0871 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator
shall comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to
Designated Oil Shale Areas. Additionally, the operator shall ensure that the surface
and/or production casing is properly cemented over the entire oil shale interval as defined
by Rule R649-3-31. The Operator shall report the actual depth the oil shale is
encountered to the Division.

7. Surface casing shall be cemented to the
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Form 9 STATEOF UTAH
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OlL, GAS AND MINING 6. Lease Designation and Serial Number

ST UO 1207
7. Indian Allottee or Tribe Name

SUNDRY NOTICESANDREPORTS ON WELLS N/A
Donotusethisformforproposalstodrillnewwells,deepenexistingwells,ortoreenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPUCATloNFORPERMIT--for suchproposals NATURAL BUTTES 891008900A
1- Type of Well 9. Well Name and Number

11
a Other (specify) NBU 922-29P

2. Name ofOperator 10. API Well Number
KERR-MCGEE OIL & GAS ONSHORE, LP 43-047-50077
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat
PO BOX 173779, DENVER, CO 80217-3779 720-929-6666 NATURAL BUTTES
5. Location ofWell

Footage : 1056' FSL, 774' FEL County : UINTAH
QQ, See, T., R., M : SESE, SECTION 29, T9S, R22E, SLB&M State : UTAH

12. CHECK APPROPRIATEBOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Ðuplicate) (SubmitOriginal Form Only)

Abandonment NewConstruction Abandonment * New Construction

Casing Repair PullorAlterCasing Casing Repair Pull orAlter Casing

Change ofPlans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot orAcidize Conversion to injection Vent orFlare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other SURFACE MOVE
Date of Work Completion

Approximate Date Work WillStart
Report results of MultipleCompletionsand Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOG form.
* Must be accompanied by a cement verificationreport.

13. DESCRISE PROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, givesubsurface
locations and measutedand true vertical depths for allmarkers and zones pertinentto thiswork.)

KERR-MCGEE OIL & GAS ONSHORE, LP HAS NEED TO CHANGE THE SURFACE FOOTAGES
FOR THE ABOVE MENTIONED WELL.

THE NEW SURFACE FOOTAGES ARE - 1076' FSL, 755' FEL tu QC / 2 9' gy . ó á Z 7 &

PLEASE SEE ATTACHED REVISED LEGAL PLAT
COPYSENTTO PERATOR

NO NEW DISTURûANCE - UTILIZING THE EXISTING APPROVED PAD

14. I hereby certifythatthe foregoing is tru rrect

Name &Signature . RALEEN WHIT Title REGUALTORY ANALYST Date 01/19/09

(State Use Only) ^** OE I iHE 61^TE RECEIVEDOF UTAH DIVISiON OF
OIL, GAS, AND MINING JAN2O2009

(8/90) S tructionson Reverse Side DIV.0FOIL,GAS&
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T9S, R22E, S.L.B.&M Kerr-McGee Oil& Gas Onshore LP
Well location, NBU #922-29P, located as shown in
the SE 1/4 SE 1/4 of Section 29, T9S, R22E,

NB9°59'29"W
- 2640.09' (Meas.) NB9°58'20"W

- 2643.08' (Meas.) S.LB.&M., Uintah County, Utah.
'1977 Brass Cap, 1977 Mas Cop on 1977 Brass Cap on

' ' BASIS OF ELEVATION
E-W Farice, PRe Old E-W Fence Lina Old E-W Fence Line,

Sf°",, Large Pee or stones Large PRe of Stones TWO WATERTRIANGULATIONSTATIONLOCATEDIN THE
NW 1/4 OF SECTION 1, TTOS, R21E, S.L.B.&M. TAKEN
FROM THE BIG PACK MTN NE QUADRANGLE,UTAH,
UINTAH COUNTY, 7.5 MINUTESERIES (TOPOGRAPHICAL
MAP) PUBLISHEDBY THE UNITED STATES DEPARTMENT
OF THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION
IS MARKEDAS BEING 5238 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

Bras s Cap N
Brass cap i

o o o
o o - o

1977 Brass Cop,
Flush w/Top of SC A LE
Pile of Stones

NBU /922-29P CERTIFICATE ANð
I Elev. Ungraded Ground =

4924· 755
THIS IS TO CERTIFYTHAT THE ABOVE D
FIELDNOTES OF ACTUALSURVEYSM OR UNDE
SUPERVISIONAND THATTHE SAME g gg g
BEST OF MY KNOWLEDGEAND BEUE

1977 Brass Cop, 1977 Brass cap,
REpGI

D DS OR
0.4' HIgh, Pile 0.5' High, Pile REGISTR
of Stones of Stones STATE O 7 01

i L A L 1 i REVISED: 06-17-08 E OFNB9°57'J77
- 264123' (Meas.) NB9°57'04T

1977 Bross cop, g ggga
264J. 79' (Meas.) i h, P//e UINTAH ENGINEERING &c IAND VEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078

(NAD83) (435) 789-1017

LEGEND: LATITUDE =
40°00'09.87" (40.002742) SCALE DATE SURVEYED: DATE DRAWN:

LONGITUDE=
109°27'25.65" (109.457125) 1" = 1000' 04-07-08 04-25-08

90° SYMBOL (NAD 27) PARTY REFERENCES
LATITUDE = 40'00'10.00" (40.002778) L.K. C.K. S.L. G.L.O. PLATPROPOSED WELLHEAD. LONGITUDE= 109°27'23.19" (109.456442) WEATHER FILE

A = SECTION CORNERS LOCATED. WARM Kerr-McGee Oil & Gas Onshore
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Kerr-McGee Oil & Gas Onshore LP FIGURE #i
LOCATIONLAYOUTFOR

NBU #922-29P3AS, #922-29P, #922-29P2DS & #922-29I3DS
SECTION 29, T9S, R22E, S.L.B.&M.

N SE 1/4 SE 1/4 Proposed Access
Road

e E/. 932 2 ,
pr .

C-6 2' C-0.2'
SCALE: 1 = 50' - E/. 928. J' E/. 922 J'Round Corners
DATE: 06-17-08

Drawn By: S.L.
. .

as Needed

Rev: 11-12-08 C.C N

rotal P/t capaalty 131
W/2' of Fredoord -

Flore Pit is to be located \
a m/n. of 100' from the
Well Head

Pit Topsoll ri. 924.7 C- 4. 1 ,
- E/. 926.2' Û-

.

rwe err -------- er c C-1.4'
E/. 92J.5'

E/. 924. E/. 92J.7
rox.

Total Rit volume TOILET F- J.6
- 6,4eç cu. de. E 924.1 E/. 918.5'

UGHT PLANT

BOILER

RESERVEP/75 - PUMP HOUSE
AANTER

-- o

EE F- 0.5'
0 , E/. 921.6'

Sta. 0+00
15' WIDEBENCH

NO1FS:
E/ev. Ungroded Ground At /922--29/JOS Loc. Stake = 4924.1'

s UINTAH ENGINEERING & I,AND SURVEYING
F/N/SHED GRADEELER AT /922-29/JOS LOC. STAxe - 4922.1 86 So. ß00 East * Vernal. Utah 84078 * (486)
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Project: UINTAHCOUNTY,UTAH(nad 27)ada r19 a.::::::::e
Petroleum Corporation

40 0 10.0 N Weatherford
Longitude: 109° 2T 23.191 W

GL: 4922.00
KB: WELL@4940.00ft (Original Well Elev)

WEL1. DETAILS: NBU 922-29P

Ground Level: 4922.00
+Nf-8 +Ei-W Northing Easting Latittude Longitude Slot
0.00 0.00 14530799.49 2072694.68 4P O'10.001 N 109° 27 23.191 W

WELLBORE TARGET DETAILS (MAP CO·ORDINKrEB ANDLATILONG)
0-

Name TVD +NF-8 +El-W Latitude Longitude Shape
PBHL NBU 922·2BP 5200.00 0.00 0.00 4Œ & 10.001 N 109' 27' 23.191 W Circle (Radius 25.00}

eco- SECTION DETAILS

Sec MD Inc Azl TVD +NI-S +El-W DLeg TFace VSec Target
|ereenRival l 1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

29200.00 0.00 0.00 9200.00 0.00 0.00 0.00 0.00 0.00 PBHL_NBU92229P

PROJ MAHOGANYES

LEGEND AZimuÊhBt0 ÎhleNorth
Magnetic North: 11.396

958 __ _ - NDUB222il3DS.-UB2Bail3DB,PLMI@iW2400- -
--- NDUB2BSIP2DE.MUSEBalP2DB.ION&lW Magnelic Field

N-5222iP3AB.-Ui2BalFSAB.iMNSIW Strm h 159ttT

Dale: 1I1&2000
Modek BGGM2006

FORMATIONTOP DETAILS

TVDPath MDPath Formatlon
1308 00 1308 00 Green River

3000 1558 00 1558.00 PROJ BIRDSNERI_WTR EST
2100.00 2100 00 PROJ MAHOGANY.EST
4460 00 4460 00 Wasatch
6953.00 6953 00 Mesaverde
8443 00 8443.00 PROJ MVL1.EST

I
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4000 TVD MD Name Size
2200.002200.00 S UB" 9.62
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10
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FSSL
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SECTION 29 TOS R22E

, i i
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I i i I i a i i i i i I i i e i i i I I I I I I I Plan: PLAN#1 (NBU 922-29PINBU 922-29P)
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Verlical Se :tion at 0 00' (1200 ftrin) Created By: ROBERT SCOTT Date: 11:20. January 16
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Weatherford International Ltd.
c Planning Report Weatheitolli

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP TVD Reference: WELL @4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL @4940.00ft (Original Well Elev)
Site: NBU 922-29P PAD North Reference: True
Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Wellbore: NBU 922-29P
Design: PLAN#1

Project UINTAHCOUNTY, UTAH (nad 27),

Map System: Universal Transverse Mercator (US Survey Fee System Datum: Mean Sea Level
Geo Datum: NAD 1927 - Western US
Map Zone: Zone 12N (114 W to 108 W)

Site NBU 922-29P PAD, SECTION 29 T9S R22E

Site Position: Northing: 14,530,802.01ft Latitude: 40°0' 10.019 N
From: Lat/Long Easting: 2,072,735.15ft Longitude: 109° 27' 22.669 W
Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 0.99 °

Il NBU 922-29P

Well Position +NI-S -1.82 ft Northing: 14,530,799.49 ft Latitude: 40° O' 10.001 N
+El-W -40.62 ft Easting: 2,072,694.58 ft Longitude: 109° 27' 23.191 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 4,922.00ft

Wellbore NBU 922-29P

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
BGGM2008 1/15/2009 11.39 65.97 52,592

Design PLAN#1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (*)

0.00 0.00 0.00 0.00

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (*) (*) (ft) (ft) (ft) (°Ii00ft) (*I100ft) (°I100ft) (°) Target

9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00 PBHL_NBU922-29

1/16/2009 10 00 40AM Page 2 COMPASS 2003.21 Build
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(ft) (*) (*) (ft) (ft) (ft) (°Ii00ft) (*I100ft) (°I100ft) (°) Target

9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00 PBHL_NBU922-29
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Weatherford International Ltd.
Planning Report .

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP- 1VD Reference: WELL@4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL @4940.00ft (OriginalWell Elev)
Site: NBU 922-29P PAD North Reference: True
Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Wellbore: NBU 922-29P
Design: PLAN#1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (*) (II) (ft) (ft) (ft) (°I100ft) (°Ii00ft) (°Ii00ft)

0.00 0.00 0.00 0.00 0,00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0,00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Green River
1,308.00 0.00 0.00 1,308.00 0.00 0.00 0.00 0.00 0.00 0.00

1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00
1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00

PROJ_BIRDSNEST_WTR.EST
1,558.00 0.00 0.00 1,558.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00

1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

| 2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
PROJ MAHOGANY.EST
2,10600 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00

2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00
2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00

2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00

3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00

3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00

4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

Wasatch
4,460.00 0.00 0.00 4,460.00 0.00 0.00 0.00 0.00 0.00 0.00
4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
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Weatherford International Ltd.
Planning Report .

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP- 1VD Reference: WELL@4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL @4940.00ft (OriginalWell Elev)
Site: NBU 922-29P PAD North Reference: True
Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Wellbore: NBU 922-29P
Design: PLAN#1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (*) (II) (ft) (ft) (ft) (°I100ft) (°Ii00ft) (°Ii00ft)

0.00 0.00 0.00 0.00 0,00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0,00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Green River
1,308.00 0.00 0.00 1,308.00 0.00 0.00 0.00 0.00 0.00 0.00

1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00
1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00

PROJ_BIRDSNEST_WTR.EST
1,558.00 0.00 0.00 1,558.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00

1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

| 2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
PROJ MAHOGANY.EST
2,10600 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00

2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00
2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00

2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00

3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00

3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00

4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

Wasatch
4,460.00 0.00 0.00 4,460.00 0.00 0.00 0.00 0.00 0.00 0.00
4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
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WeatherfP ninternational Ltd.

Database: EDM2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP. TVD Reference: WELL@4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL@4940.00ft (Original Well Elev)
Site: NBU922-29P PAD North Reference: True
Well: NBU922-29P Survey Calculation Method: MinimumCurvature
Wellbore: NBU 922-29P
Design: PLAN#1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°Ii00ft) (°I100ft) (°/100ft)

4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00
5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00
5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00

5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00
6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00

6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00
6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00

6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

Mesaverde
6,953.00 0.00 0.00 6,953.00 0.00 0.00 0.00 0.00 0.00 0.00
7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00
7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700,00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00
8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

PROJ_MVL1.EST
8,443.00 0.00 0.00 8,443.00 0.00 0.00 0.00 0.00 0.00 0.00
8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00
9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00

TD at 9200.00 - PBHL_NBU 922-29P
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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WeatherfP ninternational Ltd.

Database: EDM2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP. TVD Reference: WELL@4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL@4940.00ft (Original Well Elev)
Site: NBU922-29P PAD North Reference: True
Well: NBU922-29P Survey Calculation Method: MinimumCurvature
Wellbore: NBU 922-29P
Design: PLAN#1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°Ii00ft) (°I100ft) (°/100ft)

4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00

4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00
5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00

5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00
5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00

5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00
6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00

6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00
6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00

6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

Mesaverde
6,953.00 0.00 0.00 6,953.00 0.00 0.00 0.00 0.00 0.00 0.00
7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00

7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00
7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00

7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700,00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00
8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00

8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

PROJ_MVL1.EST
8,443.00 0.00 0.00 8,443.00 0.00 0.00 0.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00

TD at 9200.00 - PBHL_NBU 922-29P
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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e Weatherford International Ltd.
Planning Report .

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP. TVD Reference: WELL @4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL @4940.00ft (Original Well Elev)
Site: NBU 922-29P PAD North Reference: True
Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Wellbore: NBU 922-29P
Design: PLAN#1

Design Targets

Target Name
- hitImiss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (*) (*) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL_NBU922-29P 0.00 0.00 9,200.00 1.82 40.62 14,530,802.01 2,072,735.15 40° O' 10.019 N 109° 2T 22.669 W
- plan misses target center by 40.66ft at 9200.00ft MD (9200.00 TVD, 0.00 N, 0.00 E)
- Circle (radius 25.00)

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (in) (in)
2,200.00 2,200.00 9 5/8" 9.62 12.25

Formations

Measured Vertical Dip
Depth Depth Dip Direction

III) (II) Name Lithology (°)
1,308.00 1,308.00 Green River
1,558.00 1,558.00 PROJ BIRDSNEST WTR.EST
2,100.00 2,100.00 PROJ_MAHOGANY.EST
4,460.00 4,460.00 Wasatch
6,953.00 6,953.00 Mesaverde
8,443.00 8,443.00 PROJ_MVL1.EST

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(ft) (ft) (ft) (ft) Comment
9,200.00 9,200.00 0.00 0.00 TD at 9200.00

1/16/2009 10 00 40AM Page 5 COMPASS 2003.21 Build
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Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well NBU922-29P
Company: ANADARKOPETROLEUM CORP. TVD Reference: WELL @4940.00ft (Original Well Elev)
Project: UINTAHCOUNTY, UTAH(nad 27) MD Reference: WELL @4940.00ft (Original Well Elev)
Site: NBU 922-29P PAD North Reference: True
Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Wellbore: NBU 922-29P
Design: PLAN#1

Design Targets

Target Name
- hitImiss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (*) (*) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL_NBU922-29P 0.00 0.00 9,200.00 1.82 40.62 14,530,802.01 2,072,735.15 40° O' 10.019 N 109° 2T 22.669 W
- plan misses target center by 40.66ft at 9200.00ft MD (9200.00 TVD, 0.00 N, 0.00 E)
- Circle (radius 25.00)

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (in) (in)
2,200.00 2,200.00 9 5/8" 9.62 12.25

Formations

Measured Vertical Dip
Depth Depth Dip Direction

III) (II) Name Lithology (°)
1,308.00 1,308.00 Green River
1,558.00 1,558.00 PROJ BIRDSNEST WTR.EST
2,100.00 2,100.00 PROJ_MAHOGANY.EST
4,460.00 4,460.00 Wasatch
6,953.00 6,953.00 Mesaverde
8,443.00 8,443.00 PROJ_MVL1.EST

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(ft) (ft) (ft) (ft) Comment
9,200.00 9,200.00 0.00 0.00 TD at 9200.00
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Weatherford International Ltd.
PetroleumCorporadon Anticollision Report Weatherford

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Weli Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Reference PLAN#1

Filter type: NO GLOBALFILTER: Using user defined selection &filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.00ft Error Surface: EllipticalConic
Warning Levels Evaluated at: 2.00 Sigma

Survey Tool Program Date 1/16/2009

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

0.00 9,200.00 PLAN#1 (NBU 922-29P) MWD MWD - Standard

Summaly

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Weilbore - Design (ft) (ft) (ft) (ft)

NBU 922-29P PAD
NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 2,455.59 2,455.66 20.04 9.32 1.870 CC, ES
NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 2,500.00 2,500.00 20.22 9.34 1.858 SF
NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 2,259.95 2,259.95 19.36 9.46 1.957 CC
NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 2,400.00 2,399.87 19.67 9.21 1.881 ES, SF

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 Offset Site Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (gt) (gt) (ft) (ft) (ft)

0.00 0.00 0.00 0.00 0.00 0.00 86.94 1.09 20.45 20.48
100.00 100.00 100.00 100.00 0.09 0.09 86.94 1.09 20.45 20.48 20.29 0.18 111.102
200.00 200.00 200.00 200.00 0.32 0.32 86.94 1.09 20.45 20.48 19.84 0.63 32.306
300.00 300.00 300.00 300.00 0.54 0.54 86.94 1.09 20.45 20.48 19.39 1.08 18.901
400.00 400.00 400.00 400.00 0.77 0.77 86.94 1.09 20.45 20.48 18.94 1.53 13.358
500.00 500.00 500.00 500.00 0.99 0.99 86.94 1.09 20.45 20.48 18.49 1.98 10.329

600.00 600.00 600.00 600.00 1.22 1.22 86.94 1.09 20.45 20.48 18.05 2.43 8.420
700.00 700.00 700.00 700.00 1.44 1.44 86.94 1.09 20.45 20.48 17.60 2.88 7.106
800.00 800.00 800.00 800.00 1.67 1.67 86.94 1.09 20.45 20.48 17.15 3.33 6.147
900.00 900.00 900.00 900.00 1.89 1.89 86.94 1.09 20.45 20.48 16.70 3.78 5.416

1,000.00 1,000.00 1,000.00 1,000.00 2.12 2.12 86.94 1.09 20.45 20.48 16.25 4.23 4.841

1,100.00 1,100.00 1,100.00 1,100.00 2.34 2.34 86.94 1.09 20.45 20.48 15.80 4.68 4.376
1,200.00 1,200.00 1,200.00 1,200.00 2.56 2.56 86.94 1.09 20.45 20.48 15.35 5.13 3.992
1,300.00 1,300.00 1,300.00 1,300.00 2.79 2.79 86.94 1.09 20.45 20.48 14,90 5.58 3.671
1,400.00 1,400.00 1,400.00 1,400.00 3.01 3.01 86.94 1.09 20.45 20.48 14.45 6.03 3.397
1,500.00 1,500.00 1,500.00 1,500.00 3.24 3.24 86.94 1.09 20.45 20.48 14.00 6.48 3.161

1,600.00 1,600.00 1,600.00 1,600.00 3.46 3.46 86.94 1.09 20.45 20.48 13.55 6.93 2.956
1,700.00 1,700.00 1,700.00 1,700.00 3.69 3.69 86.94 1.09 20.45 20.48 13.10 7.38 2.776
1,800.00 1,800.00 1,800.00 1,800.00 3.91 3.91 86.94 1.09 20.45 20.48 12.65 7.83 2.616
1,900.00 1,900.00 1,900.00 1,900.00 4.14 4.14 86.94 1.09 20.45 20.48 12.20 8.28 2.474
2,000.00 2,000.00 2,000.00 2,000.00 4.36 4.36 86.94 1.09 20.45 20.48 11.75 8.73 2.347

2,100.00 2,100.00 2,100.00 2,100.00 4.59 4.59 86.94 1.09 20.45 20.48 11.30 9.17 2.232
2,200.00 2,200.00 2,200.00 2,200.00 4.81 4.81 86.94 1.09 20.45 20.48 10.85 9.62 2.128

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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Weatherford International Ltd.
PetroleumCorporadon Anticollision Report Weatherford

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Weli Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Reference PLAN#1

Filter type: NO GLOBALFILTER: Using user defined selection &filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.00ft Error Surface: EllipticalConic
Warning Levels Evaluated at: 2.00 Sigma

Survey Tool Program Date 1/16/2009

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

0.00 9,200.00 PLAN#1 (NBU 922-29P) MWD MWD - Standard

Summaly

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Weilbore - Design (ft) (ft) (ft) (ft)

NBU 922-29P PAD
NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 2,455.59 2,455.66 20.04 9.32 1.870 CC, ES
NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 2,500.00 2,500.00 20.22 9.34 1.858 SF
NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 2,259.95 2,259.95 19.36 9.46 1.957 CC
NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 2,400.00 2,399.87 19.67 9.21 1.881 ES, SF

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 Offset Site Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (gt) (gt) (ft) (ft) (ft)

0.00 0.00 0.00 0.00 0.00 0.00 86.94 1.09 20.45 20.48
100.00 100.00 100.00 100.00 0.09 0.09 86.94 1.09 20.45 20.48 20.29 0.18 111.102
200.00 200.00 200.00 200.00 0.32 0.32 86.94 1.09 20.45 20.48 19.84 0.63 32.306
300.00 300.00 300.00 300.00 0.54 0.54 86.94 1.09 20.45 20.48 19.39 1.08 18.901
400.00 400.00 400.00 400.00 0.77 0.77 86.94 1.09 20.45 20.48 18.94 1.53 13.358
500.00 500.00 500.00 500.00 0.99 0.99 86.94 1.09 20.45 20.48 18.49 1.98 10.329

600.00 600.00 600.00 600.00 1.22 1.22 86.94 1.09 20.45 20.48 18.05 2.43 8.420
700.00 700.00 700.00 700.00 1.44 1.44 86.94 1.09 20.45 20.48 17.60 2.88 7.106
800.00 800.00 800.00 800.00 1.67 1.67 86.94 1.09 20.45 20.48 17.15 3.33 6.147
900.00 900.00 900.00 900.00 1.89 1.89 86.94 1.09 20.45 20.48 16.70 3.78 5.416

1,000.00 1,000.00 1,000.00 1,000.00 2.12 2.12 86.94 1.09 20.45 20.48 16.25 4.23 4.841

1,100.00 1,100.00 1,100.00 1,100.00 2.34 2.34 86.94 1.09 20.45 20.48 15.80 4.68 4.376
1,200.00 1,200.00 1,200.00 1,200.00 2.56 2.56 86.94 1.09 20.45 20.48 15.35 5.13 3.992
1,300.00 1,300.00 1,300.00 1,300.00 2.79 2.79 86.94 1.09 20.45 20.48 14,90 5.58 3.671
1,400.00 1,400.00 1,400.00 1,400.00 3.01 3.01 86.94 1.09 20.45 20.48 14.45 6.03 3.397
1,500.00 1,500.00 1,500.00 1,500.00 3.24 3.24 86.94 1.09 20.45 20.48 14.00 6.48 3.161

1,600.00 1,600.00 1,600.00 1,600.00 3.46 3.46 86.94 1.09 20.45 20.48 13.55 6.93 2.956
1,700.00 1,700.00 1,700.00 1,700.00 3.69 3.69 86.94 1.09 20.45 20.48 13.10 7.38 2.776
1,800.00 1,800.00 1,800.00 1,800.00 3.91 3.91 86.94 1.09 20.45 20.48 12.65 7.83 2.616
1,900.00 1,900.00 1,900.00 1,900.00 4.14 4.14 86.94 1.09 20.45 20.48 12.20 8.28 2.474
2,000.00 2,000.00 2,000.00 2,000.00 4.36 4.36 86.94 1.09 20.45 20.48 11.75 8.73 2.347

2,100.00 2,100.00 2,100.00 2,100.00 4.59 4.59 86.94 1.09 20.45 20.48 11.30 9.17 2.232
2,200.00 2,200.00 2,200.00 2,200.00 4.81 4.81 86.94 1.09 20.45 20.48 10.85 9.62 2.128

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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e Weatherford International Ltd.
AnticollisionReport .

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Weli: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 OffsetSite Error: 0.00ft

SurveyProgram: 0-MWD OffsetWellError: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (it) (ft) (ft) (ft) (*) (it) (it) (ft) (ft) (ft)

2,300.00 2,300.00 2,300.00 2,300.00 5.04 5.04 86.94 1.09 20.45 20.48 10.40 10.07 2.033
2,400.00 2,400,00 2,400.11 2,400.09 5.26 5.23 91.80 -0.64 20.18 20.19 9.69 10.49 1.924
2,455.59 2,455.59 2,455.66 2,455.59 5.39 5.33 98.86 -3.08 19.80 20.04 9.32 10.71 1.870 CC, ES
2,500,00 2,500.00 2,500.00 2,499.84 5.49 5.40 106.67 -5.80 19.37 20.22 9.34 10.89 1.858 SF
2,600.00 2,600.00 2,599.35 2,598.80 5.71 5.58 128.49 -14.35 18.04 23.08 11.79 11.29 2.045
2,700.00 2,700.00 2,698.01 2,696.73 5.94 5.76 148.26 -26.18 16.20 30.96 19.26 11.70 2.647

2,800.00 2,800.00 2,795.73 2,793.26 6.16 5.96 161.40 -41.18 13.86 43.97 31.86 12.11 3.632
2,900.00 2,900.00 2,893.31 2,889.17 6.39 6.18 169.35 -58.96 11.09 60.96 48.44 12.52 4.869
3,000.00 3,000.00 2,991.53 2,985.63 6.61 6.42 173.91 -77.21 8.24 78.97 66.04 12.93 6.107
3,100.00 3,100.00 3,089.74 3,082.09 6.84 6.68 176.76 -95.47 5.40 97.29 83.94 13.35 7.289
3,200.00 3,200.00 3,187.96 3,178.55 7.06 6.96 178.71 -113.73 2.55 115.76 101.99 13.77 8.408

3,300.00 3,300.00 3,286.17 3,275,01 7.28 7.24 -179.87 -131.98 -0.29 134.33 120.14 14.19 9.466
3,400.00 3,400.00 3,384.38 3,371.47 7.51 7.54 -178.80 -150.24 -3.14 152.96 138.34 14.62 10.464
3,500.00 3,500.00 3,482.60 3,467.93 7.73 7.85 -177.97 -168.50 -5.98 171.63 156.58 15.05 11.405
3,600.00 3,600.00 3,580.81 3,564.39 7.96 8.17 -177.29 -186.76 -8.83 190.33 174.84 15.48 12.294
3,700.00 3,700.00 3,679.03 3,660.85 8.18 8.50 -176.74 -205.01 -11.67 209.04 193.13 15.92 13.134

3,800.00 3,800.00 3,777.24 3,757.31 8.41 8.84 -176.28 -223.27 -14.52 227.78 211.42 16.35 13.927
3,900.00 3,900.00 3,875.46 3,853.77 8.63 9.18 -175.89 -241.53 -17.36 246.52 229.73 16.80 14.678
4,000.00 4,000.00 3,974.32 3,950.87 8.86 9.52 -175.55 -259.89 -20.22 265.26 248.02 17.24 15.387

4,100.00 4,100.00 4,077.67 4,052.60 9.08 9.85 -175.26 -277.95 -23.04 282.90 265.20 17.70 15.982
4,200.00 4,200.00 4,181.67 4,155.27 9.31 10.16 -175.03 -294.29 -25.59 298.77 280.60 18.17 16.447

4,300.00 4,300.00 4,286.24 4,258.80 9.53 10.47 -174.85 -308.86 -27.86 312.84 294.21 18.63 16.792
4,400.00 4,400.00 4,391.32 4,363.08 9.76 10.76 -174.70 -321.62 -29.85 325.10 306.01 19.09 17.026
4,500.00 4,500.00 4,496.85 4,468.02 9.98 11.05 -174.58 -332.53 -31.55 335,55 315.99 19.56 17.157
4,600.00 4,600.00 4,602.75 4,573.53 10.21 11.32 -174.49 -341.55 -32.95 344.16 324.14 20.02 17.191
4,700.00 4,700.00 4,708.95 4,679.48 10.43 11.57 -174.42 -348.67 -34.06 350.93 330.45 20.48 17.136

4,800.00 4,800.00 4,815.38 4,785.79 10.66 11.81 -174.37 -353.85 -34.87 355.85 334.91 20.94 16.997
4,900.00 4,900.00 4,921.98 4,892.33 10.88 12.03 -174.34 -357.09 -35.37 358.92 337.53 21.39 16.779
5,000.00 5,000.00 5,028.65 4,999.00 11.11 12.24 -174.33 -358.36 -35.57 360.13 338.29 21.84 16.489
5,100.00 5,100.00 5,129.66 5,100.00 11.33 12.42 -174.33 -358.39 -35.57 360.15 337.88 22.27 16.171
5,200.00 5,200.00 5,229,66 5,200.00 11.56 12.61 -174.33 -358.39 -35.57 360.15 337.44 22.71 15.860

5,300.00 5,300.00 5,329.66 5,300.00 11.78 12.79 -174.33 -358.39 -35.57 360.15 337.00 23.15 15.560
5,400.00 5,400.00 5,429.66 5,400.00 12.00 12.98 -174.33 -358.39 -35.57 360.15 336.56 23.58 15.272
5,500.00 5,500.00 5,529.66 5,500.00 12.23 13.17 -174.33 -358.39 -35.57 360.15 336.13 24.02 14.993
5,600.00 5,600.00 5,629.66 5,600.00 12.45 13.36 -174.33 -358.39 -35.57 360.15 335.69 24.46 14.724
5,700.00 5,700.00 5,729.66 5,700.00 12.68 13.55 -174.33 -358.39 -35.57 360.15 335.25 24.90 14.465

5,800.00 5,800.00 5,829.66 5,800.00 12.90 13.75 -174.33 -358.39 -35.57 360.15 334.81 25.34 14.214
5,900.00 5,900.00 5,929.66 5,900.00 13.13 13.94 -174.33 -358.39 -35.57 360.15 334.37 25.78 13.972
6,000.00 6,000.00 6,029.66 6,000.00 13.35 14.13 -174.33 -358.39 -35.57 360.15 333.93 26.22 13.737
6,100.00 6,100.00 6,129.66 6,100.00 13.58 14.33 -174.33 -358.39 -35.57 360.15 333.49 26.66 13.510
6,200.00 6,200.00 6,229.66 6,200.00 13.80 14.53 -174.33 -358.39 -35.57 360.15 333.05 27.10 13.291

6,300.00 6,300.00 6,329.66 6,300.00 14.03 14.72 -174.33 -358.39 -35.57 360.15 332.61 27,54 13.078
6,400.00 6,400.00 6,429.66 6,400.00 14.25 14.92 -174.33 -358.39 -35.57 360.15 332.17 27.98 12.872
6,500.00 6,500.00 6,529.66 6,500.00 14.48 15.12 -174.33 -358.39 -35.57 360.15 331.73 28.42 12.672
6,600.00 6,600.00 6,629.66 6,600.00 14.70 15.32 -174.33 -358.39 -35.57 360.15 331.28 28.86 12.478
6,700.00 6,700.00 6,729.66 6,700.00 14.93 15.52 -174.33 -358.39 -35.57 360.15 330.84 29.30 12.290

6,800.00 6,800.00 6,829.66 6,800.00 15.15 15.72 -174.33 -358.39 -35.57 360.15 330.40 29.75 12.107
6,900.00 6,900.00 6,929.66 6,900.00 15.38 15.92 -174.33 -358.39 -35.57 360.15 329.96 30.19 11.930
7,000.00 7,000.00 7,029.66 7,000.00 15.60 16.12 -174.33 -358.39 -35.57 360.15 329.52 30.63 11.757
7,100.00 7,100.00 7,129.66 7,100.00 15.83 16.33 -174.33 -358.39 -35.57 360.15 329.07 31.07 11.590
7,200.00 7,200.00 7,229.66 7,200.00 16.05 16.53 -174.33 -358.39 -35.57 360.15 328.63 31.52 11.427

7,300.00 7,300.00 7,329.66 7,300.00 16.28 16.73 -174.33 -358.39 -35.57 360.15 328.19 31.96 11.269

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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e Weatherford International Ltd.
AnticollisionReport .

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Weli: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 OffsetSite Error: 0.00ft

SurveyProgram: 0-MWD OffsetWellError: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (it) (ft) (ft) (ft) (*) (it) (it) (ft) (ft) (ft)

2,300.00 2,300.00 2,300.00 2,300.00 5.04 5.04 86.94 1.09 20.45 20.48 10.40 10.07 2.033
2,400.00 2,400,00 2,400.11 2,400.09 5.26 5.23 91.80 -0.64 20.18 20.19 9.69 10.49 1.924
2,455.59 2,455.59 2,455.66 2,455.59 5.39 5.33 98.86 -3.08 19.80 20.04 9.32 10.71 1.870 CC, ES
2,500,00 2,500.00 2,500.00 2,499.84 5.49 5.40 106.67 -5.80 19.37 20.22 9.34 10.89 1.858 SF
2,600.00 2,600.00 2,599.35 2,598.80 5.71 5.58 128.49 -14.35 18.04 23.08 11.79 11.29 2.045
2,700.00 2,700.00 2,698.01 2,696.73 5.94 5.76 148.26 -26.18 16.20 30.96 19.26 11.70 2.647

2,800.00 2,800.00 2,795.73 2,793.26 6.16 5.96 161.40 -41.18 13.86 43.97 31.86 12.11 3.632
2,900.00 2,900.00 2,893.31 2,889.17 6.39 6.18 169.35 -58.96 11.09 60.96 48.44 12.52 4.869
3,000.00 3,000.00 2,991.53 2,985.63 6.61 6.42 173.91 -77.21 8.24 78.97 66.04 12.93 6.107
3,100.00 3,100.00 3,089.74 3,082.09 6.84 6.68 176.76 -95.47 5.40 97.29 83.94 13.35 7.289
3,200.00 3,200.00 3,187.96 3,178.55 7.06 6.96 178.71 -113.73 2.55 115.76 101.99 13.77 8.408

3,300.00 3,300.00 3,286.17 3,275,01 7.28 7.24 -179.87 -131.98 -0.29 134.33 120.14 14.19 9.466
3,400.00 3,400.00 3,384.38 3,371.47 7.51 7.54 -178.80 -150.24 -3.14 152.96 138.34 14.62 10.464
3,500.00 3,500.00 3,482.60 3,467.93 7.73 7.85 -177.97 -168.50 -5.98 171.63 156.58 15.05 11.405
3,600.00 3,600.00 3,580.81 3,564.39 7.96 8.17 -177.29 -186.76 -8.83 190.33 174.84 15.48 12.294
3,700.00 3,700.00 3,679.03 3,660.85 8.18 8.50 -176.74 -205.01 -11.67 209.04 193.13 15.92 13.134

3,800.00 3,800.00 3,777.24 3,757.31 8.41 8.84 -176.28 -223.27 -14.52 227.78 211.42 16.35 13.927
3,900.00 3,900.00 3,875.46 3,853.77 8.63 9.18 -175.89 -241.53 -17.36 246.52 229.73 16.80 14.678
4,000.00 4,000.00 3,974.32 3,950.87 8.86 9.52 -175.55 -259.89 -20.22 265.26 248.02 17.24 15.387

4,100.00 4,100.00 4,077.67 4,052.60 9.08 9.85 -175.26 -277.95 -23.04 282.90 265.20 17.70 15.982
4,200.00 4,200.00 4,181.67 4,155.27 9.31 10.16 -175.03 -294.29 -25.59 298.77 280.60 18.17 16.447

4,300.00 4,300.00 4,286.24 4,258.80 9.53 10.47 -174.85 -308.86 -27.86 312.84 294.21 18.63 16.792
4,400.00 4,400.00 4,391.32 4,363.08 9.76 10.76 -174.70 -321.62 -29.85 325.10 306.01 19.09 17.026
4,500.00 4,500.00 4,496.85 4,468.02 9.98 11.05 -174.58 -332.53 -31.55 335,55 315.99 19.56 17.157
4,600.00 4,600.00 4,602.75 4,573.53 10.21 11.32 -174.49 -341.55 -32.95 344.16 324.14 20.02 17.191
4,700.00 4,700.00 4,708.95 4,679.48 10.43 11.57 -174.42 -348.67 -34.06 350.93 330.45 20.48 17.136

4,800.00 4,800.00 4,815.38 4,785.79 10.66 11.81 -174.37 -353.85 -34.87 355.85 334.91 20.94 16.997
4,900.00 4,900.00 4,921.98 4,892.33 10.88 12.03 -174.34 -357.09 -35.37 358.92 337.53 21.39 16.779
5,000.00 5,000.00 5,028.65 4,999.00 11.11 12.24 -174.33 -358.36 -35.57 360.13 338.29 21.84 16.489
5,100.00 5,100.00 5,129.66 5,100.00 11.33 12.42 -174.33 -358.39 -35.57 360.15 337.88 22.27 16.171
5,200.00 5,200.00 5,229,66 5,200.00 11.56 12.61 -174.33 -358.39 -35.57 360.15 337.44 22.71 15.860

5,300.00 5,300.00 5,329.66 5,300.00 11.78 12.79 -174.33 -358.39 -35.57 360.15 337.00 23.15 15.560
5,400.00 5,400.00 5,429.66 5,400.00 12.00 12.98 -174.33 -358.39 -35.57 360.15 336.56 23.58 15.272
5,500.00 5,500.00 5,529.66 5,500.00 12.23 13.17 -174.33 -358.39 -35.57 360.15 336.13 24.02 14.993
5,600.00 5,600.00 5,629.66 5,600.00 12.45 13.36 -174.33 -358.39 -35.57 360.15 335.69 24.46 14.724
5,700.00 5,700.00 5,729.66 5,700.00 12.68 13.55 -174.33 -358.39 -35.57 360.15 335.25 24.90 14.465

5,800.00 5,800.00 5,829.66 5,800.00 12.90 13.75 -174.33 -358.39 -35.57 360.15 334.81 25.34 14.214
5,900.00 5,900.00 5,929.66 5,900.00 13.13 13.94 -174.33 -358.39 -35.57 360.15 334.37 25.78 13.972
6,000.00 6,000.00 6,029.66 6,000.00 13.35 14.13 -174.33 -358.39 -35.57 360.15 333.93 26.22 13.737
6,100.00 6,100.00 6,129.66 6,100.00 13.58 14.33 -174.33 -358.39 -35.57 360.15 333.49 26.66 13.510
6,200.00 6,200.00 6,229.66 6,200.00 13.80 14.53 -174.33 -358.39 -35.57 360.15 333.05 27.10 13.291

6,300.00 6,300.00 6,329.66 6,300.00 14.03 14.72 -174.33 -358.39 -35.57 360.15 332.61 27,54 13.078
6,400.00 6,400.00 6,429.66 6,400.00 14.25 14.92 -174.33 -358.39 -35.57 360.15 332.17 27.98 12.872
6,500.00 6,500.00 6,529.66 6,500.00 14.48 15.12 -174.33 -358.39 -35.57 360.15 331.73 28.42 12.672
6,600.00 6,600.00 6,629.66 6,600.00 14.70 15.32 -174.33 -358.39 -35.57 360.15 331.28 28.86 12.478
6,700.00 6,700.00 6,729.66 6,700.00 14.93 15.52 -174.33 -358.39 -35.57 360.15 330.84 29.30 12.290

6,800.00 6,800.00 6,829.66 6,800.00 15.15 15.72 -174.33 -358.39 -35.57 360.15 330.40 29.75 12.107
6,900.00 6,900.00 6,929.66 6,900.00 15.38 15.92 -174.33 -358.39 -35.57 360.15 329.96 30.19 11.930
7,000.00 7,000.00 7,029.66 7,000.00 15.60 16.12 -174.33 -358.39 -35.57 360.15 329.52 30.63 11.757
7,100.00 7,100.00 7,129.66 7,100.00 15.83 16.33 -174.33 -358.39 -35.57 360.15 329.07 31.07 11.590
7,200.00 7,200.00 7,229.66 7,200.00 16.05 16.53 -174.33 -358.39 -35.57 360.15 328.63 31.52 11.427

7,300.00 7,300.00 7,329.66 7,300.00 16.28 16.73 -174.33 -358.39 -35.57 360.15 328.19 31.96 11.269

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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Weatherford Ir ternational Ltd.

Weatherford
Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Weilbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 ORset Site Error: 0.00ft

Survey Program: 0-MWD OWset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference OWset Highside Onset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (g) (g) (ft) (ft) (ft)

7,400.00 7,400.00 7,429.66 7,400.00 16.50 16.94 -174.33 -358.39 -35.57 360.15 327.74 32.40 11.114
7,500.00 7,500.00 7,529.66 7,500.00 16.72 17.14 -174.33 -358.39 -35.57 360.15 327.30 32.85 10.964
7,600.00 7,600.00 7,629.66 7,600.00 16.95 17.35 -174.33 -358.39 -35.57 360.15 326.86 33.29 10.818
7,700.00 7,700.00 7,729.66 7,700.00 17.17 17.55 -174.33 -358.39 -35.57 360.15 326.41 33.73 10.676
7,800.00 7,800 00 7,829,66 7,800.00 17.40 17.76 -174.33 -358.39 -35.57 360.15 325.97 34.18 10.537
7,900.00 7,900.00 7,929.66 7,900.00 17.62 17.97 -174.33 -358.39 -35.57 360.15 325.52 34.62 10.402

8,000.00 8,000.00 8,029.66 8,000.00 17.85 18.17 -174.33 -358.39 -35.57 360.15 325.08 35.07 10.270
8,100.00 8,100.00 8,129.66 8,100.00 18.07 18.38 -174.33 -358.39 -35.57 360.15 324.64 35.51 10.142
8,200.00 8,200.00 8,229.66 8,200.00 18.30 18.59 -174.33 -358.39 -35.57 360.15 324.19 35.96 10.016
8,300.00 8,300.00 8,329.66 8,300.00 18.52 18.80 -174.33 -358.39 -35.57 360.15 323.75 36.40 9.894
8,400.00 8,400,00 8,429.66 8,400.00 18.75 19.01 -174.33 -358.39 -35.57 360.15 323.30 36.85 9.775

8,500.00 8,500.00 8,529.66 8,500.00 18.97 19.21 -174.33 -358.39 -35.57 360.15 322.86 37.29 9.658
8,600.00 8,600.00 8,629.66 8,600,00 19.20 19.42 -174.33 -358.39 -35.57 360.15 322.41 37.73 9.544
8,700.00 8,700.00 8,729.66 8,700.00 19.42 19.63 -174.33 -358.39 -35.57 360.15 321.97 38.18 9.433
8,800.00 8,800.00 8,829.66 8,800.00 19.65 19.84 -174.33 -358.39 -35.57 360.15 321.52 38.63 9.324
8,900.00 8,900.00 8,929.66 8,900.00 19.87 20.05 -174.33 -358.39 -35.57 360.15 321.08 39.07 9.218

9,000.00 9,000.00 9,029.66 9,000.00 20.10 20.26 -174.33 -358.39 -35.57 360.15 320.63 39.52 9.114
9,100.00 9,100.00 9,129.66 9,100.00 20.32 20.48 -174.33 -358.39 -35.57 360.15 320.19 39.96 9.012
9,200.00 9,200,00 9,229.66 9,200.00 20.55 20.69 -174.33 -358.39 -35.57 360.15 319.74 40.41 8.913

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Weatherford Ir ternational Ltd.

Weatherford
Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Weilbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P2DS - NBU 922-29P2DS - PLAN#1 ORset Site Error: 0.00ft

Survey Program: 0-MWD OWset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference OWset Highside Onset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (g) (g) (ft) (ft) (ft)

7,400.00 7,400.00 7,429.66 7,400.00 16.50 16.94 -174.33 -358.39 -35.57 360.15 327.74 32.40 11.114
7,500.00 7,500.00 7,529.66 7,500.00 16.72 17.14 -174.33 -358.39 -35.57 360.15 327.30 32.85 10.964
7,600.00 7,600.00 7,629.66 7,600.00 16.95 17.35 -174.33 -358.39 -35.57 360.15 326.86 33.29 10.818
7,700.00 7,700.00 7,729.66 7,700.00 17.17 17.55 -174.33 -358.39 -35.57 360.15 326.41 33.73 10.676
7,800.00 7,800 00 7,829,66 7,800.00 17.40 17.76 -174.33 -358.39 -35.57 360.15 325.97 34.18 10.537
7,900.00 7,900.00 7,929.66 7,900.00 17.62 17.97 -174.33 -358.39 -35.57 360.15 325.52 34.62 10.402

8,000.00 8,000.00 8,029.66 8,000.00 17.85 18.17 -174.33 -358.39 -35.57 360.15 325.08 35.07 10.270
8,100.00 8,100.00 8,129.66 8,100.00 18.07 18.38 -174.33 -358.39 -35.57 360.15 324.64 35.51 10.142
8,200.00 8,200.00 8,229.66 8,200.00 18.30 18.59 -174.33 -358.39 -35.57 360.15 324.19 35.96 10.016
8,300.00 8,300.00 8,329.66 8,300.00 18.52 18.80 -174.33 -358.39 -35.57 360.15 323.75 36.40 9.894
8,400.00 8,400,00 8,429.66 8,400.00 18.75 19.01 -174.33 -358.39 -35.57 360.15 323.30 36.85 9.775

8,500.00 8,500.00 8,529.66 8,500.00 18.97 19.21 -174.33 -358.39 -35.57 360.15 322.86 37.29 9.658
8,600.00 8,600.00 8,629.66 8,600,00 19.20 19.42 -174.33 -358.39 -35.57 360.15 322.41 37.73 9.544
8,700.00 8,700.00 8,729.66 8,700.00 19.42 19.63 -174.33 -358.39 -35.57 360.15 321.97 38.18 9.433
8,800.00 8,800.00 8,829.66 8,800.00 19.65 19.84 -174.33 -358.39 -35.57 360.15 321.52 38.63 9.324
8,900.00 8,900.00 8,929.66 8,900.00 19.87 20.05 -174.33 -358.39 -35.57 360.15 321.08 39.07 9.218

9,000.00 9,000.00 9,029.66 9,000.00 20.10 20.26 -174.33 -358.39 -35.57 360.15 320.63 39.52 9.114
9,100.00 9,100.00 9,129.66 9,100.00 20.32 20.48 -174.33 -358.39 -35.57 360.15 320.19 39.96 9.012
9,200.00 9,200,00 9,229.66 9,200.00 20.55 20.69 -174.33 -358.39 -35.57 360.15 319.74 40.41 8.913

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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c
g Weatherford Ir ternational Ltd.

Weatherford
Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL @4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL @4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 OffsetSite Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (gt) (gt) (ft) (ft) (ft)

0.00 0.00 0.00 0.00 0.00 0.00 -93.24 -1.09 -19.33 19.36
100.00 100.00 100.00 100.00 0.09 0.09 -93.24 -1.09 -19.33 19.36 19.17 0.18 105.032
200.00 200.00 200.00 200.00 0.32 0.32 -93.24 -1.09 -19.33 19.36 18.72 0.63 30.541
300.00 300.00 300.00 300.00 0.54 0.64 -93.24 -1.09 -19.33 19.36 18.27 1.08 17.869
400.00 400.00 400,00 400.00 0.77 0.77 -93.24 -1.09 -19.33 19.36 17.83 1.53 12.628
500.00 500.00 500.00 500.00 0.99 0.99 -93.24 -1.09 -19.33 19.36 17.38 1.98 9.765

600.00 600.00 600.00 600.00 1.22 1.22 -93.24 -1.09 -19.33 19.36 16.93 2.43 7.960
700.00 700.00 700.00 700.00 1.44 1.44 -93.24 -1.09 -19.33 19.36 16.48 2.88 6.718
800.00 800.00 800.00 800.00 1.67 1.67 -93.24 -1.09 -19.33 19.36 16.03 3.33 5.811
900.00 900.00 900.00 900.00 1.89 1.89 -93.24 -1.09 -19.33 19.36 15.58 3.78 5.120

1,000.00 1,000.00 1,000.00 1,000.00 2.12 2,12 -93.24 -1.09 -19.33 19.36 15.13 4.23 4.576

1,100.00 1,100.00 1,100.00 1,100.00 2.34 2.34 -93.24 -1.09 -19.33 19.36 14.68 4.68 4.137
1,200.00 1,200.00 1,200.00 1,200.00 2.56 2.56 -93.24 -1.09 -19.33 19.36 14.23 5.13 3.774
1,300.00 1,300.00 1,300.00 1,300.00 2.79 2.79 -93.24 -1.09 -19.33 19,36 13.78 5.58 3.470
1,400.00 1,400.00 1,400.00 1,400.00 3.01 3.01 -93.24 -1.09 -19.33 19,36 13.33 6.03 3.211
1,500.00 1,500.00 1,500.00 1,500.00 3.24 3.24 -93.24 -1.09 -19.33 19.36 12.88 6.48 2.988

1,600.00 1,600.00 1,600.00 1,600.00 3.46 3.46 -93.24 -1.09 -19.33 19.36 12.43 6.93 2.794
1,700.00 1,700.00 1,700.00 1,700.00 3.69 3.69 -93.24 -1.09 -19.33 19,36 11.98 7.38 2.624
1,800.00 1,800.00 1,800.00 1,800.00 3.91 3.91 -93.24 -1.09 -19.33 19.36 11.53 7.83 2.473
1,900.00 1,900.00 1,900.00 1,900.00 4.14 4.14 -93.24 -1.09 -19.33 19.36 11.08 8.28 2.339
2,000.00 2,000.00 2,000.00 2,000.00 4.36 4.36 -93.24 -1.09 -19.33 19,36 10.63 8.73 2.219

2,100.00 2,100.00 2,100.00 2,100.00 4.59 4.59 -93.24 -1.09 -19.33 19,36 10.18 9.17 2.110
2,200.00 2,200.00 2,200.00 2,200.00 4.81 4.81 -93.24 -1.09 -19.33 19.36 9.73 9.62 2.011
2,259.95 2,259.95 2,259.95 2,259.95 4.95 4.95 -93.24 -1.09 -19.33 19.36 9.46 9.89 1.957 CC
2,300.00 2,300.00 2,300.00 2,300.00 5.04 5.03 -93.64 -1.23 -19.32 19.36 9.29 10.07 1.923
2,400.002,400.002,399.872,399.81 5.265.20-103.19 -4.49 -19.15 19.67 9.21 10.46 1.881ES.SF

2,500.00 2,500.00 2,499.27 2,498.92 5.49 5.37 -122.71 -12.04 -18.75 22.31 11.45 10.86 2.055
2,600.00 2,600.00 2,597.84 2,596.77 5.71 5.55 -142.66 -23.76 -18.13 30.06 18.80 11.26 2.669
2,700.00 2,700.00 2,695.21 2,692.86 5.94 5.74 -156.33 -39.45 -17.30 43.67 32.00 11.67 3.741
2,800.00 2,800.00 2,791.08 2,786.73 6.16 5.96 -164.55 -58.87 -16.27 62.51 50.42 12.08 5.173
2,900.00 2,900.00 2,885.15 2,877.96 6.39 6.21 -169.56 -81.72 -15.06 85.97 73.48 12.49 6.881

3,000.00 3,000.00 2,977.15 2,966.22 6.61 6.50 -172,75 -107.66 -13.69 113.67 100.76 12.91 8.807
3,100.00 3,100.00 3,066.88 3,051.22 6.84 6.84 -174.90 -136.35 -12.17 145.33 132.01 13.32 10.911
3,200.00 3,200.00 3,154.15 3,132.75 7.06 7.21 -176.40 -167.42 -10.53 180.73 167.00 13.73 13.161
3,300.00 3,300.00 3,240.77 3,212.48 7.28 7.64 -177.51 -201.20 -8.75 219.59 205.44 14.15 15.515
3,400.00 3,400.00 3,332.41 3,296.47 7.51 8.14 -178.36 -237.82 -6.81 259.47 244.89 14.58 17.796

3,500.00 3,500.00 3,424.06 3,380.46 7.73 8.66 -178.98 -274.44 -4.87 299.38 284.37 15.01 19.942
3,600.00 3,600.00 3,515.71 3,464.45 7.96 9.22 -179.46 -311.06

-2.94 339.32 323.87 15.45 21.959
3,700.00 3,700.00 3,607.35 3,548.44 8.18 9.80 -179.84 -347.68

-1.00 379.27 363.38 15.90 23.857
3,800.00 3,800.00 3,699.00 3,632.44 8.41 10.40 179.86 -384.29 0.94 419.24 402.89 16.35 25.643
3,900.00 3,900.00 3,790.65 3,716.43 8.63 11.01 179.61 -420.91 2.87 459.21 442.41 16.81 27.324

4,000.00 4,000.00 3,882.29 3,800.42 8.86 11.63 179.40 -457.53 4.81 499.19 481.92 17.27 28.909
4,100.00 4,100.00 3,980.67 3,890.67 9.08 12.29 179.21 -496.63 6.88 538.99 521.24 17.75 30.363
4,200.00 4,200.00 4,096.02 3,997.82 9.31 12.92 179.03 -539.25 9.13 575.98 557.69 18.29 31.499
4,300.00 4,300.00 4,214.95 4,110.01 9.53 13.53 178.89 -578.64 11.21 609.14 590.31 18.83 32.353
4,400.00 4,400.00 4,337.21 4,226.94 9.76 14.12 178.78 -614.26 13.10 638.30 618.93 19.38 32.944

4,500.00 4,500.00 4,462.49 4,348.23 9.98 14.67 178.69 -645.55 14.75 663.31 643.39 19.92 33.292
4,600.00 4,600.00 4,590.39 4,473.35 10.21 15.17 178.62 -672.00 16.15 684.02 663.55 20.47 33.416
4,700.00 4,700.00 4,720.48 4,601.69 10.43 15.61 178.57 -693.16 17.27 700.31 679.30 21.01 33.336
4,800.00 4,800.00 4,852.27 4,732.56 10.66 15.98 178.54 -708.63 18.09 712.07 690.53 21.53 33.067
4,900.00 4,900.00 4,985.23 4,865.15 10.88 16.28 178.52 -718.14 18.59 719.23 697.18 22.05 32.623

5,000.00 5,000.00 5,118.78 4,998.65 11.11 16.50 178.51 -721.50 18.77 721.75 699.20 22.54 32.019

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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c
g Weatherford Ir ternational Ltd.

Weatherford
Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL @4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL @4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: Minimum Curvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM 2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU 922-29P3AS- NBU 922-29P3AS- PLAN#1 OffsetSite Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (gt) (gt) (ft) (ft) (ft)

0.00 0.00 0.00 0.00 0.00 0.00 -93.24 -1.09 -19.33 19.36
100.00 100.00 100.00 100.00 0.09 0.09 -93.24 -1.09 -19.33 19.36 19.17 0.18 105.032
200.00 200.00 200.00 200.00 0.32 0.32 -93.24 -1.09 -19.33 19.36 18.72 0.63 30.541
300.00 300.00 300.00 300.00 0.54 0.64 -93.24 -1.09 -19.33 19.36 18.27 1.08 17.869
400.00 400.00 400,00 400.00 0.77 0.77 -93.24 -1.09 -19.33 19.36 17.83 1.53 12.628
500.00 500.00 500.00 500.00 0.99 0.99 -93.24 -1.09 -19.33 19.36 17.38 1.98 9.765

600.00 600.00 600.00 600.00 1.22 1.22 -93.24 -1.09 -19.33 19.36 16.93 2.43 7.960
700.00 700.00 700.00 700.00 1.44 1.44 -93.24 -1.09 -19.33 19.36 16.48 2.88 6.718
800.00 800.00 800.00 800.00 1.67 1.67 -93.24 -1.09 -19.33 19.36 16.03 3.33 5.811
900.00 900.00 900.00 900.00 1.89 1.89 -93.24 -1.09 -19.33 19.36 15.58 3.78 5.120

1,000.00 1,000.00 1,000.00 1,000.00 2.12 2,12 -93.24 -1.09 -19.33 19.36 15.13 4.23 4.576

1,100.00 1,100.00 1,100.00 1,100.00 2.34 2.34 -93.24 -1.09 -19.33 19.36 14.68 4.68 4.137
1,200.00 1,200.00 1,200.00 1,200.00 2.56 2.56 -93.24 -1.09 -19.33 19.36 14.23 5.13 3.774
1,300.00 1,300.00 1,300.00 1,300.00 2.79 2.79 -93.24 -1.09 -19.33 19,36 13.78 5.58 3.470
1,400.00 1,400.00 1,400.00 1,400.00 3.01 3.01 -93.24 -1.09 -19.33 19,36 13.33 6.03 3.211
1,500.00 1,500.00 1,500.00 1,500.00 3.24 3.24 -93.24 -1.09 -19.33 19.36 12.88 6.48 2.988

1,600.00 1,600.00 1,600.00 1,600.00 3.46 3.46 -93.24 -1.09 -19.33 19.36 12.43 6.93 2.794
1,700.00 1,700.00 1,700.00 1,700.00 3.69 3.69 -93.24 -1.09 -19.33 19,36 11.98 7.38 2.624
1,800.00 1,800.00 1,800.00 1,800.00 3.91 3.91 -93.24 -1.09 -19.33 19.36 11.53 7.83 2.473
1,900.00 1,900.00 1,900.00 1,900.00 4.14 4.14 -93.24 -1.09 -19.33 19.36 11.08 8.28 2.339
2,000.00 2,000.00 2,000.00 2,000.00 4.36 4.36 -93.24 -1.09 -19.33 19,36 10.63 8.73 2.219

2,100.00 2,100.00 2,100.00 2,100.00 4.59 4.59 -93.24 -1.09 -19.33 19,36 10.18 9.17 2.110
2,200.00 2,200.00 2,200.00 2,200.00 4.81 4.81 -93.24 -1.09 -19.33 19.36 9.73 9.62 2.011
2,259.95 2,259.95 2,259.95 2,259.95 4.95 4.95 -93.24 -1.09 -19.33 19.36 9.46 9.89 1.957 CC
2,300.00 2,300.00 2,300.00 2,300.00 5.04 5.03 -93.64 -1.23 -19.32 19.36 9.29 10.07 1.923
2,400.002,400.002,399.872,399.81 5.265.20-103.19 -4.49 -19.15 19.67 9.21 10.46 1.881ES.SF

2,500.00 2,500.00 2,499.27 2,498.92 5.49 5.37 -122.71 -12.04 -18.75 22.31 11.45 10.86 2.055
2,600.00 2,600.00 2,597.84 2,596.77 5.71 5.55 -142.66 -23.76 -18.13 30.06 18.80 11.26 2.669
2,700.00 2,700.00 2,695.21 2,692.86 5.94 5.74 -156.33 -39.45 -17.30 43.67 32.00 11.67 3.741
2,800.00 2,800.00 2,791.08 2,786.73 6.16 5.96 -164.55 -58.87 -16.27 62.51 50.42 12.08 5.173
2,900.00 2,900.00 2,885.15 2,877.96 6.39 6.21 -169.56 -81.72 -15.06 85.97 73.48 12.49 6.881

3,000.00 3,000.00 2,977.15 2,966.22 6.61 6.50 -172,75 -107.66 -13.69 113.67 100.76 12.91 8.807
3,100.00 3,100.00 3,066.88 3,051.22 6.84 6.84 -174.90 -136.35 -12.17 145.33 132.01 13.32 10.911
3,200.00 3,200.00 3,154.15 3,132.75 7.06 7.21 -176.40 -167.42 -10.53 180.73 167.00 13.73 13.161
3,300.00 3,300.00 3,240.77 3,212.48 7.28 7.64 -177.51 -201.20 -8.75 219.59 205.44 14.15 15.515
3,400.00 3,400.00 3,332.41 3,296.47 7.51 8.14 -178.36 -237.82 -6.81 259.47 244.89 14.58 17.796

3,500.00 3,500.00 3,424.06 3,380.46 7.73 8.66 -178.98 -274.44 -4.87 299.38 284.37 15.01 19.942
3,600.00 3,600.00 3,515.71 3,464.45 7.96 9.22 -179.46 -311.06

-2.94 339.32 323.87 15.45 21.959
3,700.00 3,700.00 3,607.35 3,548.44 8.18 9.80 -179.84 -347.68

-1.00 379.27 363.38 15.90 23.857
3,800.00 3,800.00 3,699.00 3,632.44 8.41 10.40 179.86 -384.29 0.94 419.24 402.89 16.35 25.643
3,900.00 3,900.00 3,790.65 3,716.43 8.63 11.01 179.61 -420.91 2.87 459.21 442.41 16.81 27.324

4,000.00 4,000.00 3,882.29 3,800.42 8.86 11.63 179.40 -457.53 4.81 499.19 481.92 17.27 28.909
4,100.00 4,100.00 3,980.67 3,890.67 9.08 12.29 179.21 -496.63 6.88 538.99 521.24 17.75 30.363
4,200.00 4,200.00 4,096.02 3,997.82 9.31 12.92 179.03 -539.25 9.13 575.98 557.69 18.29 31.499
4,300.00 4,300.00 4,214.95 4,110.01 9.53 13.53 178.89 -578.64 11.21 609.14 590.31 18.83 32.353
4,400.00 4,400.00 4,337.21 4,226.94 9.76 14.12 178.78 -614.26 13.10 638.30 618.93 19.38 32.944

4,500.00 4,500.00 4,462.49 4,348.23 9.98 14.67 178.69 -645.55 14.75 663.31 643.39 19.92 33.292
4,600.00 4,600.00 4,590.39 4,473.35 10.21 15.17 178.62 -672.00 16.15 684.02 663.55 20.47 33.416
4,700.00 4,700.00 4,720.48 4,601.69 10.43 15.61 178.57 -693.16 17.27 700.31 679.30 21.01 33.336
4,800.00 4,800.00 4,852.27 4,732.56 10.66 15.98 178.54 -708.63 18.09 712.07 690.53 21.53 33.067
4,900.00 4,900.00 4,985.23 4,865.15 10.88 16.28 178.52 -718.14 18.59 719.23 697.18 22.05 32.623

5,000.00 5,000.00 5,118.78 4,998.65 11.11 16.50 178.51 -721.50 18.77 721.75 699.20 22.54 32.019

CC - Min centre to center distance or covergent point, SF - min separation factor, ES- min ellipse separation
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Weatherford International Ltd.
e Anticollision Report .

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) WD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU922-29P3AS- NBU 922-29P3AS- PLAN#1 Offset Site Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (ft) (gt) (ft) (ft) (ft)

5,100.00 5,100.00 5,220.13 5,100.00 11.33 16.64 178.51 -721.51 18.77 721.75 698.79 22.96 31.440
5,200.00 5,200.00 5,320.13 5,200.00 11.56 16.78 178.51 -721.51 18.77 721.75 698.37 23.38 30.873
5,300.00 5,300.00 5,420.13 5,300.00 11.78 16.92 178.51 -721.51 18.77 721.75 697.95 23.80 30.325
5,400.00 5,400.00 5,520.13 5,400.00 12.00 17.06 178.51 -721.51 18.77 721.75 697.53 24.22 29,795
5,500.00 5,500.00 5,620.13 5,500.00 12.23 17.20 178.51 -721.51 18.77 721.75 697.10 24.65 29.282
5,600.00 5,600.00 5,720.13 5,600.00 12.45 17.35 178.51 -721.51 18.77 721.75 696.68 25.07 28.785

5,700.00 5,700.00 5,820.13 5,700.00 12.68 17.50 178.51 -721.51 18.77 721.75 696.25 25.50 28.304
5,800.00 5,800.00 5,920.13 5,800.00 12.90 17.65 178.51 -721.51 18.77 721.75 695.82 25.93 27.838
5,900.00 5,900.00 6,020.13 5,900.00 13.13 17.80 178.51 -721.51 18.77 721.75 695.40 26.35 27.387
6,000.00 6,000.00 6,120.13 6,000.00 13.35 17.95 178.51 -721.51 18.77 721.75 694.97 26.78 26.949
6,100.00 6,100.00 6,220.13 6,100.00 13.58 18.10 178.51 -721.51 18.77 721.75 694.54 27.21 26.524

6,200.00 6,200.00 6,320.13 6,200.00 13.80 18.26 178.51 -721.51 18.77 721.75 694.11 27.64 26.112
6,300.00 6,300.00 6,420.13 6,300.00 14.03 18.41 178.51 -721.51 18.77 721.75 693.68 28.07 25.712
6,400.00 6,400.00 6,520.13 6,400.00 14.25 18.57 178.51 -721.51 18.77 721.75 693.25 28.50 25.323
6,500.00 6,500.00 6,620.13 6,500.00 14.48 18.73 178.51 -721.51 18.77 721.75 692.82 28.93 24.946
6,600.00 6,600.00 6,720.13 6,600.00 14.70 18.89 178.51 -721.51 18.77 721.75 692.38 29.36 24.579

6,700.00 6,700.00 6,820.13 6,700.00 14.93 19.05 178.51 -721.51 18.77 721.75 691.95 29.80 24.222
6,800.00 6,800.00 6,920.13 6,800.00 15.15 19.22 178.51 -721.51 18.77 721.75 691.52 30.23 23.875
6,900.00 6,900.00 7,020.13 6,900.00 15.38 19.38 178.51 -721.51 18.77 721.75 691.09 30.66 23.538

7,000.00 7,000.00 7,120.13 7,000,00 15,60 19.55 178.51 -721.51 18.77 721.75 690.65 31.10 23.210
7,100.00 7,100.00 7,220.13 7,100.00 15.83 19.71 178.51 -721.51 18.77 721.75 690.22 31.53 22.890

7,200.00 7,200.00 7,320.13 7,200.00 16.05 19.88 178.51 -721.51 18.77 721.75 689.78 31.97 22.579
7,300.00 7,300.00 7,420.13 7,300.00 16.28 20.05 178.51 -721.51 18.77 721.75 689.35 32.40 22.276
7,400.00 7,400.00 7,520.13 7,400.00 16.50 20.22 178.51 -721.51 18.77 721.75 688.91 32,84 21.980
7,500.00 7,500.00 7,620.13 7,500.00 16.72 20.39 178.51 -721.51 18.77 721.75 688.48 33.27 21.692
7,600.00 7,600.00 7,720.13 7,600.00 16.95 20.57 178.51 -721.51 18.77 721.75 688.04 33.71 21.412

7,700.00 7,700.00 7,820.13 7,700.00 17.17 20.74 178.51 -721.51 18.77 721.75 687.60 34.14 21.138
7,800.00 7,800.00 7,920.13 7,800.00 17.40 20.91 178.51 -721.51 18.77 721.75 687.17 34,58 20.871
7,900.00 7,900.00 8,020.13 7,900.00 17.62 21.09 178.51 -721.51 18.77 721.75 686.73 35.02 20.610
8,000.00 8,000.00 8,120.13 8,000.00 17.85 21.26 178.51 -721.51 18.77 721.75 686.29 35.46 20.356
8,100.00 8,100.00 8,220.13 8,100.00 18.07 21.44 178.51 -721.51 18.77 721.75 685.86 35.89 20.108

8,200.00 8.200.00 8,320.13 8,200.00 18.30 21.62 178.51 -721.51 18.77 721.75 685.42 36.33 19.865
8,300.00 8,300.00 8,420.13 8,300.00 18.52 21.80 178.51 -721.51 18.77 721.75 684.98 36.77 19.629
8,400.00 8,400.00 8,520.13 8,400.00 18.75 21.98 178.51 -721.51 18.77 721.75 684.54 37.21 19.397
8,500.00 8,500.00 8,620.13 8,500.00 18.97 22.16 178.51 -721.51 18.77 721.75 684.10 37.65 19.171
8,600.00 8,600,00 8,720.13 8,600.00 19.20 22.34 178.51 -721.51 18.77 721.75 683.66 38.09 18.950

8,700.00 8,700.00 8,820.13 8,700.00 19.42 22.52 178.51 -721.51 18.77 721.75 683.22 38.53 18.734
8,800.00 8,800.00 8,920.13 8,800.00 19.65 22.70 178.51 -721.51 18.77 721.75 682.78 38.97 18.523
8,900.00 8,900.00 9,020.13 8,900.00 19.87 22.89 178.51 -721.51 18.77 721.75 682.34 39.41 18.316
9,000.00 9,000.00 9,120.13 9,000.00 20.10 23.07 178.51 -721.51 18.77 721.75 681.90 39.85 18.114
9,100.00 9,100.00 9,220.13 9,100.00 20.32 23.26 178,51 -721.51 18.77 721.75 681.46 40.29 17.016

9,200.00 9,200.00 9,320.13 9,200.00 20.55 23.44 178.51 -721.51 18.77 721.75 681.02 40.73 17.722

CC - Mincentre to center distance or covergent point, SF - rnin separation factor, ES- min ellipse separation
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Weatherford International Ltd.
e Anticollision Report .

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) WD Reference: WELL@4940.00ft (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original Well Elev)
Site Error: 0.00ft North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Offset Design NBU 922-29P PAD - NBU922-29P3AS- NBU 922-29P3AS- PLAN#1 Offset Site Error: 0.00ft

Survey Program: 0-MWD Offset Well Error: 0.00ft
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Weilbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor

(ft) (ft) (ft) (ft) (ft) (ft) (*) (ft) (gt) (ft) (ft) (ft)

5,100.00 5,100.00 5,220.13 5,100.00 11.33 16.64 178.51 -721.51 18.77 721.75 698.79 22.96 31.440
5,200.00 5,200.00 5,320.13 5,200.00 11.56 16.78 178.51 -721.51 18.77 721.75 698.37 23.38 30.873
5,300.00 5,300.00 5,420.13 5,300.00 11.78 16.92 178.51 -721.51 18.77 721.75 697.95 23.80 30.325
5,400.00 5,400.00 5,520.13 5,400.00 12.00 17.06 178.51 -721.51 18.77 721.75 697.53 24.22 29,795
5,500.00 5,500.00 5,620.13 5,500.00 12.23 17.20 178.51 -721.51 18.77 721.75 697.10 24.65 29.282
5,600.00 5,600.00 5,720.13 5,600.00 12.45 17.35 178.51 -721.51 18.77 721.75 696.68 25.07 28.785

5,700.00 5,700.00 5,820.13 5,700.00 12.68 17.50 178.51 -721.51 18.77 721.75 696.25 25.50 28.304
5,800.00 5,800.00 5,920.13 5,800.00 12.90 17.65 178.51 -721.51 18.77 721.75 695.82 25.93 27.838
5,900.00 5,900.00 6,020.13 5,900.00 13.13 17.80 178.51 -721.51 18.77 721.75 695.40 26.35 27.387
6,000.00 6,000.00 6,120.13 6,000.00 13.35 17.95 178.51 -721.51 18.77 721.75 694.97 26.78 26.949
6,100.00 6,100.00 6,220.13 6,100.00 13.58 18.10 178.51 -721.51 18.77 721.75 694.54 27.21 26.524

6,200.00 6,200.00 6,320.13 6,200.00 13.80 18.26 178.51 -721.51 18.77 721.75 694.11 27.64 26.112
6,300.00 6,300.00 6,420.13 6,300.00 14.03 18.41 178.51 -721.51 18.77 721.75 693.68 28.07 25.712
6,400.00 6,400.00 6,520.13 6,400.00 14.25 18.57 178.51 -721.51 18.77 721.75 693.25 28.50 25.323
6,500.00 6,500.00 6,620.13 6,500.00 14.48 18.73 178.51 -721.51 18.77 721.75 692.82 28.93 24.946
6,600.00 6,600.00 6,720.13 6,600.00 14.70 18.89 178.51 -721.51 18.77 721.75 692.38 29.36 24.579

6,700.00 6,700.00 6,820.13 6,700.00 14.93 19.05 178.51 -721.51 18.77 721.75 691.95 29.80 24.222
6,800.00 6,800.00 6,920.13 6,800.00 15.15 19.22 178.51 -721.51 18.77 721.75 691.52 30.23 23.875
6,900.00 6,900.00 7,020.13 6,900.00 15.38 19.38 178.51 -721.51 18.77 721.75 691.09 30.66 23.538

7,000.00 7,000.00 7,120.13 7,000,00 15,60 19.55 178.51 -721.51 18.77 721.75 690.65 31.10 23.210
7,100.00 7,100.00 7,220.13 7,100.00 15.83 19.71 178.51 -721.51 18.77 721.75 690.22 31.53 22.890

7,200.00 7,200.00 7,320.13 7,200.00 16.05 19.88 178.51 -721.51 18.77 721.75 689.78 31.97 22.579
7,300.00 7,300.00 7,420.13 7,300.00 16.28 20.05 178.51 -721.51 18.77 721.75 689.35 32.40 22.276
7,400.00 7,400.00 7,520.13 7,400.00 16.50 20.22 178.51 -721.51 18.77 721.75 688.91 32,84 21.980
7,500.00 7,500.00 7,620.13 7,500.00 16.72 20.39 178.51 -721.51 18.77 721.75 688.48 33.27 21.692
7,600.00 7,600.00 7,720.13 7,600.00 16.95 20.57 178.51 -721.51 18.77 721.75 688.04 33.71 21.412

7,700.00 7,700.00 7,820.13 7,700.00 17.17 20.74 178.51 -721.51 18.77 721.75 687.60 34.14 21.138
7,800.00 7,800.00 7,920.13 7,800.00 17.40 20.91 178.51 -721.51 18.77 721.75 687.17 34,58 20.871
7,900.00 7,900.00 8,020.13 7,900.00 17.62 21.09 178.51 -721.51 18.77 721.75 686.73 35.02 20.610
8,000.00 8,000.00 8,120.13 8,000.00 17.85 21.26 178.51 -721.51 18.77 721.75 686.29 35.46 20.356
8,100.00 8,100.00 8,220.13 8,100.00 18.07 21.44 178.51 -721.51 18.77 721.75 685.86 35.89 20.108

8,200.00 8.200.00 8,320.13 8,200.00 18.30 21.62 178.51 -721.51 18.77 721.75 685.42 36.33 19.865
8,300.00 8,300.00 8,420.13 8,300.00 18.52 21.80 178.51 -721.51 18.77 721.75 684.98 36.77 19.629
8,400.00 8,400.00 8,520.13 8,400.00 18.75 21.98 178.51 -721.51 18.77 721.75 684.54 37.21 19.397
8,500.00 8,500.00 8,620.13 8,500.00 18.97 22.16 178.51 -721.51 18.77 721.75 684.10 37.65 19.171
8,600.00 8,600,00 8,720.13 8,600.00 19.20 22.34 178.51 -721.51 18.77 721.75 683.66 38.09 18.950

8,700.00 8,700.00 8,820.13 8,700.00 19.42 22.52 178.51 -721.51 18.77 721.75 683.22 38.53 18.734
8,800.00 8,800.00 8,920.13 8,800.00 19.65 22.70 178.51 -721.51 18.77 721.75 682.78 38.97 18.523
8,900.00 8,900.00 9,020.13 8,900.00 19.87 22.89 178.51 -721.51 18.77 721.75 682.34 39.41 18.316
9,000.00 9,000.00 9,120.13 9,000.00 20.10 23.07 178.51 -721.51 18.77 721.75 681.90 39.85 18.114
9,100.00 9,100.00 9,220.13 9,100.00 20.32 23.26 178,51 -721.51 18.77 721.75 681.46 40.29 17.016

9,200.00 9,200.00 9,320.13 9,200.00 20.55 23.44 178.51 -721.51 18.77 721.75 681.02 40.73 17.722

CC - Mincentre to center distance or covergent point, SF - rnin separation factor, ES- min ellipse separation
1/16/2009 11 21:19AM Page 6 COMPASS 2003.21 Build



Weatherford International Ltd.
Peirossin corra.«,, Anticollision Report .

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.0011(Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original WellElev)
Site Error: 0.00ft North Refemnce: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVD Reference: Offset Datum

Reference Depths are relative to WELL@4940.00ft (Original Well EletCoordinates are relative to:NBU 922-29P
Offset Depths are relative toOffset Datum Coordinate System is Universal Transverse Mercator (US Survey Feet), Zone 121
Central Meridian is 111° O'0.000 W ° Grid Convergence at Surface is: 0.99°
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CC - Mincentre to center distance or covergent point, SF - min separation factor, ES- minellipse separation
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Weatherford International Ltd. g
m.i...c.,,,.,.u.. Anticollision Report .Whatilarlord

Company: ANADARKOPETROLEUM CORP. Local Co-ordinate Reference: Well NBU922-29P
Project: UINTAHCOUNTY, UTAH(nad 27) TVD Reference: WELL@4940.00It (Original Well Elev)
Reference Site: NBU 922-29P PAD MD Reference: WELL@4940.00ft (Original WellElev)
Site Error: 0.00lt North Reference: True
Reference Well: NBU 922-29P Survey Calculation Method: MinimumCurvature
Well Error: 0.00It Output errors are at 2.00 sigma
Reference Wellbore NBU 922-29P Database: EDM2003.21 Single User Db
Reference Design: PLAN#1 Offset TVDReference: Offset Datum

Reference Depths are relative toWELL@4940.0011(Original Well EletCoordinatesare relativeto: NBU922-29P
Offset Depths are relative toOffset Datum Coordinate System is Universal Transverse Mercator (US Survey Feet), Zone 126
Central Meridian is 111 O'0.000 W ° Grld Convergence at Surface is: 0.99
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CC - Mincentre to center distance or covergentpoint, SF - min separationfactor, ES- min ellipse separation
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Weatherford International Ltd. g
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Weatherford
Weatherford International, Ltd

2000 Oil Field Drive
Casper, Wyoming 82604 USA

+1.307.268-7900 Main
+1.307.235.3958 Fax

www.weatherford.com
Contact Information

District Manager: Pat Rasmussen
+1.307.268-7900 Casper, Wyoming

Email: pat.rasmussen@weatherford.com
Directional Drilling Coordinator:

Larren Holdren
+1.307.268-7900 Casper, Wyoming

Email: larren.holdren@weatherford.com
Bret Wolford

Email: bret.wolford@weatherford.com
MWD Coordinators:

+1.307.268-7900 Casper, Wyoming
Adam Rinker

Email: adam.rinker@weatherford.com
Matthew Heaton

Email: matthew.heaton@weatherford.com
Directional Drilling Sales Casper: Dean Reed

1.307.268-7900 Casper, Wyoming
Email: dean.reed@weatherford.com

Directional Drilling Sales Denver: Linda Smith
+1.303.825.6558 Denver, Colorado

Email: linda.smith@weatherford.com
Well Planning Casper Office:

+1.307.268-7900 Casper, Wyoming
Tracy Williams

Email: tracy.williams@weatherford.com
Well Planning Denver Office:

+1.303.825.6558 Denver, Colorado
Robert Scott

Email:
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DIVISlON OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: KERR-McGEE OIL & GAS ONSHORE, L.P.

Well Name: NBU 922-29P

Api No: 43-047-50077 Lease Type: STATE

Section 29 Township 09S Range 22E County UINTAH

Drilling Contractor PETE MARTIN DRLG RIG # RATHOLE

SPUDDED:
Date 03/04/09

Time 2:00 PM

How DRY

Drilling wi/I Commence:

Reported by KENNEY

Telephone # (435) 828-1680

Date 03/05/09 Signed

DIVISlON OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: KERR-McGEE OIL & GAS ONSHORE, L.P.

Well Name: NBU 922-29P

Api No: 43-047-50077 Lease Type: STATE

Section 29 Township 09S Range 22E County UINTAH

Drilling Contractor PETE MARTIN DRLG RIG # RATHOLE

SPUDDED:
Date 03/04/09

Time 2:00 PM

How DRY

Drilling wi/I Commence:

Reported by KENNEY

Telephone # (435) 828-1680

Date 03/05/09 Signed



STATE OF UTAH FÒRM 6
DEPARTMENT OF NATURAL RFSOURCES

DIVISION OF OlL GAS AND MINING

ENTITY ACTRONFORM

Operates: KERR McGEE OIL & GAS ONOMORELP OpefateF Account Number: N 2995

Ädöress: 1368 SOUTH 1200 EAST

city VERNAL

state UT ¡p ß4078 Phone Number: (435) 781-7024

Well i

API Number Well Name QQ Sec Twp Rng County

4304750077 NBU 922-29P SESE 29 GS, 22E UINTAH

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

99999 3/4/2009

Corruti nts MIRU PETE MARTIN BUCKET RIG.
SPUD WELL LOCATION ON 03/04/2009 AT 1200 HRS

WeW2
API Number VÝellName QQ Sec Twp Rag County
4304750079 NBU 922-29P2DS SESE 29 9S, 22E UlNTAH

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

99999 3/4/2009

Comments:
MlRU PETE MARTINBUCKETRIG.
SPUD WELL LOCATION ON 03/04/2009 AT 1400 HRS. '~

API Number Well Name QQ See Twp Rng County

4304750073 NBU 922-2913DS SESE 29 9S, 22E UlNTAH

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

99999 3/4/2009

Comments: MIRUPETE MARTlNBUCKETRIG. $6 N
SPUD WELLLOCATION ON 03/04/2009 AT 1600 HRS <66 -

ACTION CODES:
A - Establish new ontify for new well (single well only) SHElLA UPCHEGO

B - Add new woll to exisling entity (groupor unit well) Natp APHnt '

C - Re-assign well from one existing onlity to another existing entity /¿,4( ý
D - Re-assign well from one exisling onlity to a new entity Sdatuie

E - Other (E×plain in 'comments' section) RECEIVED
REGULATORY ANALYST

MAR0'i 2009
OfÈ0F0lt,GAS&
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O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO-1207
6. IF 1NDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNlT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly déepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UNIT #891008900Adrill horizontal laterals. Use APPL1CATIONFOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OlL WELL GAS WELL Q OTHER NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304750077
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WlLDCAT:

1368 SOUTH 1200 EAST VERNAL srATE UT ,,,84078 (435) 781-7024 NATURAL BUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1056'FSIL, 774'FEL COUNTY: UilNTAH

QTR/QTR, SECT10N, TOWNSHIP, RANGE, MERIDIAN: SESE 29 9S, 22E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CAS1NG FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAiR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREV1OUS PLANS OPERATOR CHANGE TUBINGiREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
{Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: WELL SPUD

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU PETE MARTIN BUCKET RIG. DRILLED 20" CONDUCTOR HOLE TO 40'. RAN 14" 36.7#
SCHEDULE 10 PIPE. CMTWl28 SX READY MIX.

SPUD WELL LOCATIONON 03/04/2009 AT 1200 HRS

NAGMNEPLEA TT E REGULATORY ANALYST

(This space for State use only)

RECEIVED
MARO9 2089(512000) (See Instructions on Reverse Side)

DNOFOIL,GAS&

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO-1207
6. IF 1NDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNlT or CA AGREEMENT NAME:
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1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OlL WELL GAS WELL Q OTHER NBU 922-29P
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Approximate date work willstart: CASING REPAiR NEW CONSTRUCTION TEMPORARILY ABANDON
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CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
{Submit Original Form Only)
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O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESlGNATIONANDSERIALNUMBER:

ST UO-1207
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UNIT #891008900A
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1.TYPEOF\¾ELL 8. VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER NBU 922-29P

2. NAMEOFOPERATOR: 9.APINUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304750077
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 SOUTH 1200 EAST ., VERNAL
sTATE UT ,,,84078 (435) 781-7024 NATURAL BUTTES

4. LOCATlON OF WELL

FOOTAGESATSURFACE: 1056'FSL, 774'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDlAN: SESE 29 9S, 22E STATE:

UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTlCE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: SET SURFACE CSG
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERAT10NS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRUPROPETRO AIR RIG ON 03/16/2009. DRILLED 12 1/4" SURFACE HOLE TO 2260'. RAN 9 5/8"40# J-55
SURFACE CSG. LEADCMT Wl200 SX HIFILL CLASS G @11.0PPG 3.82 YlELD. TAILED CMT Wl200 SX
PREM CLASS G @15.8PPG 1.15 YlELD. DISPLACE Wl168.6 BBLLAND PLUG FLOATS HELD. 25 +/- LEAD
CMT TO PIT. RAN 200' OF 1" PIPE, CMT Wl150 SX PREM CLASS G @15.8PPG 1.15 YlELD. DOWN 1" PIPE
GOOD CMT TO SURFACE HOLE STAYED FULL.

WORT.

NAME(PLEEASE TDATE REGLJOLATORYANALYST

(This space for State use only)

RECElvED
APR2O2003

(5/2000) (See instructions on Reverse Side)

gy,gmL, GAS&

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESlGNATIONANDSERIALNUMBER:

ST UO-1207
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UNIT #891008900A
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1.TYPEOF\¾ELL 8. VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER NBU 922-29P

2. NAMEOFOPERATOR: 9.APINUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304750077
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 SOUTH 1200 EAST ., VERNAL
sTATE UT ,,,84078 (435) 781-7024 NATURAL BUTTES

4. LOCATlON OF WELL

FOOTAGESATSURFACE: 1056'FSL, 774'FEL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDlAN: SESE 29 9S, 22E STATE:

UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTlCE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: SET SURFACE CSG
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERAT10NS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRUPROPETRO AIR RIG ON 03/16/2009. DRILLED 12 1/4" SURFACE HOLE TO 2260'. RAN 9 5/8"40# J-55
SURFACE CSG. LEADCMT Wl200 SX HIFILL CLASS G @11.0PPG 3.82 YlELD. TAILED CMT Wl200 SX
PREM CLASS G @15.8PPG 1.15 YlELD. DISPLACE Wl168.6 BBLLAND PLUG FLOATS HELD. 25 +/- LEAD
CMT TO PIT. RAN 200' OF 1" PIPE, CMT Wl150 SX PREM CLASS G @15.8PPG 1.15 YlELD. DOWN 1" PIPE
GOOD CMT TO SURFACE HOLE STAYED FULL.

WORT.

NAME(PLEEASE TDATE REGLJOLATORYANALYST

(This space for State use only)

RECElvED
APR2O2003

(5/2000) (See instructions on Reverse Side)

gy,gmL, GAS&



API Well No: 43047500770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 1207 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 922-29P 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P. 

9. API NUMBER:
 43047500770000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1076 FSL 0755 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/17/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore LP respectfully requests to change the surface
casing for this well from 2,200’ to 2,300’. Please see the attached drilling

diagram for additional details. Please contact the undersigned if you have any
questions and/or comments. Thank you.

NAME (PLEASE PRINT)  
 Danielle Piernot

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 5/14/2009

PHONE NUMBER:
720 929-6587  Ext 

 

PHONE NUMBER
720 929-6156

May 14, 2009May 14, 2009

May 18, 2009

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6587 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/17/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore LP respectfully requests to change the surface

casing for this well from 2,200' to 2,300'. Please see the attached drilling Approved by the
diagram for additional details. Please contact the undersigned if you have any Utah Division of

questions and/or comments. Thank you. Oil, Gas and Mining

Date: Ma 18,, 09

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 5/14/2009

RECEIVED May 14,

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6587 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/17/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore LP respectfully requests to change the surface

casing for this well from 2,200' to 2,300'. Please see the attached drilling Approved by the
diagram for additional details. Please contact the undersigned if you have any Utah Division of

questions and/or comments. Thank you. Oil, Gas and Mining

Date: Ma 18,, 09

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 5/14/2009

RECEIVED May 14,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43047500770000

Surface casing shall be cemented from setting depth back to surface. 

May 18, 2009May 18, 2009

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTL GAS & M1NTNG

Sundry Conditions of Approval Well Number 43047500770000

Surface casing shall be cemented from setting depth back to surface.

Approved by the
Utah Division of

Oil, Gas and Mining

Date:

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTL GAS & M1NTNG

Sundry Conditions of Approval Well Number 43047500770000

Surface casing shall be cemented from setting depth back to surface.

Approved by the
Utah Division of

Oil, Gas and Mining

Date:



COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE
WELL NAME TD 9,200' MD/TVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,924' GL KB 4,939'
SURFACE LOCATION Sec 29 T 9S R 22E BHL Straight Hole

NAD 27
OBJECTIVE ZONE(S)
ADDITIONAL INFO

GEOLOGICAL MECHANICAL
FORMATION HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT
40' 14"

12-1/4" 9-5/8", 36#, J-55, LTC Air mist

Green River @

Mahogany @

MD

Mud logging program TBD
Open hole logging program from TD - surf csg 7-7/8" Water/Fresh

Water Mud

8.3-11.7 ppg

 

Max anticipated
Mud required

TD @ 11.7 ppg

I-80

4-1/2" 11.6#

NBU 922-29P

SE/4 SE/4 1,076' FNL 755' FEL

May 14, 2009

Preset f/ GL @
2,300'

or equivalent LTC casing

Wasatch/Mesaverde
Regulatory Agencies:  SITLA (MINERALS), UDOGM (SURFACE), UDOGM, Tri-County Health Dept.

4,521'

Latitude: -109.456442

KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

9,200'

1,310'

8,542'

Note: 12.25" surface hole will usually be 
drilled ±400' below the bottom of lost 
circulation zone.  Drilled depth may be 
±200' of the estimated set depth depending 
on the acutal depth of the loss zone.              

1,628'
2,101'

Top of Birds Nest Water @

40.002778

All water flows encountered while 
drilling will be reported to the 
appropriate agencies.

7,038'

MVU2 @ 7,969'

Wasatch @

Mverde @

MVL1 @

Longitude:

NBU 922-29P REVISED Drilling Diagram.xls

KERR-McGEE OIL & GAS ONSHORE LP
DRILLINGPROGRAM

COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE May 14, 2009
WELL NAME NBU 922-29P TD 9,200' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,924' GL KB 4,939'
SURFACE LOCATION SE/4 SE/4 1,076' FNL 755' FEL Sec 29 T 9S R 22E BHL Straight Hole

Latitude: 40.002778 Longitude: -109.456442 NAD 27
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: SITLA (MINERALS), UDOGM (SURFACE), UDOGM, Tri-County Health Dept.

e e a

e - a e e a

e e • m •

40 14"

12-1/4" 9-5/8", 36#, J-55, LTC Air mist

AIIwater flows encountered while
drilling will be reported to the
appropriate agencies.

Green River @ 1,310'
Top of Birds Nest Water @ 1,628'

Mahogany @ 2,101'
Preset fl GL @

2,300' MD
Note: 12.25" surface hole will usually be '
drilled ±400' below the bottom of lost
circulation zone. Drilled depth may be
±200' of the estimated set depth depending
on the acutal depth of the loss zone.

Mud logging program TBD
Ope i hole logging program from TD - surf csg 7-//8" 4-1/2" 11.6# Water/Fresh

I-80 Water Mud

or equivalent LTC casing 8.3-1 .7 ppg
Wasatch @ 4,521'

Mverde @ 7,038'

MVU2@ 7,969'

MVL1@ 8,542'

Max anticipated
Mud required

TD @ 9,200' 11.7 ppg

NBU 922-29P REVISED Drilling

KERR-McGEE OIL & GAS ONSHORE LP
DRILLINGPROGRAM

COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE May 14, 2009
WELL NAME NBU 922-29P TD 9,200' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,924' GL KB 4,939'
SURFACE LOCATION SE/4 SE/4 1,076' FNL 755' FEL Sec 29 T 9S R 22E BHL Straight Hole

Latitude: 40.002778 Longitude: -109.456442 NAD 27
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: SITLA (MINERALS), UDOGM (SURFACE), UDOGM, Tri-County Health Dept.

e e a

e - a e e a

e e • m •

40 14"

12-1/4" 9-5/8", 36#, J-55, LTC Air mist

AIIwater flows encountered while
drilling will be reported to the
appropriate agencies.

Green River @ 1,310'
Top of Birds Nest Water @ 1,628'

Mahogany @ 2,101'
Preset fl GL @

2,300' MD
Note: 12.25" surface hole will usually be '
drilled ±400' below the bottom of lost
circulation zone. Drilled depth may be
±200' of the estimated set depth depending
on the acutal depth of the loss zone.

Mud logging program TBD
Ope i hole logging program from TD - surf csg 7-//8" 4-1/2" 11.6# Water/Fresh

I-80 Water Mud

or equivalent LTC casing 8.3-1 .7 ppg
Wasatch @ 4,521'

Mverde @ 7,038'

MVU2@ 7,969'

MVL1@ 8,542'

Max anticipated
Mud required

TD @ 9,200' 11.7 ppg

NBU 922-29P REVISED Drilling



CASING PROGRAM
DESIGN FACTORS

SIZE INTERVAL WT. GR. CPLG. BURST COLLAPSE TENSION
CONDUCTOR 14"  

3,520 453,000
SURFACE to LTC 0.99* 5.47

7,780 201,000
PRODUCTION 4-1/2" to LTC 2.18 2.29

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above.
1)  Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psi/ft-partial evac grad x TVD of next csg point))

2)  MASP (Prod Casing) = Pore Pressure at TD - (0.22 psi/ft-partial evac gradient x TD)
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MASP psi

3)  Maximum Anticipated Bottom Hole Pressure (MABHP) =  Pore Pressure at TD
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MABHP psi

CEMENT PROGRAM

FT. OF FILL DESCRIPTION SACKS EXCESS WEIGHT YIELD
SURFACE LEAD 500 215 60% 1.18
Option 1

TOP OUT CMT (1) 200 50 1.18

TOP OUT CMT (2) as required as req. 1.18
SURFACE
Option 2 LEAD 1500 170 35% 3.82

TAIL 500 180 35% 1.18

TOP OUT CMT as required as req. 1.18

PRODUCTION LEAD 390 40% 3.38

TAIL 1270 40% 1.31

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained 
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained 

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE

PRODUCTION

ADDITIONAL INFORMATION

DRILLING  ENGINEER:                   DATE:

DRILLING  SUPERINTENDENT:                   DATE:

1.13

5,493

0.6 psi/ft = bottomhole gradient

11.7

3,469

11.7

0.22 psi/ft = gradient for partially evac wellbore

11.00

0-40'
2,020

6,350
I-80

2300 J-55 1.88

11.60

Premium cmt + 2% CaCl 15.60
+ .25 pps flocele

Premium cmt + 2% CaCl 15.60

DRILLING PROGRAM

Premium cmt + 2% CaCl

Prem cmt + 16% Gel + 10 pps gilsonite

KERR-McGEE OIL & GAS ONSHORE LP

4,020' Premium Lite II  + 0.25 pps celloflake + 

50/50 Poz/G + 10% salt + 2% gel5,180'

5 pps gilsonite + 10% gel '+ 1% Retarder

14.30
+.1% R-3

+.25 pps Flocele + 3% salt BWOC

+ .25 pps flocele

11.00

20 gals sodium silicate + Premium cmt

0 9200

0 36.009-5/8" 

John Merkel / Lovel Young

Float shoe, 1 jt, float collar.  Centralize first 3 joints & every third joint to top of tail cement with bow spring centralizers.

Guide shoe, 1 jt, insert float.  Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

BOPE:  11" 5M with one annular and 2 rams.  The BOPE will be installed before the production hole is drilled and tested to 5,000 
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe.  Record on chart recorder and tour sheet.  Function test 
rams on each trip.  Maintain safety valve and inside BOP on rig floor at all times.  Most rigs have top drives; however,  if used, the 
Kelly is to be equipped with upper and lower kelly valves.

Test casing head to 750 psi after installing.  Test surface casing to 1,500 psi prior to drilling out.

D.F. = 2.43

Drop Totco surveys every 2000'.  Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. If no PVT is available, visual monitoring will be utililzed.

John Huycke / Grant Schluender

15.60

15.60

15.60
NOTE:  If well will circulate water to surface, option 2 will be utilized

Premium cmt + 2% CaCl

+ 2% CaCl + .25 pps flocele

NBU 922-29P REVISED Drilling Diagram.xls

KERR-McGEE OIL & GAS ONSHORE LP
DRll I ING PROGRAlW

CASING PROGRAM
a a e-

CONDUCTOR 14" 0-40'

3,520 2,020 453,000
SURFACE 9-5/8" O to 2300 36.00 J-55 LTC 0.99* 1.88 5.47

7,780 6,350 201,000
PRODUCTION 4-1/2" O to 9200 11.60 I-80 LTC 2.18 1.13 2.29

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above. D.F. = 2.43
1) Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psilft-partial evac grad x TVD of next csg point))

2) MASP (Prod Casing) = Pore Pressure at TD - (0.22psilft-partial evac gradient x TD)
(Burst Assumptions: TD = 11.7 ppg) 0.22 psilft = gradient for partially evac wellbore
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weightof Casing*Buoy.Fact. of water)
MASP 3,469 psi

3) Maximum Anticipated Bottom Hole Pressure (MABHP) = Pore Pressure at TD
(Burst Assumptions: TD = 11.7 ppg) 0.6 psilft = bottomhole gradient
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weightof Casing*Buoy.Fact. of water)
MABHP 5,493 psi

CEMENT PROGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18
Option 1 +

.25 pps flocele
TOP OUT CMT (1) 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

+ 2% CaCI +
.25 pps flocele

TOP OUT CMT (2) as required Premium cmt + 2% CaCI as req. 15.60 1.18
SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized
Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

+.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+
.25 pps flocele

TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,020' Premium Lite Il + 0.25 pps celloflake + 390 40% 11.00 3.38
5 pps gilsonite + 10% gel '+ 1% Retarder

TAIL 5,180' 50/50 Poz/G + 10% salt + 2% gel 1270 40% 14.30 1.31
+.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD ifaccurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

FI OAT FOUIPMFNT A CFNTRAI 17FRS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints& every thirdjointto top of tailcement with bow spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.
BOPE: 11" 5M with one annular and 2 rams. The BOPE will be installed before the production hole is drilled and tested to 5,000
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and toursheet. Function test
rams on each trip. Maintain safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however, if used, the
Kelly is to be equipped with upper and lower kelly valves.

Drop Totco surveys every 2000'. Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. Ifno PVT is available, visual monitoring will be utililzed.

DRILLING ENGINEER: DATE:
John Huycke / Grant Schluender

DRILLING SUPERINTENDENT: DATE:
John Merkel / l¾Wig-ge Reviseu oriliing

KERR-McGEE OIL & GAS ONSHORE LP
DRll I ING PROGRAlW

CASING PROGRAM
a a e-

CONDUCTOR 14" 0-40'

3,520 2,020 453,000
SURFACE 9-5/8" O to 2300 36.00 J-55 LTC 0.99* 1.88 5.47

7,780 6,350 201,000
PRODUCTION 4-1/2" O to 9200 11.60 I-80 LTC 2.18 1.13 2.29

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above. D.F. = 2.43
1) Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psilft-partial evac grad x TVD of next csg point))

2) MASP (Prod Casing) = Pore Pressure at TD - (0.22psilft-partial evac gradient x TD)
(Burst Assumptions: TD = 11.7 ppg) 0.22 psilft = gradient for partially evac wellbore
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weightof Casing*Buoy.Fact. of water)
MASP 3,469 psi

3) Maximum Anticipated Bottom Hole Pressure (MABHP) = Pore Pressure at TD
(Burst Assumptions: TD = 11.7 ppg) 0.6 psilft = bottomhole gradient
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weightof Casing*Buoy.Fact. of water)
MABHP 5,493 psi

CEMENT PROGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18
Option 1 +

.25 pps flocele
TOP OUT CMT (1) 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

+ 2% CaCI +
.25 pps flocele

TOP OUT CMT (2) as required Premium cmt + 2% CaCI as req. 15.60 1.18
SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized

Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82
+.25 pps Flocele + 3% salt BWOC

TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18
+

.25 pps flocele
TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,020' Premium Lite Il + 0.25 pps celloflake + 390 40% 11.00 3.38
5 pps gilsonite + 10% gel '+ 1% Retarder

TAIL 5,180' 50/50 Poz/G + 10% salt + 2% gel 1270 40% 14.30 1.31
+.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD ifaccurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

FI OAT FOUIPMFNT A CFNTRAI 17FRS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 jointswith bow spring centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints& every thirdjointto top of tailcement with bow spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.
BOPE: 11" 5M with one annular and 2 rams. The BOPE will be installed before the production hole is drilled and tested to 5,000
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and toursheet. Function test
rams on each trip. Maintain safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however, if used, the
Kelly is to be equipped with upper and lower kelly valves.

Drop Totco surveys every 2000'. Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. Ifno PVT is available, visual monitoring will be utililzed.

DRILLING ENGINEER: DATE:
John Huycke / Grant Schluender

DRILLING SUPERINTENDENT: DATE:
John Merkel / l¾Wig-ge Reviseu oriliing



API Well No: 43047500770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 1207 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 922-29P 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047500770000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1076 FSL 0755 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

8/7/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil and Gas Onshore LP requets to refurb the existing drilling pit
to allow for additional volumes needed for completion operations. The drilling
mud will be cleaned out and mixed with the pit spoils pile. The pit will than be

re-lined with a 30-mil and felt liner. 

NAME (PLEASE PRINT)  
 Raleen White

TITLE
 Sr. Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/7/2009

PHONE NUMBER:
720 929-6007  Ext 

Completion Pit Refurb

 

PHONE NUMBER
720 929-6666

August 07, 2009

August 10, 2009

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/7/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Completion Pit Refurb

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil and Gas Onshore LP requets to refurb the existing drilling pit
to allow for additional volumes needed for completion operations. The drilling Approved by the
mud will be cleaned out and mixed with the pit spoils pile. The pit will than be Utah Division of

re-lined with a 30-mil and felt liner. Oil, Gas and Mining

Date: Au st 10, 2009

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Raleen White 720 929-6666 Sr. Regulatory Analyst

SIGNATURE DATE
N/A 8/7/2009

RECEIVED August 07,

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/7/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Completion Pit Refurb

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil and Gas Onshore LP requets to refurb the existing drilling pit
to allow for additional volumes needed for completion operations. The drilling Approved by the
mud will be cleaned out and mixed with the pit spoils pile. The pit will than be Utah Division of

re-lined with a 30-mil and felt liner. Oil, Gas and Mining

Date: Au st 10, 2009

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Raleen White 720 929-6666 Sr. Regulatory Analyst

SIGNATURE DATE
N/A 8/7/2009

RECEIVED August 07,



API Well No: 43047500770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 1207 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 922-29P 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047500770000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1076 FSL 0755 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

9/25/2009

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 09/25/2009 AT 2:15
P.M. PLEASE REFER TO THE ATTACHED CHRONOLOGICAL WELL HISTORY.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9/28/2009

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6100

September 28, 2009

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/25/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 09/25/2009 AT 2:15
P.M. PLEASE REFER TO THE ATTACHED CHRONOLOGICAL WELL HISTORY.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE erûÑAÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAsOE1DEOS7IGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/25/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 09/25/2009 AT 2:15
P.M. PLEASE REFER TO THE ATTACHED CHRONOLOGICAL WELL HISTORY.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE erûÑAÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A
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US ROCKIESREGION

Operation Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETRO/

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation

3/16/2009 8:00 - 12:00 4.00 DRLSUR 02 P MIRU SPUD WELL @0800 HR 3/16/09 RIG
DRILLINGAHEAD 450'

12:00 - 0:00 12.00 DRLSUR 02 P RIG DRILLINGAHEAD W/ HAMMER BIT AIR FOAM
MIST 1320' DA

3/17/2009 0:00 - 6:00 6.00 DRLSUR 02 P RIG DRILLTO 1410' CONDITION HOLE TO TFNB
6:00 - 8:00 2.00 DRLSUR 06 P TRIP HAMMEROUT OF HOLE
8:00 - 10:00 2.00 DRLSUR 06 P TlH W/ MUD MOTOR AND PDC BIT
10:00 - 0:00 14.00 DRLSUR 02 P RIG DRILLFROM 1410'-1840' CIRCULATINGWI

SKID PUMP AND CEMENT PUMP 13 BBL/MIN75%
RETURNS

3/18/2009 0:00 - 12:00 12.00 DRLSUR 02 P RIG DRILLINGAHEAD CIRCULATING WITH SKID
PUMP AND CEMENT PUMP 13 BBL PERIMIN 75%
RETURNS 2010'

12:00 - 18:00 6.00 DRLSUR 02 P RIG T/D @2260' CONDITION HOLE 1 HR RUN
SURVEY .25 DEG.

18:00 - 21:00 3.00 DRLSUR 06 P TRIP DP OUT OF HOLE
21:00 - 0:00 3.00 DRLSUR 12 P RUN 2226' OF 9 5/8 CSG AND 200' OF 1" PIPE RIG

DOWN AIR RIG @ REPORT TIME
3/19/2009 0:00 - 2:00 2.00 DRLSUR 12 P CEMENT 1ST STAGE WITH 200 SKS LEAD@11#

3.82 23 GAL/SK AND 200 SKS TAIL @1.15 5.0
GAL SK DISPLACE W/ 168.6 BBL LAND PLUG .C

FLOATSHELD + - 25 BBL LEAD CMT TO PIT $
2:00 - 3:00 1.00 DRLSUR 12 P 1ST TOP JOB 150 SKS DOWN 1" PIPE GOOD CMT S

TO SURFACE AND STAYED AT SURFACE
3:00 - 3:00 0.00 DRLSUR NO VISIBLE LEAKS PIT 40% FULL WORT

6/29/2009 3:30 - 9:00 5.50 DRLPRO 01 C P R/D RIG &SKID RIG FORWARD
9:00 - 22:00 13.00 DRLPRO 08 A Z LAYOVER DERRICK & REPAIR I.D.H & NOTE C/O

PIN & RAISE DERRICK. WENT TO P/U D.P &THE ..

ENCODER ON IRON DERRICK HAND IS NOT
RESPONDING SO WILL HAVE TO REPLACE
INCODER. THE ENCODER SEND SIGNAL FOR IT
TO OPERATE.

22:00 - 0:00 2.00 DRLPRO 14 A P NIPPLE UP B.O.P'S Fl TEST.
6/30/2009 0:00 - 1:00 1.00 DRLPRO 14 A P NIPPLE UP B.O.P'S

1:00 - 7:00 6.00 DRLPRO 15 A P TEST B.O.P'S - RAMS - CHOKE/CHOKE LINE -

HCR -2-4" MANUALVAIVEL - IBOP - FLOOR
VALES - 250 LOW - 5000 HIGH - ANNULAR250
LOW-2500 HIGH - CASING 1500 PSI.

7:00 - 0:00 17.00 DRLPRO 08 A Z WAIT ON A NEW INCODER WHICH FUCTIONS
ALLTHE LOWER DERRICK BOARD & FOR IRON
DERRICK HAND.

7/1/2009 0:00 - 17:00 17.00 DRLPRO 08 A Z REPAIR I.D.H C/O INCODER & CABLE
17:00 - 0:00 7.00 DRLPRO 08 A Z P/U D.P & RACK IN DERRICK.

7/2/2009 0:00 - 8:00 8.00 DRLPRO 08 A Z WORK ON I.D.H - RESET &WORK ON INCODER
8:00 - 20:00 12.00 DRLPRO 08 A Z P/U D.P & RACK IN DERRICK

20:00 - 22:00 2.00 DRLPRO 06 A P P/U MOTOR - BIT - DIR TOOLS
22:00 - 23:00 1.00 DRLPRO 08 A Z P/U H.W.D.P
23:00 - 0:00 1.00 DRLPRO 06 A P CONT.T.I.H

7/3/2009 0:00 - 0:30 0.50 DRLPRO 06 A P CONT. T.I.H
0:30 - 2:30 2.00 DRLPRO 02 F P TAG CEMENT @2154 - INSTALL ROT HEAD &

DRILLCEMENT & F.E

9/28/2009 4:06:51PM

US ROCKIESREGION

Operation Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETRO/

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation

3/16/2009 8:00 - 12:00 4.00 DRLSUR 02 P MIRU SPUD WELL @0800 HR 3/16/09 RIG
DRILLINGAHEAD 450'

12:00 - 0:00 12.00 DRLSUR 02 P RIG DRILLINGAHEAD W/ HAMMER BIT AIR FOAM
MIST 1320' DA

3/17/2009 0:00 - 6:00 6.00 DRLSUR 02 P RIG DRILLTO 1410' CONDITION HOLE TO TFNB
6:00 - 8:00 2.00 DRLSUR 06 P TRIP HAMMEROUT OF HOLE
8:00 - 10:00 2.00 DRLSUR 06 P TlH W/ MUD MOTOR AND PDC BIT
10:00 - 0:00 14.00 DRLSUR 02 P RIG DRILLFROM 1410'-1840' CIRCULATINGWI

SKID PUMP AND CEMENT PUMP 13 BBL/MIN75%
RETURNS

3/18/2009 0:00 - 12:00 12.00 DRLSUR 02 P RIG DRILLINGAHEAD CIRCULATING WITH SKID
PUMP AND CEMENT PUMP 13 BBL PERIMIN 75%
RETURNS 2010'

12:00 - 18:00 6.00 DRLSUR 02 P RIG T/D @2260' CONDITION HOLE 1 HR RUN
SURVEY .25 DEG.

18:00 - 21:00 3.00 DRLSUR 06 P TRIP DP OUT OF HOLE
21:00 - 0:00 3.00 DRLSUR 12 P RUN 2226' OF 9 5/8 CSG AND 200' OF 1" PIPE RIG

DOWN AIR RIG @ REPORT TIME
3/19/2009 0:00 - 2:00 2.00 DRLSUR 12 P CEMENT 1ST STAGE WITH 200 SKS LEAD@11#

3.82 23 GAL/SK AND 200 SKS TAIL @1.15 5.0
GAL SK DISPLACE W/ 168.6 BBL LAND PLUG .C

FLOATSHELD + - 25 BBL LEAD CMT TO PIT $
2:00 - 3:00 1.00 DRLSUR 12 P 1ST TOP JOB 150 SKS DOWN 1" PIPE GOOD CMT S

TO SURFACE AND STAYED AT SURFACE
3:00 - 3:00 0.00 DRLSUR NO VISIBLE LEAKS PIT 40% FULL WORT

6/29/2009 3:30 - 9:00 5.50 DRLPRO 01 C P R/D RIG &SKID RIG FORWARD
9:00 - 22:00 13.00 DRLPRO 08 A Z LAYOVER DERRICK & REPAIR I.D.H & NOTE C/O

PIN & RAISE DERRICK. WENT TO P/U D.P &THE ..

ENCODER ON IRON DERRICK HAND IS NOT
RESPONDING SO WILL HAVE TO REPLACE
INCODER. THE ENCODER SEND SIGNAL FOR IT
TO OPERATE.

22:00 - 0:00 2.00 DRLPRO 14 A P NIPPLE UP B.O.P'S Fl TEST.

6/30/2009 0:00 - 1:00 1.00 DRLPRO 14 A P NIPPLE UP B.O.P'S
1:00 - 7:00 6.00 DRLPRO 15 A P TEST B.O.P'S - RAMS - CHOKE/CHOKE LINE -

HCR -2-4" MANUALVAIVEL - IBOP - FLOOR
VALES - 250 LOW - 5000 HIGH - ANNULAR250
LOW-2500 HIGH - CASING 1500 PSI.

7:00 - 0:00 17.00 DRLPRO 08 A Z WAIT ON A NEW INCODER WHICH FUCTIONS
ALLTHE LOWER DERRICK BOARD & FOR IRON
DERRICK HAND.

7/1/2009 0:00 - 17:00 17.00 DRLPRO 08 A Z REPAIR I.D.H C/O INCODER & CABLE
17:00 - 0:00 7.00 DRLPRO 08 A Z P/U D.P & RACK IN DERRICK.

7/2/2009 0:00 - 8:00 8.00 DRLPRO 08 A Z WORK ON I.D.H - RESET &WORK ON INCODER
8:00 - 20:00 12.00 DRLPRO 08 A Z P/U D.P & RACK IN DERRICK

20:00 - 22:00 2.00 DRLPRO 06 A P P/U MOTOR - BIT - DIR TOOLS
22:00 - 23:00 1.00 DRLPRO 08 A Z P/U H.W.D.P
23:00 - 0:00 1.00 DRLPRO 06 A P CONT.T.I.H

7/3/2009 0:00 - 0:30 0.50 DRLPRO 06 A P CONT. T.I.H
0:30 - 2:30 2.00 DRLPRO 02 F P TAG CEMENT @2154 - INSTALL ROT HEAD &

DRILLCEMENT & F.E

9/28/2009 4:06:51PM
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US ROCIGESREGION

operasonsummaryReport
Well: NBU 922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETROl

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009
Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (hr) Code (ft)

2:30 - 18:30 16.00 DRLPRO 02 D P DRILL-SLIDE Fl 2260 TO 4026 - ( 1766' @110.3
FPH ) W/ 8.4 PPG MUDWT VIS 26 - RPM 45 -

MRPM 112 - WOB 16/18 - TQ 3/6 - GPM 487
18:30 - 19:00 0.50 DRLPRO 07 A P RIG SER
19:00 - 0:00 5.00 DRLPRO 02 D P DRILL - SLIDE FI 4026 TO 4660 ( 634' @ 126.8 FPH

) W/ 8.4 MUD WT VIS 26 - RPM 45 - MRPM 112 -

WOB 16/18 - TQ 3/6 - GPM 487
7/4/2009 0:00 - 12:00 12.00 DRLPRO 02 D P DRILL-SLIDE Fl 4660 TO 5928 - ( 1268' @105.6

FPH W/ 8.4 MUD WT VIS 27 - RPM 45 - MRPM 112
- WOB 18 - TQ 3/6 - GPM 487

12:00 - 12:30 0.50 DRLPRO 07 A P SER RIG
12:30 - 0:00 11.50 DRLPRO 02 D P DRILL-SLIDE FI 5928 TO 6471 MUD UP SYSTEM (

543' @47.2/ FPH Wl9.4 PPG MUD WT VIS 39
RPM 45 - MRPM 112 - WOB 18/20 - TQ 3/6 - GPM
487

7/5/2009 0:00 - 13:30 13.50 DRLPRO 02 D P DRILL-SLIDE F/ 6471 TO 7014 ( 543 @40.2 FPH
BEGUN RAISE MUDWT GOT TO 10.4 WELL
SEEPING FLUID RATE @ 11-12 BBLS HR
PUMPED 20% LCM SWEEP WELL STILL SEPPING
BY PASSED SHAKERS & RAISE LCM TO 4%
WELL QUIT SEEPING STARTED TO GAIN FLIUD o
CONT RAISE MUD WT TO 11.0 PPG - VIS40 -

RPM 40 - MRPM 112 - WOB 18/22 - TQ 3/6 - GPM N

487 -

13:30 - 14:00 0.50 DRLPRO 07 A P SER RIG
14:00 - 0:00 10.00 DRLPRO 02 D P DRILL-SLIDE Fl7014 TO 7441 (427' @42.7 FPH ) .C

W/ 11.0 PPG MUD WT VIS40 - RPM 45 - MRPM
112 - WOB 18/22 - TQ4/6 - GPM 487

7/6/2009 0:00 - 14:00 14.00 DRLPRO 02 D P DRILL-SLIDE Fl 7441 TO 8100 ( 659' @47.0 FPH
W/ 11.4 MUD WT VIS 40 LCM 5% - RAISED MUD
TO 11.8 PPG WELL SEEPING RAISE LCM TO 12%
@ 8,000' LOST APPROX.35 BBL - RPM 45 - MRPM
106 - WOB 18/22 - TQ4/7 - GPM 462

14:00 - 14:30 0.50 DRLPRO 07 A P SER RIG
14:30 - 21:30 7.00 DRLPRO 02 D P DRILL-SLIDE FI8100 TO 8265 (165' @23.5 FPH

WI 11.8 PPG MUD WT VIS 42 - 12% LCM - RPM 45
- MRPM 106 - WOB 18/22 - TQ4/7 - GPM 462

21:30 - 0:00 2.50 DRLPRO 06 A P PUMP DRY JOB &T.F.N.B & MOTOR - 20/25K
OVER STRING WT 205K.

7/7/2009 0:00 - 6:00 6.00 DRLPRO 06 A P T.F.N.8 & MUD MOTOR TIGHT SPOT @4420
6:00 - 8:00 2.00 DRLPRO 06 A P CIO ROTHEAD RUBBER & L/D MOTOR - BIT -

MWD TOOLS - & P/U NEW MOTOR - BIT - & MWD
& SCRIBED TOOLS.

8:00 - 13:00 5.00 DRLPRO 06 A P T.I.H &TAG SAME SPOT &4420
13:00 - 13:30 0.50 DRLPRO 03 A P WASH REAMED Fl4420 TO 4450
13:30 - 17:00 3.50 DRLPRO 06 A P CONT. T.I.H
17:00 - 17:30 0.50 DRLPRO 03 E P WASH 60' TO BTM ( NO FILL)
17:30 - 19:30 2.00 DRLPRO 02 D P DRILL-SLlDE FI8265 TO 8377 ( 112' @56' FPH )

W/ 11.8 PPG VIS 45 - LCM 10% - RPM 45 - MRPM -

65 - WOB 16 - TQ 4/7 - GPM 462
19:30 - 22:00 2.50 DRLPRO 10 D P MWD TOOLS WOULDN'T SYNC UP AFTER WE

GOT ON BOTTOM WORK MWD RUN NEW
GROUND WIRE ECT, ( NO SIGNAL )

22:00 - 0:00 2.00 DRLPRO 02 D P CONT. DRILLAHEAD F/ 8377 TO 8467 ( 90' @45.0
) MUD WT 11.9 PPG VIS 40 - LCM 10% - RPM 45 -

MRPM 65 - WOB 16/18 - TQ 5/8 - GPM 462

9/28/2009 4:06:51PM

US ROCIGESREGION

operasonsummaryReport
Well: NBU 922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETROl

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009
Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (hr) Code (ft)

2:30 - 18:30 16.00 DRLPRO 02 D P DRILL-SLIDE Fl 2260 TO 4026 - ( 1766' @110.3
FPH ) W/ 8.4 PPG MUDWT VIS 26 - RPM 45 -

MRPM 112 - WOB 16/18 - TQ 3/6 - GPM 487
18:30 - 19:00 0.50 DRLPRO 07 A P RIG SER
19:00 - 0:00 5.00 DRLPRO 02 D P DRILL - SLIDE FI 4026 TO 4660 ( 634' @ 126.8 FPH

) W/ 8.4 MUD WT VIS 26 - RPM 45 - MRPM 112 -

WOB 16/18 - TQ 3/6 - GPM 487
7/4/2009 0:00 - 12:00 12.00 DRLPRO 02 D P DRILL-SLIDE Fl 4660 TO 5928 - ( 1268' @105.6

FPH W/ 8.4 MUD WT VIS 27 - RPM 45 - MRPM 112
- WOB 18 - TQ 3/6 - GPM 487

12:00 - 12:30 0.50 DRLPRO 07 A P SER RIG
12:30 - 0:00 11.50 DRLPRO 02 D P DRILL-SLIDE FI 5928 TO 6471 MUD UP SYSTEM (

543' @47.2/ FPH Wl9.4 PPG MUD WT VIS 39
RPM 45 - MRPM 112 - WOB 18/20 - TQ 3/6 - GPM
487

7/5/2009 0:00 - 13:30 13.50 DRLPRO 02 D P DRILL-SLIDE F/ 6471 TO 7014 ( 543 @40.2 FPH
BEGUN RAISE MUDWT GOT TO 10.4 WELL
SEEPING FLUID RATE @ 11-12 BBLS HR
PUMPED 20% LCM SWEEP WELL STILL SEPPING
BY PASSED SHAKERS & RAISE LCM TO 4%
WELL QUIT SEEPING STARTED TO GAIN FLIUD o
CONT RAISE MUD WT TO 11.0 PPG - VIS40 -

RPM 40 - MRPM 112 - WOB 18/22 - TQ 3/6 - GPM N

487 -

13:30 - 14:00 0.50 DRLPRO 07 A P SER RIG
14:00 - 0:00 10.00 DRLPRO 02 D P DRILL-SLIDE Fl7014 TO 7441 (427' @42.7 FPH ) .C

W/ 11.0 PPG MUD WT VIS40 - RPM 45 - MRPM
112 - WOB 18/22 - TQ4/6 - GPM 487

7/6/2009 0:00 - 14:00 14.00 DRLPRO 02 D P DRILL-SLIDE Fl 7441 TO 8100 ( 659' @47.0 FPH
W/ 11.4 MUD WT VIS 40 LCM 5% - RAISED MUD
TO 11.8 PPG WELL SEEPING RAISE LCM TO 12%
@ 8,000' LOST APPROX.35 BBL - RPM 45 - MRPM
106 - WOB 18/22 - TQ4/7 - GPM 462

14:00 - 14:30 0.50 DRLPRO 07 A P SER RIG
14:30 - 21:30 7.00 DRLPRO 02 D P DRILL-SLIDE FI8100 TO 8265 (165' @23.5 FPH

WI 11.8 PPG MUD WT VIS 42 - 12% LCM - RPM 45
- MRPM 106 - WOB 18/22 - TQ4/7 - GPM 462

21:30 - 0:00 2.50 DRLPRO 06 A P PUMP DRY JOB &T.F.N.B & MOTOR - 20/25K
OVER STRING WT 205K.

7/7/2009 0:00 - 6:00 6.00 DRLPRO 06 A P T.F.N.8 & MUD MOTOR TIGHT SPOT @4420
6:00 - 8:00 2.00 DRLPRO 06 A P CIO ROTHEAD RUBBER & L/D MOTOR - BIT -

MWD TOOLS - & P/U NEW MOTOR - BIT - & MWD
& SCRIBED TOOLS.

8:00 - 13:00 5.00 DRLPRO 06 A P T.I.H &TAG SAME SPOT &4420
13:00 - 13:30 0.50 DRLPRO 03 A P WASH REAMED Fl4420 TO 4450
13:30 - 17:00 3.50 DRLPRO 06 A P CONT. T.I.H
17:00 - 17:30 0.50 DRLPRO 03 E P WASH 60' TO BTM ( NO FILL)
17:30 - 19:30 2.00 DRLPRO 02 D P DRILL-SLlDE FI8265 TO 8377 ( 112' @56' FPH )

W/ 11.8 PPG VIS 45 - LCM 10% - RPM 45 - MRPM -

65 - WOB 16 - TQ 4/7 - GPM 462
19:30 - 22:00 2.50 DRLPRO 10 D P MWD TOOLS WOULDN'T SYNC UP AFTER WE

GOT ON BOTTOM WORK MWD RUN NEW
GROUND WIRE ECT, ( NO SIGNAL )

22:00 - 0:00 2.00 DRLPRO 02 D P CONT. DRILLAHEAD F/ 8377 TO 8467 ( 90' @45.0
) MUD WT 11.9 PPG VIS 40 - LCM 10% - RPM 45 -

MRPM 65 - WOB 16/18 - TQ 5/8 - GPM 462

9/28/2009 4:06:51PM
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US ROCK1ES REGION

operanonsummaryReport
Well: NBU922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETRO/

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
LeveD

Date Time Duratîon Phase Code Sub P/U MD From Operation
StartÆnd (br) Code (ft)

7/8/2009 0:00 - 12:30 12.50 DRLPRO 02 D P DRILL-SLIDE F/ 8467 TO 8922' (455' @37.9fph)
MW 11.9, VlS 45, LCM 10%, WOB 16/18, RPM 45,
MMRPM 65, GPM 470, SLIDE 8739-8759,
8785-8805, 8830-8847, 8875-8895, WOB 15, MM
RPM 65, DIFF 120

12:30 - 13:00 0.50 DRLPRO 07 A P RIG SER - UPGRADE SOFTWARE DOGHOUSE
PLC (DOES NOT UPGRADE TOP DRIVE & IRON
DERRICKHAND)

13:00 - 0:00 11.00 DRLPRO 02 D P DRILL/SLIDE F/8922' TO 9267' (345' @31.4fph) MW
12.2, VIS 46, WOB 16/18, RPM 45, MM RPM 65, TQ
7/8, GPM 470, SLIDE 8922-8943, 8966-8984,
9011-9025

7/9/2009 0:00 - 1:00 1.00 DRLPRO 02 D P DRILLF/9267' TO 9290° TD WELL (23') MW 12.2,
VIS 46, WOB 18, RPM 45, MM RPM 65, TQ 7/8,
GPM 470

1:00 - 2:30 1.50 DRLPRO 05 A P CIRC
2:30 - 8:30 6.00 DRLPRO 06 E P WITRIP TO 9 5/8 CSG SHOE @2239'- TIGHT @

4460' ON POOH
8:30 - 9:00 0.50 DRLPRO 07 A P RIG SER - C/OUT TONG DIES
9:00 - 9:30 0.50 DRLPRO 08 B Z HYD LEAK IRON DERRICK HAND - BLOWN

0-RING o
9:30 - 14:30 5.00 DRLPRO 06 E P RIH - WORK TIGHT SPOT @4460' TILLCLEAN
14:30 - 15:30 1.00 DRLPRO 08 B Z MCC BREAKER KICKED OFF LINE, BLACKED g

OUT RIG,RESET MCCBREAKER - FIXED HYD N
LEAKIRON DERRICKHAND

15:30 - 16:30 1.00 DRLPRO 06 E P RIH TO 9142' A

16:30 - 17:00 0.50 DRLPRO 03 E P WASH THROUGH TIGHT SPOT @9142' TO 914T o
17:00 - 17:30 0.50 DRLPRO 06 E P CONT RlH Fl9147' TO 9290'
17:30 - 19:00 1.50 DRLPRO 05 A P CIRC - PUMP HI-VIS PILL AROUND
19:00 - 20:00 1.00 DRLPRO 06 A P POOH F/LOGS TO 7720'
20:00 - 21:30 1.50 DRLPRO 08 B Z DRAWWORKS BLOWER MOTOR BREAKER IN AC

HOUSE FAILED - WIRED AROUND BREAKER
21:30 - 0:00 2.50 DRLPRO 06 A P CONT POOH F/LOGS

7/10/2009 0:00 - 3:30 3.50 DRLPRO 06 A P POOH FILOGS - L/OUT MWD & L/DN MM
3:30 - 9:30 6.00 DRLPRO 11 D P HPJSM, RIUP HALLIBURTON LOGGING TOOLS,

RUN TRIPLE COMBO TO LOGGERS TD @9290'
9:30 - 18:30 9.00 CSG 12 C P HPJSM, R/UP KIMZEY, RUN 219 JTS & 1 MARKER

JT Wl15 CENT.OF 4.5" 11.60 I-80 PROD CASING
SET @9274' - FS 9274' FC 9230' - R/DN CASING
CREW

18:30 - 20:00 1.50 CSG 05 A P CIRC
20:00 - 23:00 3.00 CSG 12 E P HPJSM, R/UP HALLIBURTON CEMENT HEAD,

TEST LINES 6425 PSI, PUMP 40 BBL FRESH
WATER SPACER, 620 SKS LEAD12.4 PPG 2.03
YIELD, 1350 SKS TAIL 14.3 PPG 1.25 YIELD,
DROPPED PLUG & DISPLACED Wl144.2 BBLS
FRESH WATER Wl0.1 gaVbbl CLAYFIX11& .01

gaVbbiALDACIED G @2457 PSI, BUMPED PLUG
@2917 PSI, FLOATS HELD Wl2 BBL RETURNS,
GOOD CIRC THROUGHOUT CMT JOB Wl5 BBLS
MUDDYWATER FROM SPACER TO SURFACE,
R/DN HALLIBURTON

23:00 - 0:00 1.00 CSG 12 C P L/OUT LANDING JT, SET PACKOFF &TEST 5000
PSI

7/11/2009 0:00 - 3:00 3.00 DRLPRO 14 A P NIDN BOPE - CLEAN RIG TANKS - RELEASE RIG
@03:00 hrs 7/11/09 - PIT LINER OK, RESERVE PIT
1/2 FULL, VISUAL INSPECTION NO LEAKS

9/28/2009 4:06:51PM

US ROCK1ES REGION

operanonsummaryReport
Well: NBU922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: ENSIGN 139/139, PROPETRO/

Event: DRILLING Start Date: 3/16/2009 End Date: 7/11/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
LeveD

Date Time Duratîon Phase Code Sub P/U MD From Operation
StartÆnd (br) Code (ft)

7/8/2009 0:00 - 12:30 12.50 DRLPRO 02 D P DRILL-SLIDE F/ 8467 TO 8922' (455' @37.9fph)
MW 11.9, VlS 45, LCM 10%, WOB 16/18, RPM 45,
MMRPM 65, GPM 470, SLIDE 8739-8759,
8785-8805, 8830-8847, 8875-8895, WOB 15, MM
RPM 65, DIFF 120

12:30 - 13:00 0.50 DRLPRO 07 A P RIG SER - UPGRADE SOFTWARE DOGHOUSE
PLC (DOES NOT UPGRADE TOP DRIVE & IRON
DERRICKHAND)

13:00 - 0:00 11.00 DRLPRO 02 D P DRILL/SLIDE F/8922' TO 9267' (345' @31.4fph) MW
12.2, VIS 46, WOB 16/18, RPM 45, MM RPM 65, TQ
7/8, GPM 470, SLIDE 8922-8943, 8966-8984,
9011-9025

7/9/2009 0:00 - 1:00 1.00 DRLPRO 02 D P DRILLF/9267' TO 9290° TD WELL (23') MW 12.2,
VIS 46, WOB 18, RPM 45, MM RPM 65, TQ 7/8,
GPM 470

1:00 - 2:30 1.50 DRLPRO 05 A P CIRC
2:30 - 8:30 6.00 DRLPRO 06 E P WITRIP TO 9 5/8 CSG SHOE @2239'- TIGHT @

4460' ON POOH
8:30 - 9:00 0.50 DRLPRO 07 A P RIG SER - C/OUT TONG DIES
9:00 - 9:30 0.50 DRLPRO 08 B Z HYD LEAK IRON DERRICK HAND - BLOWN

0-RING o
9:30 - 14:30 5.00 DRLPRO 06 E P RIH - WORK TIGHT SPOT @4460' TILLCLEAN
14:30 - 15:30 1.00 DRLPRO 08 B Z MCC BREAKER KICKED OFF LINE, BLACKED g

OUT RIG,RESET MCCBREAKER - FIXED HYD N
LEAKIRON DERRICKHAND

15:30 - 16:30 1.00 DRLPRO 06 E P RIH TO 9142' A

16:30 - 17:00 0.50 DRLPRO 03 E P WASH THROUGH TIGHT SPOT @9142' TO 914T o
17:00 - 17:30 0.50 DRLPRO 06 E P CONT RlH Fl9147' TO 9290'
17:30 - 19:00 1.50 DRLPRO 05 A P CIRC - PUMP HI-VIS PILL AROUND
19:00 - 20:00 1.00 DRLPRO 06 A P POOH F/LOGS TO 7720'
20:00 - 21:30 1.50 DRLPRO 08 B Z DRAWWORKS BLOWER MOTOR BREAKER IN AC

HOUSE FAILED - WIRED AROUND BREAKER
21:30 - 0:00 2.50 DRLPRO 06 A P CONT POOH F/LOGS

7/10/2009 0:00 - 3:30 3.50 DRLPRO 06 A P POOH FILOGS - L/OUT MWD & L/DN MM
3:30 - 9:30 6.00 DRLPRO 11 D P HPJSM, RIUP HALLIBURTON LOGGING TOOLS,

RUN TRIPLE COMBO TO LOGGERS TD @9290'
9:30 - 18:30 9.00 CSG 12 C P HPJSM, R/UP KIMZEY, RUN 219 JTS & 1 MARKER

JT Wl15 CENT.OF 4.5" 11.60 I-80 PROD CASING
SET @9274' - FS 9274' FC 9230' - R/DN CASING
CREW

18:30 - 20:00 1.50 CSG 05 A P CIRC
20:00 - 23:00 3.00 CSG 12 E P HPJSM, R/UP HALLIBURTON CEMENT HEAD,

TEST LINES 6425 PSI, PUMP 40 BBL FRESH
WATER SPACER, 620 SKS LEAD12.4 PPG 2.03
YIELD, 1350 SKS TAIL 14.3 PPG 1.25 YIELD,
DROPPED PLUG & DISPLACED Wl144.2 BBLS
FRESH WATER Wl0.1 gaVbbl CLAYFIX11& .01

gaVbbiALDACIED G @2457 PSI, BUMPED PLUG
@2917 PSI, FLOATS HELD Wl2 BBL RETURNS,
GOOD CIRC THROUGHOUT CMT JOB Wl5 BBLS
MUDDYWATER FROM SPACER TO SURFACE,
R/DN HALLIBURTON

23:00 - 0:00 1.00 CSG 12 C P L/OUT LANDING JT, SET PACKOFF &TEST 5000
PSI

7/11/2009 0:00 - 3:00 3.00 DRLPRO 14 A P NIDN BOPE - CLEAN RIG TANKS - RELEASE RIG
@03:00 hrs 7/11/09 - PIT LINER OK, RESERVE PIT
1/2 FULL, VISUAL INSPECTION NO LEAKS

9/28/2009 4:06:51PM
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USROCKES REGION

Operadon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (br) Cada (4)

9/11/2009 7:00 - 7:15 0.25 COMP 48 P HSM, WORKING WI WIRELINE
7:15 - 8:39 1.40 COMP 37 P MIRUCUTTERS WIRE LINE, P/U PERF GUN, RIH

PERF MESAVERDE USING 3-3/8 EXPEND, 23
GRM, 0.36 " HOLE.
9163'-9165' 3 SPF, 120* PH, 6 HOLES.
9070'-9073' 3 SPH, 120* PH, 9 HOLES.
9045'-904T 3 SPF, 120* PH, 6 HOLES.
9030'-9033' 4 SPF, 90* PH, 12 HOLES.
8996'-8998' 4 SPF, 90* PH, 8 HOLES.[ 41 HOLES]
SWI.

9/14/2009 7:00 - 7:15 0.25 COMP 48 P HSM, REVIEW FRAC PROCEDURE
7:15 - 17:00 9.75 COMP 36 E P MIRU FRAC TECH, FRAC STG #1 IN MESAVERDE

8996'-9165' [41 HOLES]
WHP=1610#, BRK DN PERFS3741#, INJ
PSI=4982#, INJ RT=51.5, ISIP=2612#, PUMP
CHEMICALSLUG @20 BPM, CUT RATE PUSH
INTO FORMATION @5 BPM, 4000#, PUMP'D 4027 o
BBLS SLK WTR W/ 137248# 30/50 MESH W/ 5000#
RESIN COAT INTAIL. ISIP=2863#, FG=.75,
AR=50.6, AP=5012#, MR=52.6, MP=6294#,
NPl=251# 41/41 CALCPERFS OPEN 100%.

STG#2] P/U RIH W/ HALIBURTON CBP & PERF
GUN,SET CBP @8967', PERF MESAVERDE
USING 3-/8 EXPEND, 23 GRM, 0.36" HOLE.
8934'-8947' 3 SPF, 120* PH, 9 HOLES. o
8890'-8899' 3 SPF, 120* PH, 27 HOLES.
8872'-8874' 3 SPF, 120* PH, 6 HOLES. [42 HOLES] Ô

9/15/2009 7:00 - 7:15 0.25 COMP 48 P HSM. FRACING / WIRE LINE

9/28/2009 4:08:03PM

USROCKES REGION

Operadon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (br) Cada (4)

9/11/2009 7:00 - 7:15 0.25 COMP 48 P HSM, WORKING WI WIRELINE
7:15 - 8:39 1.40 COMP 37 P MIRUCUTTERS WIRE LINE, P/U PERF GUN, RIH

PERF MESAVERDE USING 3-3/8 EXPEND, 23
GRM, 0.36 " HOLE.
9163'-9165' 3 SPF, 120* PH, 6 HOLES.
9070'-9073' 3 SPH, 120* PH, 9 HOLES.
9045'-904T 3 SPF, 120* PH, 6 HOLES.
9030'-9033' 4 SPF, 90* PH, 12 HOLES.
8996'-8998' 4 SPF, 90* PH, 8 HOLES.[ 41 HOLES]
SWI.

9/14/2009 7:00 - 7:15 0.25 COMP 48 P HSM, REVIEW FRAC PROCEDURE
7:15 - 17:00 9.75 COMP 36 E P MIRU FRAC TECH, FRAC STG #1 IN MESAVERDE

8996'-9165' [41 HOLES]
WHP=1610#, BRK DN PERFS3741#, INJ
PSI=4982#, INJ RT=51.5, ISIP=2612#, PUMP
CHEMICALSLUG @20 BPM, CUT RATE PUSH
INTO FORMATION @5 BPM, 4000#, PUMP'D 4027 o
BBLS SLK WTR W/ 137248# 30/50 MESH W/ 5000#
RESIN COAT INTAIL. ISIP=2863#, FG=.75,
AR=50.6, AP=5012#, MR=52.6, MP=6294#,
NPl=251# 41/41 CALCPERFS OPEN 100%.

STG#2] P/U RIH W/ HALIBURTON CBP & PERF
GUN,SET CBP @8967', PERF MESAVERDE
USING 3-/8 EXPEND, 23 GRM, 0.36" HOLE.
8934'-8947' 3 SPF, 120* PH, 9 HOLES. o
8890'-8899' 3 SPF, 120* PH, 27 HOLES.
8872'-8874' 3 SPF, 120* PH, 6 HOLES. [42 HOLES] Ô

9/15/2009 7:00 - 7:15 0.25 COMP 48 P HSM. FRACING / WIRE LINE

9/28/2009 4:08:03PM
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USROCKIES REGION

OperaSon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date. 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Stad Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: O/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (br) Code (ft)

7:15 - 17:00 9.75 COMP 36 E P STG #2] WHP=1840#, BRK DN PERFS @3554#,
INJ PS1=5659#, INJ RT=50, ISlP=2955#, FG=.76,
PUMP CHEMICAL SLUG @20 BPM UNTILTOP
PERF SLOW DN TO 5 BPM UNTIL PUSHED BACK
INTO PERFS BRING RATE UP TO 50 BPM.
PUMP'D 1485 BBLS SLK WTR WI 48078# 30/50
MESH W/ 5000# RESIN COAT IN TAIL, ISIP=2865#,
FG=.75, AR=49.8, AP=4576#, MR=50.2, MP=5959#,
NPI=-90#, 33/42 CALC PERFS OPEN 89%

STG #3] P/U RIH WI HALIBURTON 8K CBP& PERF
GUN, SET CBP @875T PERF MESAVERDE
USING 3-3/8 EXPEND [SCALLOP) 23 GRM, 0.36"
HOLE,
8724'-872T 3 SPF, 120* PH, 9 HOLES.
869T-8700' 4 SPF, 90* PH, 12 HOLES.
867T-8681' 3 SPF, 120* PH, 12 HOLES.
8606'-8609' 3 SPF, 120* PH, 9 HOLES. [42 HOLES]

WHP=2147#, BRK DN PERFS @3348#, INJ PSl=#,
INJ RT=, ISIP=2376#, FG=.71, PUMP'D 20 BPM
UNTILSLUG HIT PERFS, CUT RATE TO 4.6 BPM, o
UNTILSLUG GONE PICKED UP RATE TO 50 BPM, O
PUMP'D 2265 BBLS SLK WTR W/ 87693# 30/50 N

MESH WI 5000# RESIN COAT IN TAIL. ISIP=2900#,
FG=.77, AR=50, AP=5141#,MR=50.8, MP=6024#,
NPI=524#, 26/42 CALC PERFS OPEN 62%.

STG#4] P/U RIH WI HALIBURTON SK CBP & PERF o
GUN, SET CBP @8488', PERF MESAVERDE Ë
USING 3-3/8 EXPEND [SCALLOP] 23 GRM, 0.36"
HOLE.
8456'-8458' 4 SPF, 90* PH, 8 HOLES.
8419'-8423' 4 SPF, 90* PH, 16 HOLES.
8329'-8331' 4 SPF, 90* PH, 8 HOLES.
8297'-8299' 2 SPF, 180* PH, 4 HOLES.
8271'-8273' 3 SPF, 120* PH, 6 HOLES. [42 HOLES]
SWIFN.

9/16/2009 7:00 - 7:15 0.25 COMP 48 P HSM, FRACING / WIRE LINE

9/28/2009 4:08:03PM

USROCKIES REGION

OperaSon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date. 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Stad Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: O/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start-End (br) Code (ft)

7:15 - 17:00 9.75 COMP 36 E P STG #2] WHP=1840#, BRK DN PERFS @3554#,
INJ PS1=5659#, INJ RT=50, ISlP=2955#, FG=.76,
PUMP CHEMICAL SLUG @20 BPM UNTILTOP
PERF SLOW DN TO 5 BPM UNTIL PUSHED BACK
INTO PERFS BRING RATE UP TO 50 BPM.
PUMP'D 1485 BBLS SLK WTR WI 48078# 30/50
MESH W/ 5000# RESIN COAT IN TAIL, ISIP=2865#,
FG=.75, AR=49.8, AP=4576#, MR=50.2, MP=5959#,
NPI=-90#, 33/42 CALC PERFS OPEN 89%

STG #3] P/U RIH WI HALIBURTON 8K CBP& PERF
GUN, SET CBP @875T PERF MESAVERDE
USING 3-3/8 EXPEND [SCALLOP) 23 GRM, 0.36"
HOLE,
8724'-872T 3 SPF, 120* PH, 9 HOLES.
869T-8700' 4 SPF, 90* PH, 12 HOLES.
867T-8681' 3 SPF, 120* PH, 12 HOLES.
8606'-8609' 3 SPF, 120* PH, 9 HOLES. [42 HOLES]

WHP=2147#, BRK DN PERFS @3348#, INJ PSl=#,
INJ RT=, ISIP=2376#, FG=.71, PUMP'D 20 BPM
UNTILSLUG HIT PERFS, CUT RATE TO 4.6 BPM, o
UNTILSLUG GONE PICKED UP RATE TO 50 BPM, O
PUMP'D 2265 BBLS SLK WTR W/ 87693# 30/50 N

MESH WI 5000# RESIN COAT IN TAIL. ISIP=2900#,
FG=.77, AR=50, AP=5141#,MR=50.8, MP=6024#,
NPI=524#, 26/42 CALC PERFS OPEN 62%.

STG#4] P/U RIH WI HALIBURTON SK CBP & PERF o
GUN, SET CBP @8488', PERF MESAVERDE Ë
USING 3-3/8 EXPEND [SCALLOP] 23 GRM, 0.36"
HOLE.
8456'-8458' 4 SPF, 90* PH, 8 HOLES.
8419'-8423' 4 SPF, 90* PH, 16 HOLES.
8329'-8331' 4 SPF, 90* PH, 8 HOLES.
8297'-8299' 2 SPF, 180* PH, 4 HOLES.
8271'-8273' 3 SPF, 120* PH, 6 HOLES. [42 HOLES]
SWIFN.

9/16/2009 7:00 - 7:15 0.25 COMP 48 P HSM, FRACING / WIRE LINE

9/28/2009 4:08:03PM
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US ROCKIESREGION

Operadon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWI:O/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub FYU MDFrom Operation
Start-End (hr) Code (ft)

7:15 - 17:00 9.75 COMP 36 E P STG #4 OPEN WELL WHP=2147# BRK DN PERFS
@2899#, INJ PSl=4936#, INJ RT=50.7, ISIP=2269#,
FG=.70,PUMP 20 BPM UNTILCHEMICAL SLUG
HlT TO PERF SLOW RATE TO 3.5 BPM TO PUSH
CHEMICAL INTO FORMATION, P/U RATE TO 50
BPM, PUMP'D 2551 BBLS SLK WTR WI 101601#
30/50 MESH W/ 5000#RESIN COAT INTAIL,
ISIP=2067#, FG=.67, AR=50.4, AP=4507#,
MR=51.7, MP=6239#, NPl=-202#, 35/42 CALC
PERFS OPEN 83%.

STG #5] P/U RIH W/ HALIBURTON8K CBP & PERF
GUN, SET CBP @8212', PERF MESAVERDE
USING 3-3/8 EXPEND [SCALLOP]23 GRM, 0.36"
HOLE.
8180'-8182' 4 SPF, 90* PH, 8 HOLES.
8088'-8092' 4 SPF, 90* PH, 16 HOLES.
805T-8059' 3 SPF, 120* PH, 6 HOLES.
7998'-8000' 3 SPF, 120* PH, 6 HOLES.
7936'-7938' 3 SPF, 120* PH, 6 HOLES. [42 HOLES]

WHP=1851# BRK DN PERFS @3674#, INJ o
PSI=4324#, INJ RT=50.7, ISIP=2265#, FG=.71,
PUMP 20 BPM UNTIL CHEMICALSLUG HIT TO N

PERF SLOW RATE TO 4.5 BPM TO PUSH
CHEMICAL IN TO FORMATION, P/U RATE TO 50
BPM, PUMP'D 1153 BBLSSLK WTR W/ 43314#
30/50 MESH Wl5000#RESIN COAT IN TAIL,
ISIP=2388#, FG=.73, AR=50.7, AP=3900#, o
MR=50.9,MP=5829#, NPI=123#, 42/42 CALC
PERFS OPEN 100%. SWIFN.

9/17/2009 6:30 - 7:00 0.50 COMP 48 P HSM. FRACING & PERFORATING
10:18 - 11:18 1.00 COMP 36 B P STG 6) PU 4 1/2" CBP &3 3/8" EXP GNS, 23 GRM,

.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,893' PERF 7,859'
- 63' 3 SPF, 7,811' - 16' 3SPF, 7,682' - 84' 3SPF,
7,664' - 66' 3SPF, 39 HOLES.
WHP 1,084 PSI, BRK 3,778 PSI @4.9 BPM, ISIP
2,157 PSI, FG .71.

PUMP 59 BBLS @4.5 BPM. INCREASE RATE TO
50.8 @4,775 PSI = 85% HOLES OPEN.
MP 6,034 PSI, MR 51 BPM, AP 4,279 PSI, AR 50.5
BPM, ISIP 2,464 PSI, FG .75, NPI 307 PSI.
PMPD 1,406 BBLS SW &49,403 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
54,403 LBS.

14:37 - 15:25 0.80 COMP 36 B P STG 7) PU 4 1/2" CBP & 3 3/8" EXP GNS, 23 GRM,
.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,516' PERF 7,483'
- 86' 3 SPF, 7,438' - 45' 3SPF, 7,384' - 88' 3SPF, 42
HOLES.
WHP 957 PSI, BRK 3,555 PSI @4.7 BPM, ISIP
1,892 PSI, FG .69.

PUMP @4.5 BPM. TO DISPLACE SCALE
INHIBITOR. INCREASE RATE TO 50.8 @4,675 PSI
= 71% HOLES OPEN.
MP 5,711 PSI, MR 51.3 BPM, AP 3,589 PSI, AR 51
BPM, ISIP 2,310 PSI, FG .74, NPI 418 PSI.
PMPD 1,059 BBLS SW& 29,910 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
34,910 LBS.

9/28/2009 4:08:03PM

US ROCKIESREGION

Operadon Summary Report
Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWI:O/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub FYU MDFrom Operation
Start-End (hr) Code (ft)

7:15 - 17:00 9.75 COMP 36 E P STG #4 OPEN WELL WHP=2147# BRK DN PERFS
@2899#, INJ PSl=4936#, INJ RT=50.7, ISIP=2269#,
FG=.70,PUMP 20 BPM UNTILCHEMICAL SLUG
HlT TO PERF SLOW RATE TO 3.5 BPM TO PUSH
CHEMICAL INTO FORMATION, P/U RATE TO 50
BPM, PUMP'D 2551 BBLS SLK WTR WI 101601#
30/50 MESH W/ 5000#RESIN COAT INTAIL,
ISIP=2067#, FG=.67, AR=50.4, AP=4507#,
MR=51.7, MP=6239#, NPl=-202#, 35/42 CALC
PERFS OPEN 83%.

STG #5] P/U RIH W/ HALIBURTON8K CBP & PERF
GUN, SET CBP @8212', PERF MESAVERDE
USING 3-3/8 EXPEND [SCALLOP]23 GRM, 0.36"
HOLE.
8180'-8182' 4 SPF, 90* PH, 8 HOLES.
8088'-8092' 4 SPF, 90* PH, 16 HOLES.
805T-8059' 3 SPF, 120* PH, 6 HOLES.
7998'-8000' 3 SPF, 120* PH, 6 HOLES.
7936'-7938' 3 SPF, 120* PH, 6 HOLES. [42 HOLES]

WHP=1851# BRK DN PERFS @3674#, INJ o
PSI=4324#, INJ RT=50.7, ISIP=2265#, FG=.71,
PUMP 20 BPM UNTIL CHEMICALSLUG HIT TO N

PERF SLOW RATE TO 4.5 BPM TO PUSH
CHEMICAL IN TO FORMATION, P/U RATE TO 50
BPM, PUMP'D 1153 BBLSSLK WTR W/ 43314#
30/50 MESH Wl5000#RESIN COAT IN TAIL,
ISIP=2388#, FG=.73, AR=50.7, AP=3900#, o
MR=50.9,MP=5829#, NPI=123#, 42/42 CALC
PERFS OPEN 100%. SWIFN.

9/17/2009 6:30 - 7:00 0.50 COMP 48 P HSM. FRACING & PERFORATING
10:18 - 11:18 1.00 COMP 36 B P STG 6) PU 4 1/2" CBP &3 3/8" EXP GNS, 23 GRM,

.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,893' PERF 7,859'
- 63' 3 SPF, 7,811' - 16' 3SPF, 7,682' - 84' 3SPF,
7,664' - 66' 3SPF, 39 HOLES.
WHP 1,084 PSI, BRK 3,778 PSI @4.9 BPM, ISIP
2,157 PSI, FG .71.

PUMP 59 BBLS @4.5 BPM. INCREASE RATE TO
50.8 @4,775 PSI = 85% HOLES OPEN.
MP 6,034 PSI, MR 51 BPM, AP 4,279 PSI, AR 50.5
BPM, ISIP 2,464 PSI, FG .75, NPI 307 PSI.
PMPD 1,406 BBLS SW &49,403 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
54,403 LBS.

14:37 - 15:25 0.80 COMP 36 B P STG 7) PU 4 1/2" CBP & 3 3/8" EXP GNS, 23 GRM,
.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,516' PERF 7,483'
- 86' 3 SPF, 7,438' - 45' 3SPF, 7,384' - 88' 3SPF, 42
HOLES.
WHP 957 PSI, BRK 3,555 PSI @4.7 BPM, ISIP
1,892 PSI, FG .69.

PUMP @4.5 BPM. TO DISPLACE SCALE
INHIBITOR. INCREASE RATE TO 50.8 @4,675 PSI
= 71% HOLES OPEN.
MP 5,711 PSI, MR 51.3 BPM, AP 3,589 PSI, AR 51
BPM, ISIP 2,310 PSI, FG .74, NPI 418 PSI.
PMPD 1,059 BBLS SW& 29,910 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
34,910 LBS.

9/28/2009 4:08:03PM
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USROCKiBS REGION

Well: NBU922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date. 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLET10N Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time i Duratior Phase Code Sub P/U MDFrom Operation
Start-and (hr) Code (ft)

15:25 - 15:25 0.00 COMP STG 8 ) PU 4 1/2" CBP & 3 3/8" EXP GNS, 23 GRM,
.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,120' PERF
7,080-90, 4SPF, 40 HOLES.
WHP 639 PSI, BRK 2,759 PSI @4.7 BPM, ISIP
1,291 PS1, FG .62.

PUMP 50.5 @4,555 PSI = 60% HOLES OPEN.
MP 5,847 PSI, MR 50.8 BPM, AP 4,488 PSI, AR 50.1
BPM, ISIP 2,570 PSI, FG .80, NPl 1,279 PSI.
PMPD 698 BBLS SW & 31,040 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
36,040 LBS.

9/18/2009 7:00 - 7:15 0.25 COMP 48 P HSM, RIGGING DN EQUIP
7:15 - 15:00 7.75 COMP 47 A P P/U RIH Wl HALIBURTON SK CBP, SET CBP @

7080' [TOP KILL]SWI.
9/23/2009 12:00 - 18:00 6.00 COMP 31 I P MOVE OVER FROM 922-29P3AS. RUSU. ND FRAC

VALVES. NU BOP. RU FLOOR AND TBG EQUIP.
MU 3-7/8" HURRICANE MILL, POBS, AND 1.87"
XN-NIPPLE. R1HAS MEAS AND PU JTS 2-3/8"
L-80 TBG. TAG AT 7002' W/222-JTS IN. RU PWR
SWIVEL. SDFN.

9/24/2009 7:00 - 7:30 0.50 COMP 48 P JSA- D/O PLUGS. TRIPPING PIPE.

9/28/2009 4:08:03PM

USROCKiBS REGION

Well: NBU922-29P [BLUE] Spud Conductor. 3/4/2009 Spud Date. 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLET10N Start Date: 9/11/2009 End Date: 9/24/2009

Active Datum: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/0
Level)

Date Time i Duratior Phase Code Sub P/U MDFrom Operation
Start-and (hr) Code (ft)

15:25 - 15:25 0.00 COMP STG 8 ) PU 4 1/2" CBP & 3 3/8" EXP GNS, 23 GRM,
.36 HOLES, 120 DEG PHASING. RIH
SET HALLIBURTON8K CBP @7,120' PERF
7,080-90, 4SPF, 40 HOLES.
WHP 639 PSI, BRK 2,759 PSI @4.7 BPM, ISIP
1,291 PS1, FG .62.

PUMP 50.5 @4,555 PSI = 60% HOLES OPEN.
MP 5,847 PSI, MR 50.8 BPM, AP 4,488 PSI, AR 50.1
BPM, ISIP 2,570 PSI, FG .80, NPl 1,279 PSI.
PMPD 698 BBLS SW & 31,040 LBS 30/50 SND &
5,000 LBS 20/40 RESIN SAND. TOTAL PROP
36,040 LBS.

9/18/2009 7:00 - 7:15 0.25 COMP 48 P HSM, RIGGING DN EQUIP
7:15 - 15:00 7.75 COMP 47 A P P/U RIH Wl HALIBURTON SK CBP, SET CBP @

7080' [TOP KILL]SWI.
9/23/2009 12:00 - 18:00 6.00 COMP 31 I P MOVE OVER FROM 922-29P3AS. RUSU. ND FRAC

VALVES. NU BOP. RU FLOOR AND TBG EQUIP.
MU 3-7/8" HURRICANE MILL, POBS, AND 1.87"
XN-NIPPLE. R1HAS MEAS AND PU JTS 2-3/8"
L-80 TBG. TAG AT 7002' W/222-JTS IN. RU PWR
SWIVEL. SDFN.

9/24/2009 7:00 - 7:30 0.50 COMP 48 P JSA- D/O PLUGS. TRIPPING PIPE.

9/28/2009 4:08:03PM
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USROCKIESREGION

Operaton Summary Report
Weli: NBU 922-29P (BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009
Active Datum: RKB @4,939.00ft(above Mean Sea UWl: O/9/S/22/E/29/0/SESE/6/PMlŠ/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start End (ht) Code (ft)

7:30 - 19:00 11.50 COMP 44 C P P-TEST BOP AND LINES TO 3000#. GOOD. EST
ClRC. D/O PLUGS.

#1- C/O 35' SAND TO CBP AT 7030'. D/O IN 7 MIN.
25# INC. RIH.
#2- CIO 30' SAND TO CBP AT 7120'. D/O IN 10
MIN. 50# INC. RIH.
#3- C/O 30' SAND TO CBP AT 7516'. D/O IN 7 MIN.
100# INC. RIH.
#4- C/O 30' SAND TO CBP AT 7893'. D/O IN 5 MIN.
50# INC. RIH.
#5- C/O 30' SAND TO CBP AT 8212'. D/O IN 8 MIN.
50# INC. RIH.
#6- C/O 30' SAND TO CBP AT 8488'. DIO IN 7 MIN.
50# INC. RIH.
#7- C/O 25' SAND TO CBP AT 8757'. D/O IN 5 MIN.
50# INC. RIH.
#8- CIO 30' SAND TO CBP AT 8967'. D/O IN 6 MIN.
50#lNC.RIH
PBTD- TAG SAND AT 9093'. C/O 133' SAND TO
PBTD AT 9226' (61' RATHOLE) W/ 292-JTS 2-3/8"
L-80 TBG IN. CIRC CLEAN.

RD PWR SWlVEL. POOH AS LD 84-JTS TBG. PU N

4" 10K HANGER. LUB IN AND LAND.THREADS
GALLED AS UNSCREWING JT. NOT SURE OF N

THREADS. ND AND RAISE BOP. THREADS OD TO
PULL. NU BOP. ATTEMPT TO EQUALlZE- NEEDLE
VALVES PLUGGED. BLEED OFF AND REMOVE o
EQUALIZINGLINE. USE RIGPMP AND EQUALIZE. i
LUB OUT HANGER.X-OUT HANGER. LUB IN4"
10K HANGER AND LAND 208-JTS 2-3/8" L-80 TBG
W/ EOT AT 6583.32'. RD FLOOR. ND BOP. NU WH. Ô
HOOK UP TO RIG PMP. PMP 15 BBLS AND
RELEASE POBS AT 2800 PSI. GOOD. RDSU. >
MOVE OVER TO NBU 922-29P2DS. RUSU. ND m
FRAC VALVES. NU BOP. RU FLOOR. SDFN O

TBG DETAIL KB 13.00 315 JTS $
DELIVERED
4" 10K FMC HANGER .83 106 JTS
RETURNED
208-JTS 2-3/8" L-80 6567.29 1-JT
GALLED
1.87"XN (FE POBS) 2.20 14,796
BBLS PMP

EOT 6583.32 4500
BBLS RCVR

10,296
BBLS LTR

14:15 - PROD 50 WELL TURNED TO SALE @ 1415 HRON 9/24/09 -

FTP 3500#, CP 2200#, 1200 MCFD, 50 BWPD,
18/64 CK

9/25/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 2900#, TP 1950#, 20/64"
CK, 50 BWPH, MEDIUMSAND, - GAS
TTL BBLS RECOVERED: 5240
BBLS LEFT TO RECOVER: 9556

9/26/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3200#, TP 2450#, 16/64"
CK, 45 BWPH, MEDIUMSAND, - GAS
TTL BBLS RECOVERED: 6373
BBLS LEFT TO RECOVER: 8423

9/28/2009 4:08:03PM

USROCKIESREGION

Operaton Summary Report
Weli: NBU 922-29P (BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 9/11/2009 End Date: 9/24/2009
Active Datum: RKB @4,939.00ft(above Mean Sea UWl: O/9/S/22/E/29/0/SESE/6/PMlŠ/1,056.00/E/0/774.00/0/0
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Start End (ht) Code (ft)

7:30 - 19:00 11.50 COMP 44 C P P-TEST BOP AND LINES TO 3000#. GOOD. EST
ClRC. D/O PLUGS.

#1- C/O 35' SAND TO CBP AT 7030'. D/O IN 7 MIN.
25# INC. RIH.
#2- CIO 30' SAND TO CBP AT 7120'. D/O IN 10
MIN. 50# INC. RIH.
#3- C/O 30' SAND TO CBP AT 7516'. D/O IN 7 MIN.
100# INC. RIH.
#4- C/O 30' SAND TO CBP AT 7893'. D/O IN 5 MIN.
50# INC. RIH.
#5- C/O 30' SAND TO CBP AT 8212'. D/O IN 8 MIN.
50# INC. RIH.
#6- C/O 30' SAND TO CBP AT 8488'. DIO IN 7 MIN.
50# INC. RIH.
#7- C/O 25' SAND TO CBP AT 8757'. D/O IN 5 MIN.
50# INC. RIH.
#8- CIO 30' SAND TO CBP AT 8967'. D/O IN 6 MIN.
50#lNC.RIH
PBTD- TAG SAND AT 9093'. C/O 133' SAND TO
PBTD AT 9226' (61' RATHOLE) W/ 292-JTS 2-3/8"
L-80 TBG IN. CIRC CLEAN.

RD PWR SWlVEL. POOH AS LD 84-JTS TBG. PU N

4" 10K HANGER. LUB IN AND LAND.THREADS
GALLED AS UNSCREWING JT. NOT SURE OF N

THREADS. ND AND RAISE BOP. THREADS OD TO
PULL. NU BOP. ATTEMPT TO EQUALlZE- NEEDLE
VALVES PLUGGED. BLEED OFF AND REMOVE o
EQUALIZINGLINE. USE RIGPMP AND EQUALIZE. i
LUB OUT HANGER.X-OUT HANGER. LUB IN4"
10K HANGER AND LAND 208-JTS 2-3/8" L-80 TBG
W/ EOT AT 6583.32'. RD FLOOR. ND BOP. NU WH. Ô
HOOK UP TO RIG PMP. PMP 15 BBLS AND
RELEASE POBS AT 2800 PSI. GOOD. RDSU. >
MOVE OVER TO NBU 922-29P2DS. RUSU. ND m
FRAC VALVES. NU BOP. RU FLOOR. SDFN O

TBG DETAIL KB 13.00 315 JTS $
DELIVERED
4" 10K FMC HANGER .83 106 JTS
RETURNED
208-JTS 2-3/8" L-80 6567.29 1-JT
GALLED
1.87"XN (FE POBS) 2.20 14,796
BBLS PMP

EOT 6583.32 4500
BBLS RCVR

10,296
BBLS LTR

14:15 - PROD 50 WELL TURNED TO SALE @ 1415 HRON 9/24/09 -

FTP 3500#, CP 2200#, 1200 MCFD, 50 BWPD,
18/64 CK

9/25/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 2900#, TP 1950#, 20/64"
CK, 50 BWPH, MEDIUMSAND, - GAS
TTL BBLS RECOVERED: 5240
BBLS LEFT TO RECOVER: 9556

9/26/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3200#, TP 2450#, 16/64"
CK, 45 BWPH, MEDIUMSAND, - GAS
TTL BBLS RECOVERED: 6373
BBLS LEFT TO RECOVER: 8423

9/28/2009 4:08:03PM
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USROOKIESREGION

operadonSummary Report
Weil: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-U1NTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION IStart Date: 9/11/2009 End Date: 9/24/2009

Active Daturn: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Stad M N i Code

9/27/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3400#, TP 2300#, 16/64"
CK, 35 BWPH, LIGHT SAND, - GAS
TTL BBLS RECOVERED: 7258
BBLS LEFT TO RECOVER: 7538

9/28/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3250#, TP 2350#, 16/64"
CK, 25 BWPH, LIGHT SAND, - GAS
TTL BBLS RECOVERED: 7891
BBLS LEFT TO RECOVER: 6905

oo

9/28/2009 4:08:03PM

USROOKIESREGION

operadonSummary Report
Weil: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud Date: 3/16/2009

Project: UTAH-U1NTAH Site: NBU 922-29P PAD Rig Name No: GWS 1/1

Event: COMPLETION IStart Date: 9/11/2009 End Date: 9/24/2009

Active Daturn: RKB @4,939.00ft(above Mean Sea UWl: 0/9/S/22/E/29/0/SESE/6/PM/S/1,056.00/E/0/774.00/0/O
Level)

Date Time Duration Phase Code Sub P/U MDFrom Operation
Stad M N i Code

9/27/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3400#, TP 2300#, 16/64"
CK, 35 BWPH, LIGHT SAND, - GAS
TTL BBLS RECOVERED: 7258
BBLS LEFT TO RECOVER: 7538

9/28/2009 7:00 - 33 A 7 AM FLBK REPORT: CP 3250#, TP 2350#, 16/64"
CK, 25 BWPH, LIGHT SAND, - GAS
TTL BBLS RECOVERED: 7891
BBLS LEFT TO RECOVER: 6905

oo

9/28/2009 4:08:03PM



API Well No: 43047500770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 1207 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 922-29P 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047500770000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1076 FSL 0755 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

10/27/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Based on the pit refurb approval granted on August 10, 2009 for the NBU
922-29P Pad, Kerr-McGee Oil & Gas Onshore, LP would like to request to

utilize this pit as a Frac Factory staging pit to be utilized for other completion
operations in the area. There will be a 2-400 bbl upright skim tanks placed on
the location. The trucks will unload water into these tanks before the water is
placed into the refurbed pit. The purpose of the skim tanks is to collect any
hydro-carbons that may have been associated with the other completion

operations before releasing into the pit. We plan to keep this pit open for 1
year. During this time the surrounding well location completion fluids will be

recycled in this pit and utilized for other frac jobs in the area. Please contact the undersigned with any
questions and/or comments. Thank you. 

NAME (PLEASE PRINT)  
 Danielle Piernot

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 10/26/2009

PHONE NUMBER:
720 929-6007  Ext 

Frac Factory Pit

 

PHONE NUMBER
720 929-6156

October 26, 2009

October 29, 2009

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEASE1DE0s7IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/27/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Frac Factory Pit

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Based on the pit refurb approval granted on August 10, 2009 for the NBU
922-29P Pad, Kerr-McGee Oil & Gas Onshore, LP would like to request to Approved by the

utilize this pit as a Frac Factory staging pit to be utilized for other completion Utah Division of
operations in the area. There will be a 2-400 bbl upright skim tanks placed on Oil, Gas and Mining
the location. The trucks will unload water into these tanks before the water is

placed into the refurbed pit. The purpose of the skim tanks is to collect anþate: October 29, 2009
hydro-carbons that may have been associated with the other completion

operations before releasing into the pit. We plan to keep this pit open for 1By:
year. During this time the surrounding well location completion fluids will be

recycled in this pit and utilized for other frac jobs in the area. Please contact the undersigned with any
questions and/or comments. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 10/26/2009

RECEIVED October 26,

iPI Well No: 43047500770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEASE1DE0s7IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1076 FSL 0755 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESE Section: 29 Township: 09.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/27/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Frac Factory Pit

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Based on the pit refurb approval granted on August 10, 2009 for the NBU
922-29P Pad, Kerr-McGee Oil & Gas Onshore, LP would like to request to Approved by the

utilize this pit as a Frac Factory staging pit to be utilized for other completion Utah Division of
operations in the area. There will be a 2-400 bbl upright skim tanks placed on Oil, Gas and Mining
the location. The trucks will unload water into these tanks before the water is

placed into the refurbed pit. The purpose of the skim tanks is to collect anþate: October 29, 2009
hydro-carbons that may have been associated with the other completion

operations before releasing into the pit. We plan to keep this pit open for 1By:
year. During this time the surrounding well location completion fluids will be

recycled in this pit and utilized for other frac jobs in the area. Please contact the undersigned with any
questions and/or comments. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 10/26/2009

RECEIVED October 26,



ATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO 1207

WELL CQMPLETION OR RECOMPLETION REPORT AND LOG
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

1a. TYPE OF WELL: O
LL

SLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:
W HORZ. EEP- RNE-fRY DREFSFVR,

OTHER NBU 922-29P
2. NAME OF OPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304750077
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

P.O. BOX 173779 civv DENVER STATE CO ZIP 80217 (720) 929-6100 NATURAL BUTTES
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 1076 FSL & 755 FEL SEC. 29-98-22E

SESE 29 9S 22E
AT TOP PRODUCINGINTERVAL REPORTED BELOW: 1100 FSL & 761 FEL SEC. 29-9S-22E

12. COUNTY 13. STATE
ATTOTALDEPTH: 1056 FSL & 765 FEL SEC. 29-9S-22E S£ SÊ UINTAH UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):

3/4/2009 7/9/2009 9/25/2009 ABANDONED READY TO PRODUCE 4926' GL
18. TOTAL DEPTH: MD 9,290 19. PLUG BACK T.D.: MD 9,230 20. IF MULTIPLE COMPLETIONS, HOW MANY7 * 21. DEPTH BRIDGE MD

TVD 9-2 O TVD
PLUG SET:

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copyof each) 23.

OUSTICCBL-CCL-GR- V- RT L DSN CLR WASWELLCORED? NO YES (Submitanalysis)

WAS DST RUN7 NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#llt.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMEONF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

20" 14" STL 36.7# 40 28

12 1/4" 9 5/8 J-55 40# 2,240 550

7 7/8" 4 1/2 I-80 11.6# 9,274 1970

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" | 6,583 |
26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATlÒN NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) MESAVERDE 7,080 9,165 7,080 9,165 0.36 330 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

7,080-9,165 PMP 14,644 BBLS SLICK H20 & 543,287 LBS 30/50 SD.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAUMECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTI ggÏfBD PRODO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

NOVO2 2M
(5/2000) (CONTINUEDON BACK)

1)N.0FOIL,GAS&

ATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ST UO 1207

WELL CQMPLETION OR RECOMPLETION REPORT AND LOG
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

1a. TYPE OF WELL: O
LL

SLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:
W HORZ. EEP- RNE-fRY DREFSFVR,

OTHER NBU 922-29P
2. NAME OF OPERATOR: 9. API NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304750077
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

P.O. BOX 173779 civv DENVER STATE CO ZIP 80217 (720) 929-6100 NATURAL BUTTES
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 1076 FSL & 755 FEL SEC. 29-98-22E

SESE 29 9S 22E
AT TOP PRODUCINGINTERVAL REPORTED BELOW: 1100 FSL & 761 FEL SEC. 29-9S-22E

12. COUNTY 13. STATE
ATTOTALDEPTH: 1056 FSL & 765 FEL SEC. 29-9S-22E S£ SÊ UINTAH UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):

3/4/2009 7/9/2009 9/25/2009 ABANDONED READY TO PRODUCE 4926' GL
18. TOTAL DEPTH: MD 9,290 19. PLUG BACK T.D.: MD 9,230 20. IF MULTIPLE COMPLETIONS, HOW MANY7 * 21. DEPTH BRIDGE MD

TVD 9-2 O TVD
PLUG SET:

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copyof each) 23.

OUSTICCBL-CCL-GR- V- RT L DSN CLR WASWELLCORED? NO YES (Submitanalysis)

WAS DST RUN7 NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#llt.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMEONF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

20" 14" STL 36.7# 40 28

12 1/4" 9 5/8 J-55 40# 2,240 550

7 7/8" 4 1/2 I-80 11.6# 9,274 1970

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" | 6,583 |
26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATlÒN NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) MESAVERDE 7,080 9,165 7,080 9,165 0.36 330 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

7,080-9,165 PMP 14,644 BBLS SLICK H20 & 543,287 LBS 30/50 SD.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAUMECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTI ggÏfBD PRODO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

NOVO2 2M
(5/2000) (CONTINUEDON BACK)

1)N.0FOIL,GAS&



31. INITIAL PRODUCTION INTERVAL A (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

9/25/2009 10/5/2009 24 RATES: -+ 2 2,074 214 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

16/64 471 2,879 RATES: -+ 2 2,074 214 PROD
INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SlZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES: -

INTERVAL C (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SlZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetool open, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (Measu Depth)

GREEN RIVER 1,347
MAHOGANY 2,100
WASATCH 4,569 7,047
MESAVERDE 7,122 9,265

35. ADDITIONAL REMARK. (Include plugg ng procedure)

ATTACHED TO THIS COMPLETION REPORT IS THE CHRONOLOGICAL WELL HISTORY AND EOWR.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINp ANDY LYTLE TITLE REGULATORY ANALYST

SIGNATURE DATI- 10/22/2009

This report must be su d wit 30 days of
e completingor plu new well e reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
e recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

**ITEM24: Cement Top-Show how reportedtop(s)ofcement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City,Utah 84114-5801

31. INITIAL PRODUCTION INTERVAL A (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

9/25/2009 10/5/2009 24 RATES: -+ 2 2,074 214 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

16/64 471 2,879 RATES: -+ 2 2,074 214 PROD
INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SlZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES: -

INTERVAL C (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SlZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetool open, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (Measu Depth)

GREEN RIVER 1,347
MAHOGANY 2,100
WASATCH 4,569 7,047
MESAVERDE 7,122 9,265

35. ADDITIONAL REMARK. (Include plugg ng procedure)

ATTACHED TO THIS COMPLETION REPORT IS THE CHRONOLOGICAL WELL HISTORY AND EOWR.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINp ANDY LYTLE TITLE REGULATORY ANALYST

SIGNATURE DATI- 10/22/2009

This report must be su d wit 30 days of
e completingor plu new well e reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existingwell bore e significantlydeepening an existingwell bore below the previous bottom-hole depth
e recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

**ITEM24: Cement Top-Show how reportedtop(s)ofcement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City,Utah 84114-5801
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Measured Depth Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 131
Calculation Method: Minimum Curvature

Local North: True
10500 Location: Sec 29 T9S R22E

PROJECT DETAILS: Uintah County, UT NAD27 Design: OH (NBU 922-29P/OH)
11250-
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Rocky Mountain ÕÑÑons
Arvey Report

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: Uintah County, UT NAD27 TVD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL4922' &RKB13' @4935.00ft (Ensign 139)
Well: NBU922-29P Nodh Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Project Uintah County, UT NAD27

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site NBU 922-29P Pad, Sec 29 T9S R22E

Site Position: Northing: 614,596.44ft Latitude: 40° O' 10.000 N
From: Lat/Long Easting: 2,572,416.02 ft Longitude: 109° 27' 23.190 W
Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 1.31 °

Well NBU 922-29P, 106T FSL 756' FEL

Well Position +NI-S 0.00 ft Northing: 614,586.94 ft Latitude: 40° O'9.906 N
+El-W 0.00 ft Easting: 2,572,416.31 ft Longitude: 109° 2T 23.189 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 4,922.00ft

Wellbore OH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (*) (nT)

IGRF200510 2009-04-28 11.31 65.94 52,576

Design OH

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

13.00 0.00 0.00 219.35

Survey Program Date 2009-07-13

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

113.00 2,113.00 Survey #1 (OH) NS-GYRO-MS North sensing gyrocompassing m/s
2,344.00 9,290.00 Survey #2 -7 7/8" Hole (OH) MWD SDI MWD - Standard ver 1.0.1

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (*) (ft) (ft) (ft) (ft) (*l100ft) (°l100ft) (°Ii00ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
113.00 0.50 205.25 113.00 -0.45 -0.21 0.48 0.44 0.44 0.00
213.00 0.50 189.23 212.99 -1.27 -0.47 1.28 0.14 0.00 -16.02

313.00 0.75 198.20 312.99 -2.32 -0.74 2.27 0.27 0.25 8.97
413.00 0.75 193.08 412.98 -3.58 -1.09 3.46 0.07 0.00 -5.12

513.00 0.50 206.06 512.97 -4.61 -1.43 4.48 0.29 -0.25 12.98
613.00 0.50 209.04 612.97 -5.39 -1.84 5.33 0.03 0.00 2.98
713.00 0.25 216.02 712.97 -5.94 -2.18 5.98 0.25 -0.25 6.98
813.00 0.25 195.00 812.97 -6.33 -2.36 6.39 0.09 0.00 -21.02

913.00 0.25 130.98 912.97 -6.68 -2.25 6.60 0.27 0.00 -64.02

1,013.00 0.25 118.96 1,012.97 -6.93 -1.90 6.56 0.05 0.00 -12.02

1,113.00 0.25 312.94 1,112.97 -6.89 -1.87 6.51 0.50 0.00 -166.02

2009-07-13 2 20 30PM Page 2 COMPASS 2003.16 Build

ScientificDrilling
Scientific Drilling

Rocky Mountain ÕÑÑons
Arvey Report

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: Uintah County, UT NAD27 TVD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL4922' &RKB13' @4935.00ft (Ensign 139)
Well: NBU922-29P Nodh Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Project Uintah County, UT NAD27

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site NBU 922-29P Pad, Sec 29 T9S R22E

Site Position: Northing: 614,596.44ft Latitude: 40° O' 10.000 N
From: Lat/Long Easting: 2,572,416.02 ft Longitude: 109° 27' 23.190 W
Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 1.31 °

Well NBU 922-29P, 106T FSL 756' FEL

Well Position +NI-S 0.00 ft Northing: 614,586.94 ft Latitude: 40° O'9.906 N
+El-W 0.00 ft Easting: 2,572,416.31 ft Longitude: 109° 2T 23.189 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 4,922.00ft

Wellbore OH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (*) (nT)

IGRF200510 2009-04-28 11.31 65.94 52,576

Design OH

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

13.00 0.00 0.00 219.35

Survey Program Date 2009-07-13

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

113.00 2,113.00 Survey #1 (OH) NS-GYRO-MS North sensing gyrocompassing m/s
2,344.00 9,290.00 Survey #2 -7 7/8" Hole (OH) MWD SDI MWD - Standard ver 1.0.1

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (*) (ft) (ft) (ft) (ft) (*l100ft) (°l100ft) (°Ii00ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
113.00 0.50 205.25 113.00 -0.45 -0.21 0.48 0.44 0.44 0.00
213.00 0.50 189.23 212.99 -1.27 -0.47 1.28 0.14 0.00 -16.02

313.00 0.75 198.20 312.99 -2.32 -0.74 2.27 0.27 0.25 8.97
413.00 0.75 193.08 412.98 -3.58 -1.09 3.46 0.07 0.00 -5.12

513.00 0.50 206.06 512.97 -4.61 -1.43 4.48 0.29 -0.25 12.98
613.00 0.50 209.04 612.97 -5.39 -1.84 5.33 0.03 0.00 2.98
713.00 0.25 216.02 712.97 -5.94 -2.18 5.98 0.25 -0.25 6.98
813.00 0.25 195.00 812.97 -6.33 -2.36 6.39 0.09 0.00 -21.02

913.00 0.25 130.98 912.97 -6.68 -2.25 6.60 0.27 0.00 -64.02

1,013.00 0.25 118.96 1,012.97 -6.93 -1.90 6.56 0.05 0.00 -12.02

1,113.00 0.25 312.94 1,112.97 -6.89 -1.87 6.51 0.50 0.00 -166.02

2009-07-13 2 20 30PM Page 2 COMPASS 2003.16 Build
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Spigggpþgggg Survey Report
Rocky MountainOperations

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: Uintah County, UT NAD27 TVD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Well: NBU 922-29P North Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (*) (II) (ft) (ft) (ft) (°Ii00ft) (°/100ft) (°Ii00ft)

1,213.00 0.25 244.91 1,212.96 -6.83 -2.22 6.69 0.28 0.00 -68.03

1,313.00 0.25 98.92 1,312.96 -6.96 -2.21 6.78 0.48 0.00 -145.99

1,413.00 0.25 342.95 1,412.96 -6.79 -2.05 6.55 0.42 0.00 -115.97

1,513.00 0.25 259.98 1,512.96 -6.62 -2.33 6.59 0.33 0.00 -82.97

1,613.00 0.25 236.01 1,612.96 -6.78 -2.73 6.97 0.10 0.00 -23.97

1,713.00 0.50 266.03 1,712.96 -6.93 -3.35 7.48 0.31 0.25 30.02
1,813.00 0.50 263.06 1,812.96 -7.01 -4.21 8.09 0.03 0.00 -2.97

1,913.00 0.75 249.09 1,912.95 -7.30 -5.26 8.98 0.29 0.25 -13.97

2,013.00 0.75 224.12 2,012.94 -8.00 -6.32 10.20 0.32 0.00 -24.97

2,113.00 0.75 229.30 2,112.93 -8.90 -7.28 11.49 0.07 0.00 5.18
Last Multi-Shot Surface Survey

2,344.00 1.02 224.93 2,343.91 -11.34 -9.88 15.03 0.12 0.12 -1.89

First MWD Survey
2,434.00 0.03 302.73 2,433.90 -11.89 -10.46 15.83 1.13 -1.10 86.44
2,525.00 1.02 56.82 2,524.90 -11.44 -9.80 15.06 1.13 1.09 125.37

2,615.00 0.61 72.92 2,614.89 -10.86 -8.67 13.90 0.52 -0.46 17.89
2,706.00 1.56 4.40 2,705.87 -9.48 -8.12 12.48 1.60 1.04 -75.30

2,796.00 1.07 14.09 2,795.85 -7.44 -7.82 10.71 0.60 -0.54 10.77
2,887.00 0.56 343.58 2,886.84 -6.19 -7.74 9.69 0.72 -0.56 -33.53

2,977.00 0.69 358.66 2,976.83 -5.23 -7.87 9.04 0.23 0.14 16.76

3,068.00 0.34 265.16 3,067.83 -4.70 -8.16 8.81 0.87 -0.38 -102.75

3,158.00 0.39 166.87 3,157.83 -5.02 -8.35 9.18 0.61 0.06 -109.21

3,249.00 1.17 93.08 3,248.82 -5.38 -7.35 8.82 1.24 0.86 -81.09

3,339.00 0.74 112.49 3,338.81 -5.65 -5.90 8.11 0.59 -0.48 21.57
3,430.00 1.40 54.18 3,429.80 -5.22 -4.45 6.86 1.31 0.73 -64.08

3,520.00 1.07 51.53 3,519.77 -4.06 -2.91 4.98 0.37 -0.37 -2.94

3,611.00 0.63 68.33 3,610.76 -3.34 -1.78 3.71 0.55 -0.48 18.46
3,701.00 1.08 12.83 3,700.76 -2.33 -1.13 2.52 0.99 0.50 -61.67

3,792.00 0.47 23.72 3,791.75 -1.16 -0.79 1.39 0.69 -0.67 11.97
3,882.00 0.50 173.86 3,881.75 -1.21 -0.60 1.31 1.04 0.03 166.82

3,973.00 0.41 32.93 3,972.74 -1.33 -0.38 1.27 0.94 -0.10 -154.87

4,064.00 0.28 279.63 4,063.74 -1.02 -0.42 1.05 0.64 -0.14 -124.51

4,154.00 0.31 7.77 4,153.74 -0.74 -0.60 0.95 0.46 0.03 97.93
4,245.00 0.90 7.92 4,244.74 0.21 -0.47 0.14 0.65 0.65 0.16
4,335.00 0.36 350.37 4,334.73 1.19 -0.42 -0.65 0.63 -0.60 -19.50

4,426.00 0.20 164.55 4,425.73 1.32 -0.43 -0.75 0.61 -0.18 191.41
4,516.00 0.67 44.88 4,515.73 1.54 -0.01 -1.18 0.88 0.52 -132.97

4,607.00 1.75 7.72 4,606.71 3.29 0.55 -2.90 1.41 1.19 -40.84

4,697.00 1.20 7.43 4,696.68 5.59 0.86 -4.87 0.61 -0.61 -0.32

4,788.00 0.85 27.14 4,787.66 7.14 1.29 -6.33 0.54 -0.38 21.66

4,878.00 0.51 42.32 4,877.66 8.03 1.86 -7.39 0.42 -0.38 16.87
4,969.00 0.40 59.64 4,968.66 8.49 2.41 -8.09 0.19 -0.12 19.03
5,060.00 0.20 18.78 5,059.65 8.80 2.73 -8.54 0.31 -0.22 -44.90

5,150.00 1.39 6.20 5,149.64 10.03 2.90 -9.60 1.33 1.32 -13.98

5,241.00 1.04 25.80 5,240.62 11.87 3.38 -11.32 0.59 -0.38 21.54

5,331.00 0.56 355.50 5,330.61 13.05 3.70 -12.43 0.69 -0.53 -33.67

5,422.00 0.30 317.25 5,421.61 13.66 3.50 -12.79 0.41 -0.29 -42.03

5,512.00 0.21 275.45 5,511.61 13.85 3.18 -12.73 0.22 -0.10 -46.44

5,603.00 0.24 150.83 5,602.61 13.70 3.11 -12.57 0.44 0.03 -136.95

5,694.00 0.87 313.30 5,693.61 14.01 2.70 -12.54 1.21 0.69 178.54

5,784.00 0.77 326.68 5,783.60 14.98 1.87 -12.77 0.24 -0.11 14.87
5,875.00 0.37 327.97 5,874.59 15.74 1.38 -13.05 0.44 -0.44 1.42
5,965.00 0.30 211.00 5,964.59 15.79 1.10 -12.91 0.64 -0.08 -129.97

6,055.00 0.44 183.90 6,054.59 15.24 0.96 -12.39 0.24 0.16 -30.11
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Scientific Drilling

Spigggpþgggg Survey Report
Rocky MountainOperations

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: Uintah County, UT NAD27 TVD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL 4922' & RKB 13' @4935.00ft (Ensign 139)
Well: NBU 922-29P North Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (*) (II) (ft) (ft) (ft) (°Ii00ft) (°/100ft) (°Ii00ft)

1,213.00 0.25 244.91 1,212.96 -6.83 -2.22 6.69 0.28 0.00 -68.03

1,313.00 0.25 98.92 1,312.96 -6.96 -2.21 6.78 0.48 0.00 -145.99

1,413.00 0.25 342.95 1,412.96 -6.79 -2.05 6.55 0.42 0.00 -115.97

1,513.00 0.25 259.98 1,512.96 -6.62 -2.33 6.59 0.33 0.00 -82.97

1,613.00 0.25 236.01 1,612.96 -6.78 -2.73 6.97 0.10 0.00 -23.97

1,713.00 0.50 266.03 1,712.96 -6.93 -3.35 7.48 0.31 0.25 30.02
1,813.00 0.50 263.06 1,812.96 -7.01 -4.21 8.09 0.03 0.00 -2.97

1,913.00 0.75 249.09 1,912.95 -7.30 -5.26 8.98 0.29 0.25 -13.97

2,013.00 0.75 224.12 2,012.94 -8.00 -6.32 10.20 0.32 0.00 -24.97

2,113.00 0.75 229.30 2,112.93 -8.90 -7.28 11.49 0.07 0.00 5.18
Last Multi-Shot Surface Survey

2,344.00 1.02 224.93 2,343.91 -11.34 -9.88 15.03 0.12 0.12 -1.89

First MWD Survey
2,434.00 0.03 302.73 2,433.90 -11.89 -10.46 15.83 1.13 -1.10 86.44
2,525.00 1.02 56.82 2,524.90 -11.44 -9.80 15.06 1.13 1.09 125.37

2,615.00 0.61 72.92 2,614.89 -10.86 -8.67 13.90 0.52 -0.46 17.89
2,706.00 1.56 4.40 2,705.87 -9.48 -8.12 12.48 1.60 1.04 -75.30

2,796.00 1.07 14.09 2,795.85 -7.44 -7.82 10.71 0.60 -0.54 10.77
2,887.00 0.56 343.58 2,886.84 -6.19 -7.74 9.69 0.72 -0.56 -33.53

2,977.00 0.69 358.66 2,976.83 -5.23 -7.87 9.04 0.23 0.14 16.76

3,068.00 0.34 265.16 3,067.83 -4.70 -8.16 8.81 0.87 -0.38 -102.75

3,158.00 0.39 166.87 3,157.83 -5.02 -8.35 9.18 0.61 0.06 -109.21

3,249.00 1.17 93.08 3,248.82 -5.38 -7.35 8.82 1.24 0.86 -81.09

3,339.00 0.74 112.49 3,338.81 -5.65 -5.90 8.11 0.59 -0.48 21.57
3,430.00 1.40 54.18 3,429.80 -5.22 -4.45 6.86 1.31 0.73 -64.08

3,520.00 1.07 51.53 3,519.77 -4.06 -2.91 4.98 0.37 -0.37 -2.94

3,611.00 0.63 68.33 3,610.76 -3.34 -1.78 3.71 0.55 -0.48 18.46
3,701.00 1.08 12.83 3,700.76 -2.33 -1.13 2.52 0.99 0.50 -61.67

3,792.00 0.47 23.72 3,791.75 -1.16 -0.79 1.39 0.69 -0.67 11.97
3,882.00 0.50 173.86 3,881.75 -1.21 -0.60 1.31 1.04 0.03 166.82

3,973.00 0.41 32.93 3,972.74 -1.33 -0.38 1.27 0.94 -0.10 -154.87

4,064.00 0.28 279.63 4,063.74 -1.02 -0.42 1.05 0.64 -0.14 -124.51

4,154.00 0.31 7.77 4,153.74 -0.74 -0.60 0.95 0.46 0.03 97.93
4,245.00 0.90 7.92 4,244.74 0.21 -0.47 0.14 0.65 0.65 0.16
4,335.00 0.36 350.37 4,334.73 1.19 -0.42 -0.65 0.63 -0.60 -19.50

4,426.00 0.20 164.55 4,425.73 1.32 -0.43 -0.75 0.61 -0.18 191.41
4,516.00 0.67 44.88 4,515.73 1.54 -0.01 -1.18 0.88 0.52 -132.97

4,607.00 1.75 7.72 4,606.71 3.29 0.55 -2.90 1.41 1.19 -40.84

4,697.00 1.20 7.43 4,696.68 5.59 0.86 -4.87 0.61 -0.61 -0.32

4,788.00 0.85 27.14 4,787.66 7.14 1.29 -6.33 0.54 -0.38 21.66

4,878.00 0.51 42.32 4,877.66 8.03 1.86 -7.39 0.42 -0.38 16.87
4,969.00 0.40 59.64 4,968.66 8.49 2.41 -8.09 0.19 -0.12 19.03
5,060.00 0.20 18.78 5,059.65 8.80 2.73 -8.54 0.31 -0.22 -44.90

5,150.00 1.39 6.20 5,149.64 10.03 2.90 -9.60 1.33 1.32 -13.98

5,241.00 1.04 25.80 5,240.62 11.87 3.38 -11.32 0.59 -0.38 21.54

5,331.00 0.56 355.50 5,330.61 13.05 3.70 -12.43 0.69 -0.53 -33.67

5,422.00 0.30 317.25 5,421.61 13.66 3.50 -12.79 0.41 -0.29 -42.03

5,512.00 0.21 275.45 5,511.61 13.85 3.18 -12.73 0.22 -0.10 -46.44

5,603.00 0.24 150.83 5,602.61 13.70 3.11 -12.57 0.44 0.03 -136.95

5,694.00 0.87 313.30 5,693.61 14.01 2.70 -12.54 1.21 0.69 178.54

5,784.00 0.77 326.68 5,783.60 14.98 1.87 -12.77 0.24 -0.11 14.87
5,875.00 0.37 327.97 5,874.59 15.74 1.38 -13.05 0.44 -0.44 1.42
5,965.00 0.30 211.00 5,964.59 15.79 1.10 -12.91 0.64 -0.08 -129.97

6,055.00 0.44 183.90 6,054.59 15.24 0.96 -12.39 0.24 0.16 -30.11
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Scientific Drilling
ScientificDrilling Survey Report
Rocky Mountain Operations

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: UintahCounty, UT NAD27 TVD Reference: GL 4922' &RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL 4922' &RKB 13' @4935.00ft (Ensign 139)
Well: NBU922-29P North Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +E/-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (*/100ft) (°l100ft)

6,146.00 1.11 339.50 6,145.59 15.72 0.62 -12.55 1.67 0.74 170.99

6,237.00 0.97 345.75 6,236.57 17.29 0.12 -13.45 0.20 -0.15 6.87
6,327.00 0.88 329.78 6,326.56 18.63 -0.41 -14.14 0.30 -0.10 -17.74

6,418.00 0.47 325.73 6,417.55 19.54 -0.97 -14.49 0.45 -0.45 -4.45

6,508.00 0.54 311.20 6,507.55 20.12 -1.50 -14.61 0.16 0.08 -16.14

6,599.00 0.36 239.83 6,598.55 20.26 -2.07 -14.36 0.60 -0.20 -78.43

6,689.00 0.95 228.57 6,688.54 19.63 -2.87 -13.35 0.67 0.66 -12.51

6,780.00 0.96 227.13 6,779.53 18.61 -4.00 -11.85 0.03 0.01 -1.58

6,870.00 0.78 229.79 6,869.52 17.70 -5.02 -10.51 0.20 -0.20 2.96
6,961.00 0.69 194.00 6,960.51 16.77 -5.62 -9.40 0.51 -0.10 -39.33

7,051.00 0.93 195.93 7,050.50 15.54 -5.95 -8.24 0.27 0.27 2.14

7,142.00 1.34 192.95 7,141.49 13.79 -6.40 -6.61 0.46 0.45 -3.27

7,232.00 1.28 180.18 7,231.46 11.76 -6.64 -4.89 0.33 -0.07 -14.19

7,323.00 0.76 44.08 7,322.45 11.18 -6.22 -4.70 2.09 -0.57 -149.56

7,413.00 0.73 31.33 7,412.45 12.10 -5.51 -5.86 0.19 -0.03 -14.17

7,504.00 0.48 68.89 7,503.44 12.73 -4.85 -6.77 0.50 -0.27 41.27

7,594.00 0.68 137.51 7,593.44 12.47 -4.14 -7.02 0.75 0.22 76.24
7,685.00 0.38 317.05 7,684.44 12.29 -3.98 -6.99 1.16 -0.33 197.30
7,775.00 0.24 208.93 7,774.44 12.35 -4.27 -6.84 0.57 -0.16 -120.13

7,866.00 0.33 235.56 7,865.44 12.03 -4.58 -6.40 0.17 0.10 29.26
7,956.00 0.85 143.75 7,955.43 11.35 -4.40 -5.99 1.02 0.58 -102.01

8,047.00 0.93 230.91 8,046.42 10.34 -4.57 -5.10 1.35 0.09 95.78
8,138.00 1.38 230.53 8,137.41 9.18 -5.99 -3.30 0.49 0.49 -0.42

8,681.00 2.15 203.36 8,680.15 -4.33 -15.08 12.91 0.21 0.14 -5.00

8,772.00 1.63 194.13 8,771.10 -7.15 -16.07 15.72 0.66 -0.57 -10.14

8,862.00 1.77 168.15 8,861.06 -9.76 -16.10 17.75 0.86 0.16 -28.87

8,953.00 1.68 162.60 8,952.02 -12.40 -15.41 19.36 0.21 -0.10 -6.10

9,043.00 1.40 149.70 9,041.99 -14.61 -14.46 20.47 0.49 -0.31 -14.33

9,139.00 1.27 146.39 9,137.97 -16.51 -13.28 21.19 0.16 -0.14 -3.45

9,224.00 1.78 145.87 9,222.93 -18.39 -12.02 21.84 0.60 0.60 -0.61

9,290.00 1.78 145.87 9,288.90 -20.08 -10.87 22.42 0.00 0.00 0.00
Projection to TD

Targets

Target Name
- hitimiss target Dip Angle Dip Dir. TVD +NI-S +E/-W Northing Easting
- Shape (*) (*) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

NBU 922-29P BHL 0.00 0.00 9,200.00 0.00 0.00 614,586.94 2,572,416.31 40° O' 9.906 N 109° 2T 23.189 W
- actual wellpath misses target center by 21.7111at 9200.85ft MD (9199.79 TVD, -17.82 N, -12.41 E)
- Point

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +E/-W

(II) (II) (ft) (ft) Comment

2,113.00 2,112.93 -8.90 -7.28 Last Multi-ShotSurface Survey

Checked By: Approved By: Date:
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Scientific Drilling
ScientificDrilling Survey Report
Rocky Mountain Operations

Company: Kerr McGee Oil and Gas Onshore LP Local Co-ordinate Reference: Well NBU 922-29P
Project: UintahCounty, UT NAD27 TVD Reference: GL 4922' &RKB 13' @4935.00ft (Ensign 139)
Site: NBU 922-29P Pad MD Reference: GL 4922' &RKB 13' @4935.00ft (Ensign 139)
Well: NBU922-29P North Reference: True
Wellbore: OH Survey Calculation Method: Minimum Curvature
Design: OH Database: EDM 2003.16 Multi User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +E/-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (*/100ft) (°l100ft)

6,146.00 1.11 339.50 6,145.59 15.72 0.62 -12.55 1.67 0.74 170.99

6,237.00 0.97 345.75 6,236.57 17.29 0.12 -13.45 0.20 -0.15 6.87
6,327.00 0.88 329.78 6,326.56 18.63 -0.41 -14.14 0.30 -0.10 -17.74

6,418.00 0.47 325.73 6,417.55 19.54 -0.97 -14.49 0.45 -0.45 -4.45

6,508.00 0.54 311.20 6,507.55 20.12 -1.50 -14.61 0.16 0.08 -16.14

6,599.00 0.36 239.83 6,598.55 20.26 -2.07 -14.36 0.60 -0.20 -78.43

6,689.00 0.95 228.57 6,688.54 19.63 -2.87 -13.35 0.67 0.66 -12.51

6,780.00 0.96 227.13 6,779.53 18.61 -4.00 -11.85 0.03 0.01 -1.58

6,870.00 0.78 229.79 6,869.52 17.70 -5.02 -10.51 0.20 -0.20 2.96
6,961.00 0.69 194.00 6,960.51 16.77 -5.62 -9.40 0.51 -0.10 -39.33

7,051.00 0.93 195.93 7,050.50 15.54 -5.95 -8.24 0.27 0.27 2.14

7,142.00 1.34 192.95 7,141.49 13.79 -6.40 -6.61 0.46 0.45 -3.27

7,232.00 1.28 180.18 7,231.46 11.76 -6.64 -4.89 0.33 -0.07 -14.19

7,323.00 0.76 44.08 7,322.45 11.18 -6.22 -4.70 2.09 -0.57 -149.56

7,413.00 0.73 31.33 7,412.45 12.10 -5.51 -5.86 0.19 -0.03 -14.17

7,504.00 0.48 68.89 7,503.44 12.73 -4.85 -6.77 0.50 -0.27 41.27

7,594.00 0.68 137.51 7,593.44 12.47 -4.14 -7.02 0.75 0.22 76.24
7,685.00 0.38 317.05 7,684.44 12.29 -3.98 -6.99 1.16 -0.33 197.30
7,775.00 0.24 208.93 7,774.44 12.35 -4.27 -6.84 0.57 -0.16 -120.13

7,866.00 0.33 235.56 7,865.44 12.03 -4.58 -6.40 0.17 0.10 29.26
7,956.00 0.85 143.75 7,955.43 11.35 -4.40 -5.99 1.02 0.58 -102.01

8,047.00 0.93 230.91 8,046.42 10.34 -4.57 -5.10 1.35 0.09 95.78
8,138.00 1.38 230.53 8,137.41 9.18 -5.99 -3.30 0.49 0.49 -0.42

8,681.00 2.15 203.36 8,680.15 -4.33 -15.08 12.91 0.21 0.14 -5.00

8,772.00 1.63 194.13 8,771.10 -7.15 -16.07 15.72 0.66 -0.57 -10.14

8,862.00 1.77 168.15 8,861.06 -9.76 -16.10 17.75 0.86 0.16 -28.87

8,953.00 1.68 162.60 8,952.02 -12.40 -15.41 19.36 0.21 -0.10 -6.10

9,043.00 1.40 149.70 9,041.99 -14.61 -14.46 20.47 0.49 -0.31 -14.33

9,139.00 1.27 146.39 9,137.97 -16.51 -13.28 21.19 0.16 -0.14 -3.45

9,224.00 1.78 145.87 9,222.93 -18.39 -12.02 21.84 0.60 0.60 -0.61

9,290.00 1.78 145.87 9,288.90 -20.08 -10.87 22.42 0.00 0.00 0.00
Projection to TD

Targets

Target Name
- hitimiss target Dip Angle Dip Dir. TVD +NI-S +E/-W Northing Easting
- Shape (*) (*) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

NBU 922-29P BHL 0.00 0.00 9,200.00 0.00 0.00 614,586.94 2,572,416.31 40° O' 9.906 N 109° 2T 23.189 W
- actual wellpath misses target center by 21.7111at 9200.85ft MD (9199.79 TVD, -17.82 N, -12.41 E)
- Point

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +E/-W

(II) (II) (ft) (ft) Comment

2,113.00 2,112.93 -8.90 -7.28 Last Multi-ShotSurface Survey

Checked By: Approved By: Date:
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O O
JOB NO.: 42DEF0906303 RegOrt Time: 2400 1 of 12

COMPANY: Kerr McGee Oiland Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah TOwnship: sec 29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Monday, June 29, 2009 at 0000 to Monday, June 29, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP O FlowRate o-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
T A Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 22.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End
Date Hours ^ctivityCod COMMENTTime Time Depth Depth

29-Jun-09 00:00 22:00 22.00 0 0 Rig repair LAYOVER DERRICKANDWORK ON IRON DERRICK AAN
29-Jun-09 22:00 24:00 2.00 0 0 NIUBOPS N/U BOPS/TEST BOPS

WinSERVE II Daily Report License: NP2247 Daily Repod for JOB#: 42DEFO906303- Page 1 of

O O
JOB NO.: 42DEF0906303 RegOrt Time: 2400 1 of 12

COMPANY: Kerr McGee Oiland Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah TOwnship: sec 29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Monday, June 29, 2009 at 0000 to Monday, June 29, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP O FlowRate o-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
T A Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 22.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End
Date Hours ^ctivityCod COMMENTTime Time Depth Depth

29-Jun-09 00:00 22:00 22.00 0 0 Rig repair LAYOVER DERRICKANDWORK ON IRON DERRICK AAN
29-Jun-09 22:00 24:00 2.00 0 0 NIUBOPS N/U BOPS/TEST BOPS
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JOB NO.: 42DEFO906303 Report Time: 2400 2 of 12
COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Tuesday, June 30, 2009 at 0000 to Tuesday, June 30, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
S Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 18.50 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWD Operator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ^.ctivityCode COMMENTTime Time Depth Depth
30-Jun-09 00:00 05:30 5.50 0 0 Test 80PS Test BOPS
30-Jun-09 05:30 24:00 18.50 0 0 Rig repair WORK ON IRON DERRICKMAN
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JOB NO.: 42DEFO906303 Report Time: 2400 2 of 12
COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Tuesday, June 30, 2009 at 0000 to Tuesday, June 30, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
S Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 18.50 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWD Operator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ^.ctivityCode COMMENTTime Time Depth Depth
30-Jun-09 00:00 05:30 5.50 0 0 Test 80PS Test BOPS
30-Jun-09 05:30 24:00 18.50 0 0 Rig repair WORK ON IRON DERRICKMAN
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JOB NO.: 42DEFO906303 RegOrt Time: 2400 3 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Wednesday, July 01, 2009 at 0000 to Wednesday, July 01, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
T A Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 0 WL . O Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWD Operator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ^.ctivityCodt COMMENTTime Time Depth Depth
1-Jul-09 00:00 17:35 17.58 0 0 Rig repair WORK ON IRON DERRICKMAN
1-Jul-09 17:35 24:00 6.42 0 0 Other MAKEUP PIPE
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JOB NO.: 42DEFO906303 RegOrt Time: 2400 3 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Wednesday, July 01, 2009 at 0000 to Wednesday, July 01, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
T A Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 0 WL . O Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth N/A
Second Directional : Brandon Burkett

MWDOperatori RICK PERRY

MWD Operator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ^.ctivityCodt COMMENTTime Time Depth Depth
1-Jul-09 00:00 17:35 17.58 0 0 Rig repair WORK ON IRON DERRICKMAN
1-Jul-09 17:35 24:00 6.42 0 0 Other MAKEUP PIPE
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JOB NO.: 42DEF0906303 ROgOrt Time: 2400 4 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Thursday, July 02, 2009 at 0000 to Thursday, July 02, 2009 at 2400
DRILLING SUMMARY Drillinc Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 A Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides O WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick wilson Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

(5.0 St;I), E.5 NM Pony, 6.5 HOS, 6.5
Second Directional : Brandon Burkett NMDC,6.5 HOS,6.5 GAP, 6.5 NMDC,

MWD Operatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ictivityCod COMMENTTime Time Depth Depth
2-Jul-09 00:00 20:15 20.25 0 0 Other PICK UP PIPE AND RACKBACKIN DERRICK
2-Jul-09 20:15 21:40 1.42 0 0 Change BHA Change BHA
2-Jul-09, 21:40 24:00 2.33 0 0 TIH TlH
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O O
JOB NO.: 42DEF0906303 ROgOrt Time: 2400 4 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Thursday, July 02, 2009 at 0000 to Thursday, July 02, 2009 at 2400
DRILLING SUMMARY Drillinc Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 A Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides O WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick wilson Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

(5.0 St;I), E.5 NM Pony, 6.5 HOS, 6.5
Second Directional : Brandon Burkett NMDC,6.5 HOS,6.5 GAP, 6.5 NMDC,

MWD Operatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours ictivityCod COMMENTTime Time Depth Depth
2-Jul-09 00:00 20:15 20.25 0 0 Other PICK UP PIPE AND RACKBACKIN DERRICK
2-Jul-09 20:15 21:40 1.42 0 0 Change BHA Change BHA
2-Jul-09, 21:40 24:00 2.33 0 0 TIH TlH
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JOB NO.: 42DEF0906303 Report Time: 2400 5 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Friday, July 03, 2009 at 0000 to Friday, July 03, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 2151.00 Rotary Hours 18.08 WOB 8 Pick UP 124 Slack Off 117 SPM
End Depth 4660.00 Circulating Hours 0.00 RAB 120 SPP 1900 FlowRate 0-504 120
Total Drilled: 2509.00 Avg. Total ROP: 122.39 Mud Data
Total Rotary Drilled: 2360.00 Avg. Rotary ROP: 130.51 Type PV 0 SOLID 0
Total Drilled Sliding: 149.00 Avg. Slide ROP: 61.66 Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 2.42 Percent Rotary: 94.06 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 5.94 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lblft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 1.75 Azm. Out: 7.72

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth
3-Jul-09 00:00 01:20 1.33 0 2151 TIH TlH
3-Jul-09 01:20 02:05 0.75 2151 2215 Drilling cement DRILLCEMENT
3-Jul-09 02:05 02:10 0.08 2215 2215 survey&Conn. Survey & Conn.
3-Jul-09 02:10 02:55 0.75 2215 2306 Drilling DRILL CEMENT AND SHOE
3-Jul-09 02:55 03:00 0.08 2306 2306 Survey & Conn. Survey & Conn.
3-Jul-09 03:00 03:40 0.67 2306 2397 Drilling Drilling- (WOB:2;GPM :502;RPM:40)
3-Jul-09 03:40 03:50 0.17 2397 2397 Survey &Conn. Survey & Conn.
3-Jul-09 03:50 04:00 0.17 2397 2409 Sliding Sliding
3-Jul-09 04:00 04:35 0.58 2409 2487 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 04:35 04:40 0.08 2487 2487 Survey a conn. Survey &Conn.
3-Jul-09 04:40 04:50 0.17 2487 2499 Siiding Sliding - (WOB:8;GPM :504;TFO:20)
3-Jul-09 04:50 05:20 0.50 2499 2578 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 05:20 05:25 0.08 2578 2578 survey&Conn. Survey &Conn.
3-Jul-09 05:25 05:55 0.50 2578 2668 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 05:55 06:00 0.08 2668 2668 survey&Conn. Survey &Conn.
3-Jul-09 06:00 06:15 0.25 2668 2680 Silding Sliding - (WOB:8;GPM :504;TFO:20)
3-Jul-09 06:1508:502.58 2680 3030Drilling Drilling-(WOB:8;GPM:504;RPM:45)
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O O
JOB NO.: 42DEF0906303 Report Time: 2400 5 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Friday, July 03, 2009 at 0000 to Friday, July 03, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 2151.00 Rotary Hours 18.08 WOB 8 Pick UP 124 Slack Off 117 SPM
End Depth 4660.00 Circulating Hours 0.00 RAB 120 SPP 1900 FlowRate 0-504 120
Total Drilled: 2509.00 Avg. Total ROP: 122.39 Mud Data
Total Rotary Drilled: 2360.00 Avg. Rotary ROP: 130.51 Type PV 0 SOLID 0
Total Drilled Sliding: 149.00 Avg. Slide ROP: 61.66 Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 2.42 Percent Rotary: 94.06 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 5.94 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lblft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0 Azm. In: 0 Incl. Out: 1.75 Azm. Out: 7.72

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth
3-Jul-09 00:00 01:20 1.33 0 2151 TIH TlH
3-Jul-09 01:20 02:05 0.75 2151 2215 Drilling cement DRILLCEMENT
3-Jul-09 02:05 02:10 0.08 2215 2215 survey&Conn. Survey & Conn.
3-Jul-09 02:10 02:55 0.75 2215 2306 Drilling DRILL CEMENT AND SHOE
3-Jul-09 02:55 03:00 0.08 2306 2306 Survey & Conn. Survey & Conn.
3-Jul-09 03:00 03:40 0.67 2306 2397 Drilling Drilling- (WOB:2;GPM :502;RPM:40)
3-Jul-09 03:40 03:50 0.17 2397 2397 Survey &Conn. Survey & Conn.
3-Jul-09 03:50 04:00 0.17 2397 2409 Sliding Sliding
3-Jul-09 04:00 04:35 0.58 2409 2487 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 04:35 04:40 0.08 2487 2487 Survey a conn. Survey &Conn.
3-Jul-09 04:40 04:50 0.17 2487 2499 Siiding Sliding - (WOB:8;GPM :504;TFO:20)
3-Jul-09 04:50 05:20 0.50 2499 2578 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 05:20 05:25 0.08 2578 2578 survey&Conn. Survey &Conn.
3-Jul-09 05:25 05:55 0.50 2578 2668 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 05:55 06:00 0.08 2668 2668 survey&Conn. Survey &Conn.
3-Jul-09 06:00 06:15 0.25 2668 2680 Silding Sliding - (WOB:8;GPM :504;TFO:20)
3-Jul-09 06:1508:502.58 2680 3030Drilling Drilling-(WOB:8;GPM:504;RPM:45)
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O
Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth

3-Jul-09 08:50 09:05 0.25 3030 3030 surveya conn. Survey &Conn.
3-Jul-09 09:05 10:30 1.42 3030 3215 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 10:30 10:40 0.17 3215 3215 survey&Conn. Survey &Conn.
3-Jul-09 10:40 11:00 0.33 3215 3229 Silding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 11:00 12:20 1.33 3229 3394 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 12:20 12:30 0.17 3394 3394 Survey & Conn. Survey &Conn.
3-Jul-09 12:30 12:40 0.17 3394 3404 sliding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 12:40 15:20 2.67 3404 3667 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 15:20 15:30 0.17 3667 3667 Survey & Conn. Survey &Conn.
3-Jul-09 15:30 15:40 0.17 3667 3679 Silding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 15:40 17:50 2.17 3679 3936 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 17:50 17:55 0.08 3936 3936 Survey & Conn. Survey &Conn.
3-Jul-09 17:55 18:05 0.17 3936 3951 Sliding Sliding - (WOB:8;GPM :504;TFO:0)
3-Jul-09 18:05 18:35 0.50 3951 4026 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 18:35 18:40 0.08 4026 4026 A ruire,inhnie Rig Service-Inhole
3-Jul-09 18:40 18:45 0.08 4026 4026 survey& Conn. Survey &Conn.
3-Jul-09 18:45 19:15 0.50 4026 4117 Drliling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 19:15 19:20 0.08 4117 4117 Survey & Conn. Survey &Conn.
3-Jul-09 19:2019:300.17 4117 4130Sliding Sliding-(WOB:8;GPM:504;TFO:10)
3-Jul-09 19:3020:000.50 4130 4207Drilling Drilling-(WOB:8;GPM:504;RPM:45)
3-Jul-09 20:00 20:05 0.08 4207 4207 survey& Conn. Survey &Conn.
3-Jul-09 20:05 20:15 0.17 4207 4220 Silding Sliding - (WOB:8;GPM :504;TFO:10)
3-Jul-09 20:15 20:45 0.50 4220 4298 Drliling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 20:45 20:50 0.08 4298 4298 survey& Conn. Survey &Conn.
3-Jul-09 20:50 21:25 0.58 4298 4388 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 21:25 21:30 0.08 4388 4388 Survey & Conn. Survey &Conn.
3-Jul-09 21:30 22:10 0.67 4388 4479 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
3-Jul-09 22:10 22:15 0.08 4479 4479 survey& Conn. Survey &Conn.
3-Jul-09 22:15 22:40 0.42 4479 4500 sliding Sliding - (WOB:8;GPM :504;TFO:0)
3-Jul-09 22:4023:100.50 4500 4569Drilling Drilling-(WOB:8;GPM:504;RPM:45)
3-Jul-09 23:10 23:15 0.08 4569 4569 Survey & Conn. Survey &Conn.
3-Jul-09 23:15 23:30 0.25 4569 4584 Siiding Sliding - (WOB:15;GPM :504;TFO:0)
3-Jul-09 23:30 23:55 0.42 4584 4660 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 23:55 24:00 0.08 4660 4660 Survey & Conn. Survey &Conn.

WinSERVE II Daily Repoff License: NP2247 Daily Report for./OB#: 42DEFO906303 - Page 2 of
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Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth

3-Jul-09 08:50 09:05 0.25 3030 3030 surveya conn. Survey &Conn.
3-Jul-09 09:05 10:30 1.42 3030 3215 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 10:30 10:40 0.17 3215 3215 survey&Conn. Survey &Conn.
3-Jul-09 10:40 11:00 0.33 3215 3229 Silding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 11:00 12:20 1.33 3229 3394 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 12:20 12:30 0.17 3394 3394 Survey & Conn. Survey &Conn.
3-Jul-09 12:30 12:40 0.17 3394 3404 sliding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 12:40 15:20 2.67 3404 3667 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 15:20 15:30 0.17 3667 3667 Survey & Conn. Survey &Conn.
3-Jul-09 15:30 15:40 0.17 3667 3679 Silding Sliding - (WOB:8;GPM :504;TFO:330)
3-Jul-09 15:40 17:50 2.17 3679 3936 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 17:50 17:55 0.08 3936 3936 Survey & Conn. Survey &Conn.
3-Jul-09 17:55 18:05 0.17 3936 3951 Sliding Sliding - (WOB:8;GPM :504;TFO:0)
3-Jul-09 18:05 18:35 0.50 3951 4026 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 18:35 18:40 0.08 4026 4026 A ruire,inhnie Rig Service-Inhole
3-Jul-09 18:40 18:45 0.08 4026 4026 survey& Conn. Survey &Conn.
3-Jul-09 18:45 19:15 0.50 4026 4117 Drliling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 19:15 19:20 0.08 4117 4117 Survey & Conn. Survey &Conn.
3-Jul-09 19:2019:300.17 4117 4130Sliding Sliding-(WOB:8;GPM:504;TFO:10)
3-Jul-09 19:3020:000.50 4130 4207Drilling Drilling-(WOB:8;GPM:504;RPM:45)
3-Jul-09 20:00 20:05 0.08 4207 4207 survey& Conn. Survey &Conn.
3-Jul-09 20:05 20:15 0.17 4207 4220 Silding Sliding - (WOB:8;GPM :504;TFO:10)
3-Jul-09 20:15 20:45 0.50 4220 4298 Drliling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 20:45 20:50 0.08 4298 4298 survey& Conn. Survey &Conn.
3-Jul-09 20:50 21:25 0.58 4298 4388 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 21:25 21:30 0.08 4388 4388 Survey & Conn. Survey &Conn.
3-Jul-09 21:30 22:10 0.67 4388 4479 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
3-Jul-09 22:10 22:15 0.08 4479 4479 survey& Conn. Survey &Conn.
3-Jul-09 22:15 22:40 0.42 4479 4500 sliding Sliding - (WOB:8;GPM :504;TFO:0)
3-Jul-09 22:4023:100.50 4500 4569Drilling Drilling-(WOB:8;GPM:504;RPM:45)
3-Jul-09 23:10 23:15 0.08 4569 4569 Survey & Conn. Survey &Conn.
3-Jul-09 23:15 23:30 0.25 4569 4584 Siiding Sliding - (WOB:15;GPM :504;TFO:0)
3-Jul-09 23:30 23:55 0.42 4584 4660 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
3-Jul-09 23:55 24:00 0.08 4660 4660 Survey & Conn. Survey &Conn.
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JOB NO.: 42DEF0906303 Report Time: 2400 6 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScieritificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Saturday, July 04, 2009 at 0000 to Saturday, July 04, 2009 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4660.00 Rotary Hours 20.58 WOB 15 Pick UP 124 Slack Off 117 SPM
End Depth 6471.00 Circulating Hours 0.00 RAB 120 SPP 1900 FlowRate 504-504 120
Total Drilled: 1811.00 Avg. Total ROP: 82.95 Mud Data
Total Rotary Drilled: 1764.00 Avg. Rotary ROP: 85.70 Type PV 0 SOLID 0

Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 1.25 Percent Rotary: 97.40 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 2.60 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

(5.0 Sta), f.5 NMPony, 6.5 HOS, f.E
Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RicK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 1.75 Azm. In: 7.72 Incl. Out: 0.47 Azm. Out: 325.73

GENERAL COMMENT

Start End Start End
Date Hours tctivityCode COMMENTTime Time Depth Depth

4-Jul-09 00:0000:350.58 4660 4750Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 00:35 00:40 0.08 4750 4750 survey& Conn. Survey & Conn.
4-Jul-09 00:4001:050.42 4750 4841Drilling Drilling-(WOB:8;GPM:504;RPM:45)

4-Jul-09 01:05 01:10 0.08 4841 4841 Survey & conn. Survey & Conn.
4-Jul-09 01:10 01:45 0.58 4841 4931 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 01:45 01:50 0.08 4931 4931 survey& Conn. Survey & Conn.
4-Jul-09 01:50 02:20 0.50 4931 5022 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 02:20 02:25 0.08 5022 5022 Survey & Conn. Survey & Conn.
4-Jul-09 02:2503:050.67 5022 5113Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 03:05 03:10 0.08 5113 5113 survey& conn. Survey & Conn.
4-Jul-09 03:10 03:30 0.33 5113 5133 Silcling Sliding - (WOB:15;GPM :504;TFO:350)
4-Jul-09 03:30 03:55 0.42 5133 5203 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 03:55 04:00 0.08 5203 5203 Survey & Conn. Survey & Conn.
4-Jul-09 04:0004:350.58 5203 5294Drilling Drilling-(WOB:8;GPM:504;RPM:45)

4-Jul-09 04:35 04:40 0.08 5294 5294 Survey & Conn. Survey & Conn.
4-Jul-09 04:4005:100.50 5294 5361Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 05:10 05:15 0.08 5361 5361 survey& Conn. Survey &Conn.
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JOB NO.: 42DEF0906303 Report Time: 2400 6 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScieritificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Saturday, July 04, 2009 at 0000 to Saturday, July 04, 2009 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4660.00 Rotary Hours 20.58 WOB 15 Pick UP 124 Slack Off 117 SPM
End Depth 6471.00 Circulating Hours 0.00 RAB 120 SPP 1900 FlowRate 504-504 120
Total Drilled: 1811.00 Avg. Total ROP: 82.95 Mud Data
Total Rotary Drilled: 1764.00 Avg. Rotary ROP: 85.70 Type PV 0 SOLID 0

Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 1.25 Percent Rotary: 97.40 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 2.60 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

(5.0 Sta), f.5 NMPony, 6.5 HOS, f.E
Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RicK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 1.75 Azm. In: 7.72 Incl. Out: 0.47 Azm. Out: 325.73

GENERAL COMMENT

Start End Start End
Date Hours tctivityCode COMMENTTime Time Depth Depth

4-Jul-09 00:0000:350.58 4660 4750Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 00:35 00:40 0.08 4750 4750 survey& Conn. Survey & Conn.
4-Jul-09 00:4001:050.42 4750 4841Drilling Drilling-(WOB:8;GPM:504;RPM:45)

4-Jul-09 01:05 01:10 0.08 4841 4841 Survey & conn. Survey & Conn.
4-Jul-09 01:10 01:45 0.58 4841 4931 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 01:45 01:50 0.08 4931 4931 survey& Conn. Survey & Conn.
4-Jul-09 01:50 02:20 0.50 4931 5022 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 02:20 02:25 0.08 5022 5022 Survey & Conn. Survey & Conn.
4-Jul-09 02:2503:050.67 5022 5113Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 03:05 03:10 0.08 5113 5113 survey& conn. Survey & Conn.
4-Jul-09 03:10 03:30 0.33 5113 5133 Silcling Sliding - (WOB:15;GPM :504;TFO:350)
4-Jul-09 03:30 03:55 0.42 5133 5203 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 03:55 04:00 0.08 5203 5203 Survey & Conn. Survey & Conn.
4-Jul-09 04:0004:350.58 5203 5294Drilling Drilling-(WOB:8;GPM:504;RPM:45)

4-Jul-09 04:35 04:40 0.08 5294 5294 Survey & Conn. Survey & Conn.
4-Jul-09 04:4005:100.50 5294 5361Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 05:10 05:15 0.08 5361 5361 survey& Conn. Survey &Conn.
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Start End Start EndDate Hours ActivityCodt COMMENTTime Time Depth Depth

4-Jul-09 05:15 06:05 0.83 5361 5475 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 08:05 06:15 0.17 5475 5475 survey& Conn. Survey & Conn.
4-Jul-09 06:15 08:20 2.08 5475 5657 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 08:20 08:30 0.17 5657 5657 Survey &Conn. Survey &Conn.
4-Jul-09 08:3008:350.08 5657 5668Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 08:35 08:55 0.33 5668 5680 Sliding Sliding - (WOB:15;GPM :504;TFO:315)
4-Jul-09 08:55 11:55 3.00 5680 5930 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 11:55 12:15 0.33 5930 5930 ruire.Inhnle Rig Service-Inhole
4-Jul-09 12:15 12:25 0.17 5930 5930 Survey &Conn. Survey &Conn.
4-Jul-09 12:25 15:15 2.83 5930 6109 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 15:15 15:25 0.17 6109 6109 survey&Conn. Survey &Conn.
4-Jul-09 15:2515:350.17 6109 6119Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 15:35 16:10 0.58 6119 6134 Silding Sliding - (WOB:15;GPM :504;TFO:330)
4-Jul-09 16:1017:201.17 6134 6199Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 17:20 17:25 0.08 6199 6199 survey& conn. Survey & Conn.
4-Jul-09 17:25 19:05 1.67 6199 6290 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 19:05 19:10 0.08 6290 6290 Survey & Conn. Survey & Conn.
4-Jul-09 19:1021:102.00 6290 6380Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 21:10 21:30 0.33 6380 6380 survey& Conn. Survey & Conn.; Trouble Shoot MWD
4-Jul-09 21:3024:002.50 6380 6471Drilling Drilling-(WOB:15;GPM:504;RPM:45)
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Start End Start EndDate Hours ActivityCodt COMMENTTime Time Depth Depth

4-Jul-09 05:15 06:05 0.83 5361 5475 Drilling Drilling- (WOB:8;GPM :504;RPM:45)
4-Jul-09 08:05 06:15 0.17 5475 5475 survey& Conn. Survey & Conn.
4-Jul-09 06:15 08:20 2.08 5475 5657 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 08:20 08:30 0.17 5657 5657 Survey &Conn. Survey &Conn.
4-Jul-09 08:3008:350.08 5657 5668Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 08:35 08:55 0.33 5668 5680 Sliding Sliding - (WOB:15;GPM :504;TFO:315)
4-Jul-09 08:55 11:55 3.00 5680 5930 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 11:55 12:15 0.33 5930 5930 ruire.Inhnle Rig Service-Inhole
4-Jul-09 12:15 12:25 0.17 5930 5930 Survey &Conn. Survey &Conn.
4-Jul-09 12:25 15:15 2.83 5930 6109 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 15:15 15:25 0.17 6109 6109 survey&Conn. Survey &Conn.
4-Jul-09 15:2515:350.17 6109 6119Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 15:35 16:10 0.58 6119 6134 Silding Sliding - (WOB:15;GPM :504;TFO:330)
4-Jul-09 16:1017:201.17 6134 6199Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 17:20 17:25 0.08 6199 6199 survey& conn. Survey & Conn.
4-Jul-09 17:25 19:05 1.67 6199 6290 Drilling Drilling - (WOB:8;GPM :504;RPM:45)
4-Jul-09 19:05 19:10 0.08 6290 6290 Survey & Conn. Survey & Conn.
4-Jul-09 19:1021:102.00 6290 6380Drilling Drilling-(WOB:8;GPM:504;RPM:45)
4-Jul-09 21:10 21:30 0.33 6380 6380 survey& Conn. Survey & Conn.; Trouble Shoot MWD
4-Jul-09 21:3024:002.50 6380 6471Drilling Drilling-(WOB:15;GPM:504;RPM:45)
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JOB NO.: 42DEF0906303 Report Time: 2400 7 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 TSS R22E

COUNTY: uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Sunday, July 05, 2009 at 0000 to Sunday, July 05, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 6471.00 Rotary Hours 21.83 WOB 15 Pick UP 124 Slack Off 117 SPM
End Depth 7438.00 Circulating Hours 0.00 RAB 120 SPP 1745 FlowRate 504-504 120
Total Drilled: 967.00 Avg. Total ROP: 41.89 Mud Data
Tota1Rotary Drilled: 947.00 Avg. Rotary ROP: 43.37 Type PV 0 SOLID 0
T A Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 1.25 Percent Rotary: 97.93 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 2.07 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth BHA #1:FMHXS65ZM,6.5 Mud Motor 1.5

(«D ?t3), P " NII1 P"ry, " " HOR, P "
Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0.47 Azm. In: 325.73 Incl. Out: 0.76 Azm. Out: 44.08

GENERAL COMMENT

Start End Start End
Date Hours \ctivityCodt COMMENTTime Time Depth Depth

5-Jul-09 00:00 00:05 0.08 6471 6471 Survey & Conn. Survey & Conn.
5-Jul-09 00:05 02:35 2.50 6471 6561 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 02:35 02:40 0.08 6561 6561 survey& Conn. Survey &Conn.
5-Jul-09 02:40 05:00 2.33 6561 6652 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 05:00 05:05 0.08 6652 6652 Survey & Conn. Survey &Conn.
5-Jul-09 05:05 13:40 8.58 6652 7014 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
5-Jul-09 13:40 13:50 0.17 7014 7014 Survey & Conn. Survey &Conn.
5-Jul-09 13:50 14:00 0.17 7014 7014 A ruire-Inhnle Rig Service-Inhole

5-Jul-09 14:00 16:30 2.50 7014 7104 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 16:30 16:35 0.08 7104 7104 Survey & Conn. Survey &Conn.
5-Jul-09 16:35 18:40 2.08 7104 7195 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 18:40 18:45 0.08 7195 7195 Survey &Conn. Survey & Conn.
5-Jul-09 18:4520:151.50 7195 7285Drilling Drilling-(WOB:15;GPM:504;RPM:45)
5-Jul-09 20:15 20:20 0.08 7285 7285 survey& Conn. Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 20:20 21:35 1.25 7285 7305 Sliding Sliding - (WOB:15;GPM :504;TFO:0)
5-Jul-09 21:35 22:55 1.33 7305 7376 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
5-Jul-09 22:55 23:00 0.08 7376 7376 Survey & Conn. Survey & Conn.
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JOB NO.: 42DEF0906303 Report Time: 2400 7 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 TSS R22E

COUNTY: uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Sunday, July 05, 2009 at 0000 to Sunday, July 05, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 6471.00 Rotary Hours 21.83 WOB 15 Pick UP 124 Slack Off 117 SPM
End Depth 7438.00 Circulating Hours 0.00 RAB 120 SPP 1745 FlowRate 504-504 120
Total Drilled: 967.00 Avg. Total ROP: 41.89 Mud Data
Tota1Rotary Drilled: 947.00 Avg. Rotary ROP: 43.37 Type PV 0 SOLID 0
T A Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 1.25 Percent Rotary: 97.93 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 2.07 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Derrick Wilson Size Lb/ft Set Depth BHA #1:FMHXS65ZM,6.5 Mud Motor 1.5

(«D ?t3), P " NII1 P"ry, " " HOR, P "
Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0.47 Azm. In: 325.73 Incl. Out: 0.76 Azm. Out: 44.08

GENERAL COMMENT

Start End Start End
Date Hours \ctivityCodt COMMENTTime Time Depth Depth

5-Jul-09 00:00 00:05 0.08 6471 6471 Survey & Conn. Survey & Conn.
5-Jul-09 00:05 02:35 2.50 6471 6561 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 02:35 02:40 0.08 6561 6561 survey& Conn. Survey &Conn.
5-Jul-09 02:40 05:00 2.33 6561 6652 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 05:00 05:05 0.08 6652 6652 Survey & Conn. Survey &Conn.
5-Jul-09 05:05 13:40 8.58 6652 7014 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
5-Jul-09 13:40 13:50 0.17 7014 7014 Survey & Conn. Survey &Conn.
5-Jul-09 13:50 14:00 0.17 7014 7014 A ruire-Inhnle Rig Service-Inhole

5-Jul-09 14:00 16:30 2.50 7014 7104 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 16:30 16:35 0.08 7104 7104 Survey & Conn. Survey &Conn.
5-Jul-09 16:35 18:40 2.08 7104 7195 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 18:40 18:45 0.08 7195 7195 Survey &Conn. Survey & Conn.
5-Jul-09 18:4520:151.50 7195 7285Drilling Drilling-(WOB:15;GPM:504;RPM:45)
5-Jul-09 20:15 20:20 0.08 7285 7285 survey& Conn. Drilling- (WOB:15;GPM :504;RPM:45)
5-Jul-09 20:20 21:35 1.25 7285 7305 Sliding Sliding - (WOB:15;GPM :504;TFO:0)
5-Jul-09 21:35 22:55 1.33 7305 7376 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
5-Jul-09 22:55 23:00 0.08 7376 7376 Survey & Conn. Survey & Conn.
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Start End Start EndDate Hours ActivityCode COMMENTTime Time Depth Depth

5-Jul-09 23:00 24:00 1.00 7376 7438 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
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Start End Start EndDate Hours ActivityCode COMMENTTime Time Depth Depth

5-Jul-09 23:00 24:00 1.00 7376 7438 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
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JOB NO.: 42DEFO906303 Report Time: 2400 8 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientincDrillitig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECTiRANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Monday, July 06, 2009 at 0000 to Monday, July 06, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 7438.00 Rotary Hours 19.33 WOB 15 Pick UP 177 Slack Off 162 SPM
End Depth 8265.00 Circulating Hours 0.25 RAB 168 SPP 2500 FlowRate 504-504 120
Total Drilled: 827.00 Avg. Total ROP: 39.70 Mud Data
Total Rotary Drilled: 789.00 Avg. Rotary ROP: 40.81 Type PV 0 SOLID 0
T Av Weight 0 AS 0 YP 0 B 0
Slide Hours: 1.50 Percent Rotary: 95.41 Viscosity 0 AND O PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 4.59 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0.76 Azm. In: 44.08 Incl. Out: 1.38 Azm. Out: 230.53

GENERAL COMMENT

Start End Start EndDate Hours ActivityCodt COMMENTTime Time Depth Depth
6-Jul-09 00:00 00:25 0.42 7438 7466 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 00:25 00:30 0.08 7466 7466 survey& Conn. Survey &Conn.
6-Jul-09 00:30 02:10 1.67 7466 7557 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 02:10 02:15 0.08 7557 7557 Survey & Conn. Survey &Conn.
6-Jul-09 02:1503:451.50 7557 7647Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 03:45 03:50 0.08 7647 7647 survey& Conn. Survey &Conn.
6-Jul-09 03:50 04:40 0.83 7647 7667 sliding Sliding - (WOB:15;GPM :504;TFO:330)
6-Jul-09 04:4005:451.08 7667 7738Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 05:45 05:50 0.08 7738 7738 survey& Conn. Survey & Conn.
6-Jul-09 05:50 07:20 1.50 7738 7828 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 07:20 07:25 0.08 7828 7828 Survey &Conn. Survey &Conn.
6-Jul-09 07:25 09:00 1.58 7828 7919 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
6-Jul-09 09:00 09:05 0.08 7919 7919 Survey & Conn. Survey &Conn.
6-Jul-09 09:05 11:15 2.17 7919 8009 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
6-Jul-09 11:15 11:20 0.08 8009 8009 Survey & Conn. Survey &Conn.
6-Jul-09 11:20 12:00 0.67 8009 8027 Silding Sliding - (WOB:15;GPM :504;TFO:330)
6-Jul-09 12:00 14:00 2.00 8027 8100 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
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JOB NO.: 42DEFO906303 Report Time: 2400 8 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientincDrillitig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECTiRANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Monday, July 06, 2009 at 0000 to Monday, July 06, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 7438.00 Rotary Hours 19.33 WOB 15 Pick UP 177 Slack Off 162 SPM
End Depth 8265.00 Circulating Hours 0.25 RAB 168 SPP 2500 FlowRate 504-504 120
Total Drilled: 827.00 Avg. Total ROP: 39.70 Mud Data
Total Rotary Drilled: 789.00 Avg. Rotary ROP: 40.81 Type PV 0 SOLID 0
T Av Weight 0 AS 0 YP 0 B 0
Slide Hours: 1.50 Percent Rotary: 95.41 Viscosity 0 AND O PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 4.59 Chlorides 0 WL 0 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #1:FMHX565ZM, 6.5 Mud Motor 1.5

Second Directional : Brandon Burkett NMDC, 6.5 HOS, 6.5 GAP, 6.5 NMDC,

MWDOperatori RICK PERRY 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: SID ARMSTRONG

Incl. In: 0.76 Azm. In: 44.08 Incl. Out: 1.38 Azm. Out: 230.53

GENERAL COMMENT

Start End Start EndDate Hours ActivityCodt COMMENTTime Time Depth Depth
6-Jul-09 00:00 00:25 0.42 7438 7466 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 00:25 00:30 0.08 7466 7466 survey& Conn. Survey &Conn.
6-Jul-09 00:30 02:10 1.67 7466 7557 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 02:10 02:15 0.08 7557 7557 Survey & Conn. Survey &Conn.
6-Jul-09 02:1503:451.50 7557 7647Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 03:45 03:50 0.08 7647 7647 survey& Conn. Survey &Conn.
6-Jul-09 03:50 04:40 0.83 7647 7667 sliding Sliding - (WOB:15;GPM :504;TFO:330)
6-Jul-09 04:4005:451.08 7667 7738Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 05:45 05:50 0.08 7738 7738 survey& Conn. Survey & Conn.
6-Jul-09 05:50 07:20 1.50 7738 7828 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
6-Jul-09 07:20 07:25 0.08 7828 7828 Survey &Conn. Survey &Conn.
6-Jul-09 07:25 09:00 1.58 7828 7919 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
6-Jul-09 09:00 09:05 0.08 7919 7919 Survey & Conn. Survey &Conn.
6-Jul-09 09:05 11:15 2.17 7919 8009 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
6-Jul-09 11:15 11:20 0.08 8009 8009 Survey & Conn. Survey &Conn.
6-Jul-09 11:20 12:00 0.67 8009 8027 Silding Sliding - (WOB:15;GPM :504;TFO:330)
6-Jul-09 12:00 14:00 2.00 8027 8100 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
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Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth

6-Jul-09 14:00 14:05 0.08 8100 8100 survey& conn. Survey & Conn.
6-Jul-09 14:05 17:50 3.75 8100 8191 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 17:50 17:55 0.08 8191 8191 survey& Conn. Survey & Conn.
6-Jul-09 17:5521:353.67 8191 8265Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 21:35 21:50 0.25 8265 8265 circulating Circulating
6-Jul-09 21:50 24:00 2.17 8265 8265 POOH POOH
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Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth

6-Jul-09 14:00 14:05 0.08 8100 8100 survey& conn. Survey & Conn.
6-Jul-09 14:05 17:50 3.75 8100 8191 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 17:50 17:55 0.08 8191 8191 survey& Conn. Survey & Conn.
6-Jul-09 17:5521:353.67 8191 8265Drilling Drilling-(WOB:15;GPM:504;RPM:45)
6-Jul-09 21:35 21:50 0.25 8265 8265 circulating Circulating
6-Jul-09 21:50 24:00 2.17 8265 8265 POOH POOH
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Jos NO.: 42DEF0906303 RegOrt Time: 2400 9 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIGNAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Tuesday, July 07, 2009 at 0000 to Tuesday, July 07, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 8265.00 Rotary Hours 3.92 WOB 15 Pick UP 177 Slack Off 162 SPM
End Depth 8467.00 Circulating Hours 0.00 RAB 168 SPP 2350 FlowRate 0-504 120
Total Drilled: 202.00 Avg. Total ROP: 51.57 Mud Data
Total Rotary Drilled: 202.00 Avg. Rotary ROP: 51.57 Type geUchem PV 25 SOLID 16.5
T Weight 11.6 GAS O YP 18 BHT° 0
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 47 SAND 0.75 PH 9.3 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1"(H"PPPURRFP ' NMPery "'
Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWD Operatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:
Company Man: SID ARMSTRONG

Incl. In: 1.38 Azm. In: 230.53 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCock COMMENTTime Time Depth Depth
7-Jul-09 00:00 05:45 5.75 8265 8265 POOH POOH
7-Jul-09 05:45 08:00 2.25 8265 8265 Change BHA Change BHA
7-Jul-09 08:00 17:30 9.50 8265 8265 TIH TIH
7-Jul-09 17:30 18:05 0.58 8265 8286 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
7-Jul-09 18:05 18:15 0.17 8286 8286 survey& Conn. Survey &Conn.
7-Jul-09 18:1519:451.50 8286 8377Drilling Drilling-(WOB:15;GPM:504;RPM:45)
7-Jul-09 19:45 19:50 0.08 8377 8377 Survey & Conn. Survey & Conn.
7-Jul-09 19:50 22:10 2.33 8377 8377 other TROUBLESHOOT MWD
7-Jul-09 22:10 24:00 1.83 8377 8467 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
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Jos NO.: 42DEF0906303 RegOrt Time: 2400 9 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrilling RIGNAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 Tes R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Tuesday, July 07, 2009 at 0000 to Tuesday, July 07, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 8265.00 Rotary Hours 3.92 WOB 15 Pick UP 177 Slack Off 162 SPM
End Depth 8467.00 Circulating Hours 0.00 RAB 168 SPP 2350 FlowRate 0-504 120
Total Drilled: 202.00 Avg. Total ROP: 51.57 Mud Data
Total Rotary Drilled: 202.00 Avg. Rotary ROP: 51.57 Type geUchem PV 25 SOLID 16.5
T Weight 11.6 GAS O YP 18 BHT° 0
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 47 SAND 0.75 PH 9.3 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1"(H"PPPURRFP ' NMPery "'
Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWD Operatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:
Company Man: SID ARMSTRONG

Incl. In: 1.38 Azm. In: 230.53 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCock COMMENTTime Time Depth Depth
7-Jul-09 00:00 05:45 5.75 8265 8265 POOH POOH
7-Jul-09 05:45 08:00 2.25 8265 8265 Change BHA Change BHA
7-Jul-09 08:00 17:30 9.50 8265 8265 TIH TIH
7-Jul-09 17:30 18:05 0.58 8265 8286 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
7-Jul-09 18:05 18:15 0.17 8286 8286 survey& Conn. Survey &Conn.
7-Jul-09 18:1519:451.50 8286 8377Drilling Drilling-(WOB:15;GPM:504;RPM:45)
7-Jul-09 19:45 19:50 0.08 8377 8377 Survey & Conn. Survey & Conn.
7-Jul-09 19:50 22:10 2.33 8377 8377 other TROUBLESHOOT MWD
7-Jul-09 22:10 24:00 1.83 8377 8467 Drilling Drilling-(WOB:15;GPM:504;RPM:45)
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JOB NO.: 42DEF0906303 Report Time: 2400 10 of 12

COMPANY: Kerr McGee Oiland Gas Onshore LP API JOB #
LOCATION: NBU922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Wednesday, July 08, 2009 at 0000 to Wednesday, July 08, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 8467.00 Rotary Hours 16.42 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 9268.00 Circulating Hours 0.00 RAB 200 SPP 2300 FlowRate 0-504 105
Total Drilled: 801.00 Avg. Total ROP: 35.21 Mud Data
Total Rotary Drilled: 669.00 Avg. Rotary ROP: 40.75 Type gellchem PV 30 SOLID 18
T Av Weight 11.9 GAS 0 YP 23 BHT° 0
Slide Hours: 6.33 Percent Rotary: 83.52 Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 16.48 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1 5 (H?PD RUBBER), 6.5 NM Pony, .5

Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: KENT MOORE

Incl. In: 0 Azm. In: 0 Incl. Out: 1.78 Azm. Out: 145.87

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth
8-Jul-09 00:00 00:05 0.08 8467 8467 Survey & Conn. Survey & Conn.
8-Jul-09 00:0502:052.00 8467 8558Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 02:05 02:10 0.08 8558 8558 Survey & Conn. Survey & Conn.
8-Jul-09 02:10 04:10 2.00 8558 8648 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 04:10 04:20 0.17 8648 8648 Survey & Conn. Survey & Conn.
8-Jul-09 04:20 06:10 1.83 8648 8739 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 06:10 06:15 0.08 8739 8739 Survey & Conn. Survey & Conn.
8-Jul-09 06:15 07:20 1.08 8739 8759 Sliding Sliding - (WOB:15;GPM :504;TFO:330)
8-Jul-09 07:2007:550.58 8759 8785Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 07:55 08:50 0.92 8785 8805 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 08:5009:250.58 8805 8830Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 09:25 09:30 0.08 8830 8830 survey& Conn. Survey & Conn.
8-Jul-09 09:30 10:10 0.67 8830 8847 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 10:10 11:00 0.83 8847 8875 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 11:00 12:00 1.00 8875 8895 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 12:0012:300.50 8895 8920Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 12:30 12:55 0.42 8920 8920

,
rvler-Inhole Rig Service-Inhole
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O O
JOB NO.: 42DEF0906303 Report Time: 2400 10 of 12

COMPANY: Kerr McGee Oiland Gas Onshore LP API JOB #
LOCATION: NBU922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Wednesday, July 08, 2009 at 0000 to Wednesday, July 08, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 8467.00 Rotary Hours 16.42 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 9268.00 Circulating Hours 0.00 RAB 200 SPP 2300 FlowRate 0-504 105
Total Drilled: 801.00 Avg. Total ROP: 35.21 Mud Data
Total Rotary Drilled: 669.00 Avg. Rotary ROP: 40.75 Type gellchem PV 30 SOLID 18
T Av Weight 11.9 GAS 0 YP 23 BHT° 0
Slide Hours: 6.33 Percent Rotary: 83.52 Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 16.48 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1 5 (H?PD RUBBER), 6.5 NM Pony, .5

Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: KENT MOORE

Incl. In: 0 Azm. In: 0 Incl. Out: 1.78 Azm. Out: 145.87

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodt COMMENTTime Time Depth Depth
8-Jul-09 00:00 00:05 0.08 8467 8467 Survey & Conn. Survey & Conn.
8-Jul-09 00:0502:052.00 8467 8558Drilling Drilling-(WOB:15;GPM:504;RPM:45)

8-Jul-09 02:05 02:10 0.08 8558 8558 Survey & Conn. Survey & Conn.
8-Jul-09 02:10 04:10 2.00 8558 8648 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 04:10 04:20 0.17 8648 8648 Survey & Conn. Survey & Conn.
8-Jul-09 04:20 06:10 1.83 8648 8739 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 06:10 06:15 0.08 8739 8739 Survey & Conn. Survey & Conn.
8-Jul-09 06:15 07:20 1.08 8739 8759 Sliding Sliding - (WOB:15;GPM :504;TFO:330)
8-Jul-09 07:2007:550.58 8759 8785Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 07:55 08:50 0.92 8785 8805 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 08:5009:250.58 8805 8830Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 09:25 09:30 0.08 8830 8830 survey& Conn. Survey & Conn.
8-Jul-09 09:30 10:10 0.67 8830 8847 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 10:10 11:00 0.83 8847 8875 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 11:00 12:00 1.00 8875 8895 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 12:0012:300.50 8895 8920Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 12:30 12:55 0.42 8920 8920

,
rvler-Inhole Rig Service-Inhole
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Start End Start EndDate Hours \ctivityCode COMMENTTime Time Depth Depth

8-Jul-09 12:55 13:00 0.08 8920 8920 survey& Conn. Survey & Conn.
8-Jul-09 13:00 14:05 1.08 8920 8943 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 14:05 14:45 0.67 8943 8966 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 14:45 15:25 0.67 8966 8984 sliding Sliding - (WOB:15;GPM :440;TFO:330)
8-Jul-09 15:2516:100.75 8984 9011Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 16:10 16:15 0.08 9011 9011 survey& conn. Survey &Conn.
8-Jul-09 16:15 17:10 0.92 9011 9025 Silding Sliding - (WOB:15;GPM :440;TFO:330)
8-Jul-09 17:10 19:25 2.25 9025 9101 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 19:25 19:30 0.08 9101 9101 Survey & conn. Survey &Conn.
8-Jul-09 19:30 21:35 2.08 9101 9192 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 21:35 21:40 0.08 9192 9192 Survey &Conn. Survey & Conn.
8-Jul-09 21:40 24:00 2.33 9192 9268 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
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Start End Start EndDate Hours \ctivityCode COMMENTTime Time Depth Depth

8-Jul-09 12:55 13:00 0.08 8920 8920 survey& Conn. Survey & Conn.
8-Jul-09 13:00 14:05 1.08 8920 8943 sliding Sliding - (WOB:15;GPM :504;TFO:30)
8-Jul-09 14:05 14:45 0.67 8943 8966 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 14:45 15:25 0.67 8966 8984 sliding Sliding - (WOB:15;GPM :440;TFO:330)
8-Jul-09 15:2516:100.75 8984 9011Drilling Drilling-(WOB:15;GPM:504;RPM:45)
8-Jul-09 16:10 16:15 0.08 9011 9011 survey& conn. Survey &Conn.
8-Jul-09 16:15 17:10 0.92 9011 9025 Silding Sliding - (WOB:15;GPM :440;TFO:330)
8-Jul-09 17:10 19:25 2.25 9025 9101 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
8-Jul-09 19:25 19:30 0.08 9101 9101 Survey & conn. Survey &Conn.
8-Jul-09 19:30 21:35 2.08 9101 9192 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
8-Jul-09 21:35 21:40 0.08 9192 9192 Survey &Conn. Survey & Conn.
8-Jul-09 21:40 24:00 2.33 9192 9268 Drilling Drilling - (WOB:15;GPM :504;RPM:45)
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O
JOB NO.: 42DEF0906303 RegOrt Time: 2400 11 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDridig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain
WELL NAME: NBU 922-29P

From Thursday, July 09, 2009 at 0000 to Thursday, July 09, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 9268.00 Rotary Hours 0.92 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 9290.00 Circulating Hours 2.42 RAB 200 SPP 2300 FlowRate 504-504 105
Total Drilled: 22.00 Avg. Total ROP: 24.00 Mud Data
Total Rotary Drilled: 22.00 Avg. Rotary ROP: 24.00 Type gellchem PV 30 SOLID 18
T A Weight 11.9 GAS O YP 23 BHT° 0
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1.5 (HARD PUBBER), 6.6 NM Pony, ?.5
Second Directional : Brandon Burkett HOS, 6.5 NMDC,6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RicK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:
Company Man: KENT MOORE

Incl. In: 1.78 Azm. In: 145.87 Incl. Out: 1.78 Azm. Out: 145.87

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodi COMMENTTime Time Depth Depth
9-Jul-09 00:00 00:30 0.50 9268 9282 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
9-Jul-09 00:30 00:35 0.08 9282 9282 Survey &Conn. Survey &Conn.
9-Jul-09 00:35 01:00 0.42 9282 9290 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
9-Jul-09 01:00 02:30 1.50 9290 9290 circulating Circulating
9-Jul-09 02:30 09:00 6.50 9290 2260 Short Trip Short Trip
9-Jul-09 09:00 19:05 10.08 2260 9290 TIH TlH
9-Jul-09 19:05 20:00 0.92 9290 9290 circulating Circulating
9-Jul-09 20:00 24:00 4.00 9290 9290 POOH POOH
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JOB NO.: 42DEF0906303 RegOrt Time: 2400 11 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDridig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec 29 T9S R22E

COUNTY: Uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Thursday, July 09, 2009 at 0000 to Thursday, July 09, 2009 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 9268.00 Rotary Hours 0.92 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 9290.00 Circulating Hours 2.42 RAB 200 SPP 2300 FlowRate 504-504 105
Total Drilled: 22.00 Avg. Total ROP: 24.00 Mud Data
Total Rotary Drilled: 22.00 Avg. Rotary ROP: 24.00 Type gellchem PV 30 SOLID 18
T A Weight 11.9 GAS O YP 23 BHT° 0
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1.5 (HARD PUBBER), 6.6 NM Pony, ?.5
Second Directional : Brandon Burkett HOS, 6.5 NMDC,6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RicK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:
Company Man: KENT MOORE

Incl. In: 1.78 Azm. In: 145.87 Incl. Out: 1.78 Azm. Out: 145.87

GENERAL COMMENT

Start End Start EndDate Hours \ctivityCodi COMMENTTime Time Depth Depth
9-Jul-09 00:00 00:30 0.50 9268 9282 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
9-Jul-09 00:30 00:35 0.08 9282 9282 Survey &Conn. Survey &Conn.
9-Jul-09 00:35 01:00 0.42 9282 9290 Drilling Drilling- (WOB:15;GPM :504;RPM:45)
9-Jul-09 01:00 02:30 1.50 9290 9290 circulating Circulating
9-Jul-09 02:30 09:00 6.50 9290 2260 Short Trip Short Trip
9-Jul-09 09:00 19:05 10.08 2260 9290 TIH TlH
9-Jul-09 19:05 20:00 0.92 9290 9290 circulating Circulating
9-Jul-09 20:00 24:00 4.00 9290 9290 POOH POOH
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JOB NO.: 42DEFO906303 Report Time: 2400 12 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #
LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec29 T9S R22E

COUNTY: uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Friday, July 10, 2009 at 0000 to Friday, July 10, 2009 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 200 SPP 2300 FlowRate 504-504 105
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type gellchem PV 30 SOLID 18
T A Weight 11.9 GAS 0 YP 23 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 3.42 Percent Slide: NA Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1 " (H^PD PUPPFPLPc MMPery, " "
Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: KENT MOORE

Incl. In: 1.78 Azm. In: 145.87 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End
Date Hours \ctivityCod< COMMENTTime Time Depth Depth

10-Jul-09 00:00 02:30 2.50 9290 9290 POOH POOH
10-Jul-09 02:55 03:50 0.92 9290 9290 Other Lay down Tools
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JOB NO.: 42DEFO906303 Report Time: 2400 12 of 12

COMPANY: Kerr McGee Oil and Gas Onshore LP API JOB #

LOCATION: NBU 922-29P Pad WORK ORDER# 136473

ScientificDrillig RIG NAME: Ensign 139 FIELD: Natural Buttes Unit
Rocky Mountain Operations STATE: Utah Township: Sec29 T9S R22E

COUNTY: uintah SECT\RANGE: Rocky Mountain

WELL NAME: NBU 922-29P

From Friday, July 10, 2009 at 0000 to Friday, July 10, 2009 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 15 Pick UP 235 Slack Off 190 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 200 SPP 2300 FlowRate 504-504 105
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type gellchem PV 30 SOLID 18
T A Weight 11.9 GAS 0 YP 23 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 45 SAND 1.5 PH 9.6 Flow T° 0
Below Rotary Hrs. 3.42 Percent Slide: NA Chlorides 800 WL 8 Oil % 0

PERSONNEL cASING BHA
Lead Directional : Philip Alvarado Size Lb/ft Set Depth BHA #2:FMHX655ZM, 6.5 MUD MOTOR

1 " (H^PD PUPPFPLPc MMPery, " "
Second Directional : Brandon Burkett HOS, 6.5 NMDC, 6.5 HOS, 6.5 GAP, 6.5

MWDOperatori RICK PERRY NMDC, 6.5 NM Pony, 30 JTS HWDP,

MWDOperator2 TAD HEIL

Directional Company: SDI

Geologist: Signature:

Company Man: KENT MOORE

Incl. In: 1.78 Azm. In: 145.87 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End
Date Hours \ctivityCod< COMMENTTime Time Depth Depth

10-Jul-09 00:00 02:30 2.50 9290 9290 POOH POOH
10-Jul-09 02:55 03:50 0.92 9290 9290 Other Lay down Tools
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JOB NO.: 42DEFO906303 Work Order: 136473 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E
LOCATION: NBU 922-29P Pad SECT. RANGE: Rocky Mountain
RIG NAME: Ensign 139 Lead DD: Philip Alvarado
STATE: Utah co. Man: SID ARMSTRONG
COUNTY: Uintah BHA TYPE: Steerable Asserr bly
WELL NAME: NBU 922-29P BHA WT: 39420 Wt @Ja's: N/A

Time and Depths MOTOR DATA Drilling Parameters
Date in: 02-Jul-09 @20:15 6.5 MUD MOTOR SOIPU: 0 - 162 / 0-177

Date Out: 07-Jul-09 @05:45 MFG.: SDI Rot Strg Wt: 0-168
Hrs In Hole: 105.50 PAD OD: 6 3/4 WOB: 2 - 15 30 JTS HWDP

Start Depth: 2151.00 NB Stab: 0 TORQ: 0 - 0 ) o.D.=4 5

End Depth: 8265.00 Bit to Bend: 5.27 SPP: 1300 - 2500
¯6.5

NM Pony

Total Drilled: 6114.00 Bent Hsg/Sub°: 1.5 / Motor RPM: 141 h 0.1

Avg. Total ROP: 70.89 Lobe/Stage: 7:8 | 5 Rotary RPM: 40 - 45
circHrs: Tot/Only 86.50/.25 RevlGAL: 0.28 Flow Rate: 504 - 504
Percent Slide: 4.15 Rotor Jet: 0 Avg Diff:
Percent Hrs: 7.44 Prop BUR: Stall Pres.: MDSC

Slide Hours: 6.42 Act BUR: Off Bot Pres.: Length=31.09

Total Sliding: 254.00 Mud Data Bit Record
Avg. Slide ROP: 39.58 Type SECURITY j FMHX565ZM

Percent Rotary: 95.85 WT: 0 GAS: 0 Run #: 1 ¯6.5

GAP
Percent Hrs: 92.56 Vis: 0 PV: 0 Type Bit: PDC O.D.=6.5

Rotary Hours: 79.83 WL: O PH: 0 IADC#: TFA: 0.648 Length=4.91

Total Rotary: 5860.00 SOL: 0 SAND: 0 JETS: 5-13

Avg. Rotary ROP: 73.40 Dil %: 0 T °: 0 Bit Drop: 0 PSI @504 GPM
Reason POOH: Chlor: 0 YP: 0 Cond.: 6 5 HOS

MWD Gamma: 0 Restiv: 0 Sensor: 53 Last Casing n . h .88

Spacing GYRO: o DNSC: 2222 Sonic: 0 Shoe @: Hanger @:
INC IN: .0 INC OUT: 1.6 AZM IN: .00 AZM OUT:2 24.18

6 5 NMDC

BHA Detail 6531.09

Description Serial # I.D. O.D. Length Sum Top Conn MFG.
FMHXS65ZM 11302936 7 7/8 1.00 1.00 4 1/2 REGP
6.5 Mud Motor 1.5 (5.0 Stg) 6209 6.5 24.63 25.63 4 1/2 XHB

6 5 HOS
6.5 NM Pony 125-113 3.25 6.5 10.07 35.70 4 1/2 XHB O.D =6 5
6.5 HOS 8-272 3.25 6.5 1.90 37.60 4 1/2 XHB Length=1.9

6.5 NMDC 122-361 3.25 6.5 31.09 68.69 4 1/2 XHB
6.5 HOS 8-056 3.25 6.5 1.88 70.57 4 1/2 XHB
6.5 GAP 69-422 2 7/8 6.5 4.91 75.48 4 1/2 XHB 6.5 NM Pony
6.5 NMDC 122-354 3.25 6.5 31.09 106.57 4 1/2 XHB O.D.=6,5

6.5 NM Pony 125-098 3.25 6.5 10.10 116.67 4 1/2 XHB
Length=10.07

30 JTS HWDP RIG 139 2.88 4.5 922.32 1038.99 4 1/2 XHP

6.5 Mud Motor 1 5 (5 0 St )

FMHX565ZM
O.D.=7 7/6
Length=1

WinSURV 11BHA Report - License:

JOB NO.: 42DEFO906303 Work Order: 136473 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E
LOCATION: NBU 922-29P Pad SECT. RANGE: Rocky Mountain
RIG NAME: Ensign 139 Lead DD: Philip Alvarado
STATE: Utah co. Man: SID ARMSTRONG
COUNTY: Uintah BHA TYPE: Steerable Asserr bly
WELL NAME: NBU 922-29P BHA WT: 39420 Wt @Ja's: N/A

Time and Depths MOTOR DATA Drilling Parameters
Date in: 02-Jul-09 @20:15 6.5 MUD MOTOR SOIPU: 0 - 162 / 0-177

Date Out: 07-Jul-09 @05:45 MFG.: SDI Rot Strg Wt: 0-168
Hrs In Hole: 105.50 PAD OD: 6 3/4 WOB: 2 - 15 30 JTS HWDP

Start Depth: 2151.00 NB Stab: 0 TORQ: 0 - 0 ) o.D.=4 5

End Depth: 8265.00 Bit to Bend: 5.27 SPP: 1300 - 2500
¯6.5

NM Pony

Total Drilled: 6114.00 Bent Hsg/Sub°: 1.5 / Motor RPM: 141 h 0.1

Avg. Total ROP: 70.89 Lobe/Stage: 7:8 | 5 Rotary RPM: 40 - 45
circHrs: Tot/Only 86.50/.25 RevlGAL: 0.28 Flow Rate: 504 - 504
Percent Slide: 4.15 Rotor Jet: 0 Avg Diff:
Percent Hrs: 7.44 Prop BUR: Stall Pres.: MDSC

Slide Hours: 6.42 Act BUR: Off Bot Pres.: Length=31.09

Total Sliding: 254.00 Mud Data Bit Record
Avg. Slide ROP: 39.58 Type SECURITY j FMHX565ZM

Percent Rotary: 95.85 WT: 0 GAS: 0 Run #: 1 ¯6.5

GAP
Percent Hrs: 92.56 Vis: 0 PV: 0 Type Bit: PDC O.D.=6.5

Rotary Hours: 79.83 WL: O PH: 0 IADC#: TFA: 0.648 Length=4.91

Total Rotary: 5860.00 SOL: 0 SAND: 0 JETS: 5-13

Avg. Rotary ROP: 73.40 Dil %: 0 T °: 0 Bit Drop: 0 PSI @504 GPM
Reason POOH: Chlor: 0 YP: 0 Cond.: 6 5 HOS

MWD Gamma: 0 Restiv: 0 Sensor: 53 Last Casing n . h .88

Spacing GYRO: o DNSC: 2222 Sonic: 0 Shoe @: Hanger @:
INC IN: .0 INC OUT: 1.6 AZM IN: .00 AZM OUT:2 24.18

6 5 NMDC

BHA Detail 6531.09

Description Serial # I.D. O.D. Length Sum Top Conn MFG.
FMHXS65ZM 11302936 7 7/8 1.00 1.00 4 1/2 REGP
6.5 Mud Motor 1.5 (5.0 Stg) 6209 6.5 24.63 25.63 4 1/2 XHB

6 5 HOS
6.5 NM Pony 125-113 3.25 6.5 10.07 35.70 4 1/2 XHB O.D =6 5
6.5 HOS 8-272 3.25 6.5 1.90 37.60 4 1/2 XHB Length=1.9

6.5 NMDC 122-361 3.25 6.5 31.09 68.69 4 1/2 XHB
6.5 HOS 8-056 3.25 6.5 1.88 70.57 4 1/2 XHB
6.5 GAP 69-422 2 7/8 6.5 4.91 75.48 4 1/2 XHB 6.5 NM Pony
6.5 NMDC 122-354 3.25 6.5 31.09 106.57 4 1/2 XHB O.D.=6,5

6.5 NM Pony 125-098 3.25 6.5 10.10 116.67 4 1/2 XHB
Length=10.07

30 JTS HWDP RIG 139 2.88 4.5 922.32 1038.99 4 1/2 XHP

6.5 Mud Motor 1 5 (5 0 St )

FMHX565ZM
O.D.=7 7/6
Length=1

WinSURV 11BHA Report - License:



JOB NO.: 42DEFO906303 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E

LOCATION: NBU 922-29P Pad Range Rocky Mountain

ScientificDrilling RIG NAME: Ensign 139 MOTOR INFORMATION
Rocky MountainOperations STATE: Utah Desc: 6.5 MUD MOTOR

COUNTY: Country Bent Hsg/Sub: 1.5 / 0 Bit to Bend: 5.27
WELL NAME: NBU922-29P

PAD OD: 6 3/4 NB Stab:

Slide Report for BHA # 1 Note: Sutveys listed are interpolated from the actual surveys

# Date M e T T Hours D nd ME d WOB ROP RPM T rq e
FR SPP TFO INC AZM DLS Note

1 3-Jul Drilling 02:10 02:55 0.75 2215 2306 91 2 121.3 40 0 504 1300 0.98 225.59 0.11

1 3-Jul Drilling 03:00 03:40 0.67 2306 2397 91 8 136.5 45 0 504 1300 0.44 270.75 1.13

1 3-Jul Sliding 03:50 04:00 0.17 2397 2409 12 8 72.0 45 0 504 1300 20 0.31 281.12 1.13

1 3-Jul Drilling 04:00 04:35 0.58 2409 2487 78 8 133.7 45 0 504 1300 0.61 9.18 1.13

1 3-Jul Sliding 04:40 04:50 0.17 2487 2499 12 8 72.0 45 0 504 1300 20 0.74 24.22 1.13

1 3-Jul Drilling 04:50 05:20 0.50 2499 2578 79 8 158.0 45 0 504 1300 0.78 66.30 0.52
1 3-Jul Drilling 05:25 05:55 0.50 2578 2668 90 8 180.0 45 0 504 1300 1.16 33.01 1.60
1 3-Jul Sliding 06:00 06:15 0.25 2668 2680 12 8 48.0 0 0 504 1300 330 1.29 23.98 1.60

1 3-Jul Drilling 06:15 08:50 2.58 2680 3030 350 8 135.5 45 0 504 1300 0.49 304.20 0.87

1 3-Jul Drilling 09:05 10:30 1.42 3030 3215 185 8 130.6 45 0 504 1300 0.88 120.65 1.24

1 3-Jul Sliding 10:40 11:00 0.33 3215 3229 14 8 42.0 0 0 504 1300 330 1.00 109.30 1.24
1 3-Jul Drilling 11:00 12:20 1.33 3229 3394 165 8 123.8 45 0 504 1300 1.14 77.25 1.31
1 3-Jul Sliding 12:30 12:40 0.17 3394 3404 10 8 60.0 0 0 504 1300 1.21 70.84 1.31

1 3-Jul Drilling 12:40 15:20 2.67 3404 3667 263 8 98.6 45 0 504 1300 0.91 33.80 0.99
1 3-Jul Sliding 15:30 15:40 0.17 3667 3679 12 8 72.0 0 0 504 1300 330 0.97 26.40 0.99
1 3-Jul Drilling 15:40 17:50 2.17 3679 3936 257 8 118.6 45 0 504 1300 0.45 90.23 0.94
1 3-Jul Sliding 17:55 18:05 0.17 3936 3951 15 8 90.0 45 0 504 1300 0.43 67.00 0.94

1 3-Jul Drilling 18:05 18:35 0.50 3951 4026 75 8 150.0 45 0 504 1300 0.33 326.94 0.64

1 3-Jul Drilling 18:45 19:15 0.50 4026 4117 91 8 182.0 45 0 504 1300 0.30 331.53 0.46
1 3-Jul Sliding 19:20 19:30 0.17 4117 4130 13 8 78.0 45 0 504 1300 10 0.30 344.27 0.46

1 3-Jul Drilling 19:30 20:00 0.50 4130 4207 77 8 154.0 45 0 504 1300 0.65 7.86 0.65
1 3-Jul Sliding 20:05 20:15 0.17 4207 4220 13 8 78.0 45 0 504 1300 10 0.74 7.88 0.65
1 3-Jul Drilling 20:15 20:45 0.50 4220 4298 78 8 156.0 45 0 504 1300 0.58 357.59 0.63

1 3-Jul Drilling 20:50 21:25 0.58 4298 4388 90 8 154.3 45 0 504 1300 0.27 91.82 0.61
1 3-Jul Drilling 21:30 22:10 0.67 4388 4479 91 8 136.5 45 0 504 1300 0.48 94.08 0.88
1 3-Jul Sliding 22:15 22:40 0.42 4479 4500 21 15 50.4 45 0 504 1900 0.59 66.15 0.88
1 3-Jul Drilling 22:40 23:10 0.50 4500 4569 69 8 138.0 45 0 504 1900 1.30 23.24 1.41
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JOB NO.: 42DEFO906303 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E

LOCATION: NBU 922-29P Pad Range Rocky Mountain

ScientificDrilling RIG NAME: Ensign 139 MOTOR INFORMATION
Rocky MountainOperations STATE: Utah Desc: 6.5 MUD MOTOR

COUNTY: Country Bent Hsg/Sub: 1.5 / 0 Bit to Bend: 5.27
WELL NAME: NBU922-29P

PAD OD: 6 3/4 NB Stab:

Slide Report for BHA # 1 Note: Sutveys listed are interpolated from the actual surveys

# Date M e T T Hours D nd ME d WOB ROP RPM T rq e
FR SPP TFO INC AZM DLS Note

1 3-Jul Drilling 02:10 02:55 0.75 2215 2306 91 2 121.3 40 0 504 1300 0.98 225.59 0.11

1 3-Jul Drilling 03:00 03:40 0.67 2306 2397 91 8 136.5 45 0 504 1300 0.44 270.75 1.13

1 3-Jul Sliding 03:50 04:00 0.17 2397 2409 12 8 72.0 45 0 504 1300 20 0.31 281.12 1.13

1 3-Jul Drilling 04:00 04:35 0.58 2409 2487 78 8 133.7 45 0 504 1300 0.61 9.18 1.13

1 3-Jul Sliding 04:40 04:50 0.17 2487 2499 12 8 72.0 45 0 504 1300 20 0.74 24.22 1.13

1 3-Jul Drilling 04:50 05:20 0.50 2499 2578 79 8 158.0 45 0 504 1300 0.78 66.30 0.52
1 3-Jul Drilling 05:25 05:55 0.50 2578 2668 90 8 180.0 45 0 504 1300 1.16 33.01 1.60
1 3-Jul Sliding 06:00 06:15 0.25 2668 2680 12 8 48.0 0 0 504 1300 330 1.29 23.98 1.60

1 3-Jul Drilling 06:15 08:50 2.58 2680 3030 350 8 135.5 45 0 504 1300 0.49 304.20 0.87

1 3-Jul Drilling 09:05 10:30 1.42 3030 3215 185 8 130.6 45 0 504 1300 0.88 120.65 1.24

1 3-Jul Sliding 10:40 11:00 0.33 3215 3229 14 8 42.0 0 0 504 1300 330 1.00 109.30 1.24
1 3-Jul Drilling 11:00 12:20 1.33 3229 3394 165 8 123.8 45 0 504 1300 1.14 77.25 1.31
1 3-Jul Sliding 12:30 12:40 0.17 3394 3404 10 8 60.0 0 0 504 1300 1.21 70.84 1.31

1 3-Jul Drilling 12:40 15:20 2.67 3404 3667 263 8 98.6 45 0 504 1300 0.91 33.80 0.99
1 3-Jul Sliding 15:30 15:40 0.17 3667 3679 12 8 72.0 0 0 504 1300 330 0.97 26.40 0.99
1 3-Jul Drilling 15:40 17:50 2.17 3679 3936 257 8 118.6 45 0 504 1300 0.45 90.23 0.94
1 3-Jul Sliding 17:55 18:05 0.17 3936 3951 15 8 90.0 45 0 504 1300 0.43 67.00 0.94

1 3-Jul Drilling 18:05 18:35 0.50 3951 4026 75 8 150.0 45 0 504 1300 0.33 326.94 0.64

1 3-Jul Drilling 18:45 19:15 0.50 4026 4117 91 8 182.0 45 0 504 1300 0.30 331.53 0.46
1 3-Jul Sliding 19:20 19:30 0.17 4117 4130 13 8 78.0 45 0 504 1300 10 0.30 344.27 0.46

1 3-Jul Drilling 19:30 20:00 0.50 4130 4207 77 8 154.0 45 0 504 1300 0.65 7.86 0.65
1 3-Jul Sliding 20:05 20:15 0.17 4207 4220 13 8 78.0 45 0 504 1300 10 0.74 7.88 0.65
1 3-Jul Drilling 20:15 20:45 0.50 4220 4298 78 8 156.0 45 0 504 1300 0.58 357.59 0.63

1 3-Jul Drilling 20:50 21:25 0.58 4298 4388 90 8 154.3 45 0 504 1300 0.27 91.82 0.61
1 3-Jul Drilling 21:30 22:10 0.67 4388 4479 91 8 136.5 45 0 504 1300 0.48 94.08 0.88
1 3-Jul Sliding 22:15 22:40 0.42 4479 4500 21 15 50.4 45 0 504 1900 0.59 66.15 0.88
1 3-Jul Drilling 22:40 23:10 0.50 4500 4569 69 8 138.0 45 0 504 1900 1.30 23.24 1.41
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Slide Repo rt torBH A # 1 Note: SL rveys lit ted are interpolated from the actual surveys

Drill Start End Start Depth Surf. Flow
# Date Hours nd ME WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD Drilled Torque Rate
1 3-Jul Sliding 23:15 23:30 0.25 4569 4584 15 15 60.0 45 0 504 1900 1.48 17.11 1.41

1 3-Jul Drilling 23:30 23:55 0.42 4584 4660 76 8 182.4 45 0 504 1900 1.43 7.55 0.61

1 4-Jul Drilling 00:00 00:35 0.58 4660 4750 90 15 154.3 45 0 504 1900 1.00 18.91 0.54
1 4-Jul Drilling 00:40 01:05 0.42 4750 4841 91 15 218.4 45 0 504 1900 0.65 36.08 0.42

1 4-Jul Drilling 01:10 01:45 0.58 4841 4931 90 15 154.3 45 0 504 1900 0.45 52.41 0.19
1 4-Jul Drilling 01:50 02:20 0.50 4931 5022 91 15 182.0 45 0 504 1900 0.28 35.84 0.31
1 4-Jul Drilling 02:25 03:05 0.67 5022 5113 91 15 136.5 45 0 504 1900 0.90 11.37 1.33
1 4-Jul Sliding 03:10 03:30 0.33 5113 5133 20 15 60.0 45 0 504 1900 350 1.17 8.58 1.33

1 4-Jul Drilling 03:30 03:55 0.42 5133 5203 70 15 168.0 45 0 504 1900 1.19 17.62 0.59

1 4-Jul Drilling 04:00 04:35 0.58 5203 5294 91 15 156.0 45 0 504 1900 0.76 7.96 0.69
1 4-Jul Drilling 04:40 05:10 0.50 5294 5361 67 15 134.0 45 0 504 1900 0.47 342.89 0.41

1 4-Jul Drilling 05:15 06:05 0.83 5361 5475 114 15 136.8 45 0 504 1900 0.25 292.63 0.22

1 4-Jul Drilling 06:15 08:20 2.08 5475 5657 182 15 87.4 45 0 504 1900 0.61 33.61 1.21

1 4-Jul Drilling 08:30 08:35 0.08 5657 5668 11 15 132.0 45 0 504 1900 0.69 9.74 1.21

1 4-Jul Sliding 08:35 08:55 0.33 5668 5680 12 15 36.0 0 0 504 1900 315 0.77 343.69 1.21
1 4-Jul Drilling 08:55 11:55 3.00 5680 5930 250 15 83.3 45 0 504 1900 0.33 256.49 0.64
1 4-Jul Drilling 12:25 15:15 2.83 5930 6109 179 15 63.2 45 0 504 1900 0.84 276.23 1.67

1 4-Jul
. Drilling 15:25 15:35 0.17 6109 6119 10 15 60.0 45 0 504 1900 0.91 293.33 1.67

1 4-Jul Sliding 15:35 16:10 0.58 6119 6134 15 15 25.7 0 0 504 1900 330 1.02 318.98 1.67
1 4-Jul Drilling 16:10 17:20 1.17 6134 6199 65 15 55.7 45 0 504 1900 1.03 343.14 0.20

1 4-Jul Drilling 17:25 19:05 1.67 6199 6290 91 15 54.6 45 0 504 1900 0.92 336.35 0.30

1 4-Jul Drilling 19:10 21:10 2.00 6290 6380 90 15 45.0 45 0 504 1900 0.64 327.42 0.45

1 4-Jul Drilling 21:30 24:00 2.50 6380 6471 91 15 36.4 45 0 504 1900 0.51 317.17 0.16
1 5-Jul Drilling 00:05 02:35 2.50 6471 6561 90 15 36.0 45 0 504 1745 0.44 269.63 0.60
1 5-Jul Drilling 02:40 05:00 2.33 6561 6652 91 15 39.0 45 0 504 1745 0.71 233.20 0.67
1 5-Jul Drilling 05:05 13:40 8.58 6652 7014 362 15 42.2 45 0 504 1745 0.83 195.14 0.27
1 5-Jul Drilling 14:00 16:30 2.50 7014 7104 90 15 36.0 45 0 504 1745 1.17 194.19 0.46
1 5-Jul Drilling 16:35 18:40 2.08 7104 7195 91 15 43.7 45 0 504 1745 1.30 185.43 0.33

1 5-Jul Drilling 18:45 20:15 1.50 7195 7285 90 15 60.0 45 0 504 1745 0.98 310.58 2.09

1 5-Jul Sliding 20:20 21:35 1.25 7285 7305 20 15 16.0 45 0 504 1745 0.86 359.79 2.09

1 5-Jul Drilling 21:35 22:55 1.33 7305 7376 71 15 53.3 45 0 504 1745 0.74 36.57 0.19
1 5-Jul Drilling 23:00 24:00 1.00 7376 7438 62 15 62.0 45 0 504 1745 0.66 41.65 0.50

1 6-Jul Drilling 00:00 00:25 0.42 7438 7466 28 15 67.2 45 0 504 1745 0.58 53.21 0.50

1 6-Jul Drilling 00:30 02:10 1.67 7466 7557 91 15 54.6 45 0 504 1745 0.60 109.30 0.75

1 6-Jul Drilling 02:15 03:45 1.50 7557 7647 90 15 60.0 45 0 504 1745 0.51 32.41 1.16
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Slide Repo rt torBH A # 1 Note: SL rveys lit ted are interpolated from the actual surveys

Drill Start End Start Depth Surf. Flow
# Date Hours nd ME WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD Drilled Torque Rate
1 3-Jul Sliding 23:15 23:30 0.25 4569 4584 15 15 60.0 45 0 504 1900 1.48 17.11 1.41

1 3-Jul Drilling 23:30 23:55 0.42 4584 4660 76 8 182.4 45 0 504 1900 1.43 7.55 0.61

1 4-Jul Drilling 00:00 00:35 0.58 4660 4750 90 15 154.3 45 0 504 1900 1.00 18.91 0.54
1 4-Jul Drilling 00:40 01:05 0.42 4750 4841 91 15 218.4 45 0 504 1900 0.65 36.08 0.42

1 4-Jul Drilling 01:10 01:45 0.58 4841 4931 90 15 154.3 45 0 504 1900 0.45 52.41 0.19
1 4-Jul Drilling 01:50 02:20 0.50 4931 5022 91 15 182.0 45 0 504 1900 0.28 35.84 0.31
1 4-Jul Drilling 02:25 03:05 0.67 5022 5113 91 15 136.5 45 0 504 1900 0.90 11.37 1.33
1 4-Jul Sliding 03:10 03:30 0.33 5113 5133 20 15 60.0 45 0 504 1900 350 1.17 8.58 1.33

1 4-Jul Drilling 03:30 03:55 0.42 5133 5203 70 15 168.0 45 0 504 1900 1.19 17.62 0.59

1 4-Jul Drilling 04:00 04:35 0.58 5203 5294 91 15 156.0 45 0 504 1900 0.76 7.96 0.69
1 4-Jul Drilling 04:40 05:10 0.50 5294 5361 67 15 134.0 45 0 504 1900 0.47 342.89 0.41

1 4-Jul Drilling 05:15 06:05 0.83 5361 5475 114 15 136.8 45 0 504 1900 0.25 292.63 0.22

1 4-Jul Drilling 06:15 08:20 2.08 5475 5657 182 15 87.4 45 0 504 1900 0.61 33.61 1.21

1 4-Jul Drilling 08:30 08:35 0.08 5657 5668 11 15 132.0 45 0 504 1900 0.69 9.74 1.21

1 4-Jul Sliding 08:35 08:55 0.33 5668 5680 12 15 36.0 0 0 504 1900 315 0.77 343.69 1.21
1 4-Jul Drilling 08:55 11:55 3.00 5680 5930 250 15 83.3 45 0 504 1900 0.33 256.49 0.64
1 4-Jul Drilling 12:25 15:15 2.83 5930 6109 179 15 63.2 45 0 504 1900 0.84 276.23 1.67

1 4-Jul
. Drilling 15:25 15:35 0.17 6109 6119 10 15 60.0 45 0 504 1900 0.91 293.33 1.67

1 4-Jul Sliding 15:35 16:10 0.58 6119 6134 15 15 25.7 0 0 504 1900 330 1.02 318.98 1.67
1 4-Jul Drilling 16:10 17:20 1.17 6134 6199 65 15 55.7 45 0 504 1900 1.03 343.14 0.20

1 4-Jul Drilling 17:25 19:05 1.67 6199 6290 91 15 54.6 45 0 504 1900 0.92 336.35 0.30

1 4-Jul Drilling 19:10 21:10 2.00 6290 6380 90 15 45.0 45 0 504 1900 0.64 327.42 0.45

1 4-Jul Drilling 21:30 24:00 2.50 6380 6471 91 15 36.4 45 0 504 1900 0.51 317.17 0.16
1 5-Jul Drilling 00:05 02:35 2.50 6471 6561 90 15 36.0 45 0 504 1745 0.44 269.63 0.60
1 5-Jul Drilling 02:40 05:00 2.33 6561 6652 91 15 39.0 45 0 504 1745 0.71 233.20 0.67
1 5-Jul Drilling 05:05 13:40 8.58 6652 7014 362 15 42.2 45 0 504 1745 0.83 195.14 0.27
1 5-Jul Drilling 14:00 16:30 2.50 7014 7104 90 15 36.0 45 0 504 1745 1.17 194.19 0.46
1 5-Jul Drilling 16:35 18:40 2.08 7104 7195 91 15 43.7 45 0 504 1745 1.30 185.43 0.33

1 5-Jul Drilling 18:45 20:15 1.50 7195 7285 90 15 60.0 45 0 504 1745 0.98 310.58 2.09

1 5-Jul Sliding 20:20 21:35 1.25 7285 7305 20 15 16.0 45 0 504 1745 0.86 359.79 2.09

1 5-Jul Drilling 21:35 22:55 1.33 7305 7376 71 15 53.3 45 0 504 1745 0.74 36.57 0.19
1 5-Jul Drilling 23:00 24:00 1.00 7376 7438 62 15 62.0 45 0 504 1745 0.66 41.65 0.50

1 6-Jul Drilling 00:00 00:25 0.42 7438 7466 28 15 67.2 45 0 504 1745 0.58 53.21 0.50

1 6-Jul Drilling 00:30 02:10 1.67 7466 7557 91 15 54.6 45 0 504 1745 0.60 109.30 0.75

1 6-Jul Drilling 02:15 03:45 1.50 7557 7647 90 15 60.0 45 0 504 1745 0.51 32.41 1.16
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SIide Repo rt torBH A # 1 Note: Surveys listed are interpolated from the actual surveys

| Drill Start End Start Depth Surf. Flow
# Date Hours nd ME WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD Drilled Torque Rate
1 6-Jul Sliding 03:50 04:40 0.83 7647 7667 20 15 24.0 45 0 504 1745 330 0.44 352.75 1.16

1 6-Jul Drilling 04:40 05:45 1.08 7667 7738 71 15 65.5 45 0 504 1745 0.30 253.38 0.57

1 6-Jul Drilling 05:50 07:20 1.50 7738 7828 90 15 60.0 45 0 504 1745 0.29 224.44 0.17
1 6-Jul Drilling 07:25 09:00 1.58 7828 7919 91 15 57.5 45 0 504 1745 0.64 33.49 1.02
1 6-Jul Drilling 09:05 11:15 2.17 7919 8009 90 15 41.5 45 0 504 1745 0.90 344.84 1.35
1 6-Jul Sliding 11:20 12:00 0.67 8009 8027 18 15 27.0 0 0 504 2500 330 0.91 290.87 1.35

1 6-Jul Drilling 12:00 14:00 2.00 8027 8100 73 15 36.5 45 0 504 2500 1.19 230.69 0.49
1 6-Jul Drilling 14:05 17:50 3.75 8100 8191 91 15 24.3 45 0 504 2500 1.46 227.88 0.21
1 6-Jul Drilling 17:55 21:35 3.67 8191 8265 74 15 20.2 45 0 504 2500 1.56 224.18 0.21

Total Drilled: 6114 Avg. Total ROP: 70.89 DEPTH% - TIME %

Total Rotary Drilled: 5860 Avg. Rotary ROP: 73.40 Percent Rotary: 95.85 - 92.56

Total Drilled Sliding: 254 Avg. Slide ROP: 39.58 Percent Slide: 4.15 - 7.44
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BHA # 2 r@ smomEns

JOB NO.: 42DEFO906303 Work Order: 136473 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E
LOCATION: NBU 922-29P Pad SECT. RANGE: Rocky Mountain
RIG NAME: Ensign 139 Lead DD: Philip Alvarado
STATE: Utah co. Man: KENT MOORE
COUNTY: Uintah BHA TYPE: Steerable Asserr bly
WELL NAME: NBU 922-29P BHA WT: 32604 Wt @Ja's: N/A

Time and Depths MOTOR DATA Drilling Parameters
Date In: 07-Jul-09 @05:45 6.5 MUD MOTOR (114 RUBBER SOIPU: 162 - 190 I 177-235

Date Out: 10-Jul-09 @03:50 MFG.: SDI Rot Strg Wt: 168-200
Hrs In Hole: 69.67 PAD OD: 6 13/16 WOB: 15 - 15 ¯30

JTS HWDP

Start Depth: 8265.00 NB Stab: 0 TORQ: 0 -0

OD.=45

End Depth: 9290.00 Bit to Bend: 7.53 SPP: 2300 - 2350 6 5 NM Pony

Total Drilled: 1025.00 Bent Hsg/Sub°: 1.5 / Motor RPM: 62 - 71 h 0.1

Avg. Total ROP: 37.16 Lobe/Stage: 7:8 | 3.3 Rotary RPM: 45 - 45
circHrs: Tot/Only 30.00/2.42 RevlGAL: 0.14 Flow Rate: 440 - 504
Percent Slide: 12.88 Rotor Jet: 0 Avg Diff: 200
Percent Hrs: 22.96 Prop BUR: Stall Pres.: oc

Slide Hours: 6.33 Act BUR: Off Bot Pres.: Length=31.09

Total Sliding: 132.00 Mud Data Bit Record
Avg. Slide ROP: 20.84 lype gellchem SECURITY j FMHX655ZM

Percent Rotary: 87.12 WT: 11.9 GAS: 0 Run #: 2
6 5 GAP

Percent Hrs: 77.04 Vis: 45 PV: 30 Type Bit: PDC O.D.=6.5

Rotary Hours: 21.25 WL: 8 PH: 9.6 IADC#: TFA: 0.777 Length=4.91

Total Rotary: 893.00 SOL: 18 SAND: 1.5 JETS: 6-13

Avg. Rotary ROP: 42.02 3il%: 0 T°: 0 Bit Drop: 461 PSI @504 GPM
Reason POOH: TO Chlor: 800 YP: 23 Cond.: 5 HOS

MWD Gamma: 0 Restiv: 0 Sensor: 0 Last Casing
. se

Spacing GYRO: o DNSC: 8265 Sonic: 0 Shoe @: Hanger @:
INC IN: 1.6 INC OUT: 1.8 AZM IN: 224.18 AZM OUT:1 15.87

5 NMDC

BHA Detail h6531.09

Description Serial # I.D. O.D. Length Sum Top Conn MFG.
FMHX655ZM 11180086 7 7/8 1.00 1.00 4 1/2 REGP
6.5 MUD MOTOR 1.5 (HARD 6207 6.5 29.62 30.62 4 1/2 XHB
RUBBER) 65HOS

O.D =6 5
6.5 NM Pony 125-113 3.25 6.5 10.07 40.69 4 1/2 XHB Length=1.9

6.5 HOS 8-272 3.25 6.5 1.90 42.59 4 1/2 XHB
6.5 NMDC 122-361 3.25 6.5 31.09 73.68 4 1/2 XHB
6.5 HOS 8-056 3.25 6.5 1.88 75.56 4 1/2 XHB ¯

.5 NM Pony6.5 GAP 69-422 2 7/8 6.5 4.91 80.47 4 1/2 XHB O.D.=6.5
6.5 NMDC 122-354 3.25 6.5 31.09 111.56 4 1/2 XHB Length=10.07

6.5 NM Pony 125-098 3.25 6.5 10.10 121.66 4 1/2 XHB
30 JTS HWDP RIG 139 2.88 4.5 922.32 1043.98 4 1/2 XHP O¯6.5

MUD MOTOR 1 5 (H/ ID RUBE
O.D.=6.5
Length=29.62

¯FMHX655ZM

O D.=7 7/8
Length=1
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JOB NO.: 42DEFO906303 FIELD: Natural Buttes Unit
COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec29 TOS R22E

LOCATION: NBU 922-29P Pad Range Rocky Mountain

ScientificDrilling RIG NAME: Ensign 139 MOTOR INFORMATION
Rocky Mountain Operations STATE: Utah Desc: 6.5 MUD MOTOR (114 RUBBER)

COUNTY: Country Bent Hsg/Sub: 1.5 / 0 Bit to Bend: 7.53
WELL NAME: NBU 922-29P

PAD OD: 6 13/16 NB Stab:

Slide Report for BHA # 2 Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start Depth Surf. Flow
# Date Hours nd ME WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD Drilled Torque Rate

2 7-Jul Drilling 22:10 24:00 1.83 8377 8467 90 15 49.1 45 0 504 2350 1.85 214.07 0.21
2 8-Jul Drilling 00:05 02:05 2.00 8467 8558 91 15 45.5 45 0 504 2350 1.98 209.51 0.21
2 8-Jul Drilling 02:10 04:10 2.00 8558 8648 90 15 45.0 45 0 504 2350 2.10 205.01 0.21

2 8-Jul Drilling 04:20 06:10 1.83 8648 8739 91 15 49.6 45 0 504 2350 1.82 197.48 0.66

2 8-Jul Sliding 06:15 07:20 1.08 8739 8759 20 15 18.5 0 0 504 2350 30 1.70 195.45 0.66

2 8-Jul Drilling 07:20 07:55 0.58 8759 8785 26 15 44.6 45 0 504 2350 1.65 242.38 0.86
2 8-Jul Sliding 07:55 08:50 0.92 8785 8805 20 15 21.8 0 0 504 2350 30 1.68 316.60 0.86
2 8-Jul Drilling 08:50 09:25 0.58 8805 8830 25 15 42.9 45 0 504 2350 1.72 49.39 0.86
2 8-Jul Sliding 09:30 10:10 0.67 8830 8847 17 15 25.5 0 0 504 2350 30 1.75 112.48 0.86

2 8-Jul Drilling 10:10 11:00 0.83 8847 8875 28 15 33.6 45 0 504 2350 1.76 167.36 0.21

2 8-Jul Sliding 11:00 12:00 1.00 8875 8895 20 15 20.0 0 0 504 2350 30 1.74 166.14 0.21
2 8-Jul Drilling 12:00 12:30 0.50 8895 8920 25 15 50.0 45 0 504 2350 1.71 164.61 0.21
2 8-Jul Sliding 13:00 14:05 1.08 8920 8943 23 15 21.2 0 0 440 2300 30 1.69 163.21 0.21
2 8-Jul Drilling 14:05 14:45 0.67 8943 8966 23 15 34.5 45 0 504 2300 1.64 160.74 0.49

2 8-Jul Sliding 14:45 15:25 0.67 8966 8984 18 15 27.0 0 0 440 2300 330 1.58 158.16 0.49

2 8-Jul Drilling 15:25 16:10 0.75 8984 9011 27 15 36.0 45 0 504 2300 1.50 154.29 0.49
2 8-Jul Sliding 16:15 17:10 0.92 9011 9025 14 15 15.3 0 0 440 2300 330 1.46 152.28 0.49
2 8-Jul Drilling 17:10 19:25 2.25 9025 9101 76 15 33.8 45 0 504 2300 1.32 147.70 0.16
2 8-Jul Drilling 19:30 21:35 2.08 9101 9192 91 15 43.7 45 0 504 2300 1.59 146.07 0.60
2 8-Jul Drilling 21:40 24:00 2.33 9192 9268 76 15 32.6 45 0 504 2300 1.78 145.87 0.00
2 9-Jul Drilling 00:00 00:30 0.50 9268 9282 14 15 28.0 45 0 504 2300 1.78 145.87 0.00
2 9-Jul Drilling 00:35 01:00 0.42 9282 9290 8 15 19.2 45 0 504 2300 1.78 145.87 0.00
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Slide Re po rt for BHA # 2 Note: Surveys listed are interpolated from the actual sutveys

| Drill Start End Start Depth Surf. Flow
# Date Hours nd ME WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD Drilled Torque Rate

Total Drilled: 1025 Avg. Total ROP: 37.16 DEPTH% - TIME %

Total Rotary Drilled: 893 Avg. Rotary ROP: 42.02 Percent Rotary: 87.12 - 77.04

Total Drilled Sliding: 132 Avg. Slide ROP: 20.84 Percent Slide: 12.88 - 22.96
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JOB NO.: 42DEFO906303 FIELD: Natural Buttes Unit

COMPANY: Kerr McGee Oil and Gas Onshore LP Township: Sec 29 T9S R22E
LOCATION: NBU 922-29P Pad SECT\RANGE: Rocky Mountain

ScientificDrilling RIG NAME: Ensign 139 COMMENT
Rocky Mountain Operations STATE: Utah

COUNTY: Uintah

WELL NAME: NBU922-29P
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Activity Histograph
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Measured Depth vs Days
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Daily Footage
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Footage Drilled Totals Footaqe Percent
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ScientificDrillig
Rocky Mountain Operations

SUPPORT STAFF

D'Arcy Quinn- Rocky Mountain Region Manager
(307) 472-6621

darcy.guinn@scientificdrilline.com

Dee Bailey - Casper, WY Base Manager
(307) 472-6621

dee.bailev@scientificdrilling.com

Jack Potter - Grand Junction, CO Base Manager
(970) 245-9447

jack.potter@scientificdrilline.com
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RECEIVED: Mar. 14, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ST UO 1207 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 922-29P 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6507  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1076 FSL 0755 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

3 /3 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  TUBING OBSTRUCTION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 A WORKOVER FOR A TUBING OBSTRUCTION HAS BEEN COMPLETED ON
THE NBU 922-29P WELL. PLEASE SEE THE ATTACHED OPERATIONS

SUMMARY REPORT FOR DETAILS.

NAME (PLEASE PRINT) PHONE NUMBER 
 Kristina Geno 720 929-6824

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 3 /14 /2016

March 15, 2016

Sundry Number: 70407 API Well Number: 43047500770000Sundry Number: 70407 API Well Number: 43047500770000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ST UO 1207

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 922-29P

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047500770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 50ATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

1076 FSL 0755 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 29 Township: 09.0S Range: 22.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/3/20 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: TUBINGOBSTRUCTION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A WORKOVER FOR A TUBING OBSTRUCTION HAS BEEN COMPLETED ON Accepted by the
THE NBU 922-29P WELL. PLEASE SEE THE ATTACHED OPERATIONS Utah Division of

SUMMARYREPORT FOR DETAILS. Oil, Gas and Mining

FOR RECORD ONLY
March 15, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristina Geno 720 929-6824 Regulatory Analyst

SIGNATURE DATE
N/A 3/14/2016

RECEIVED: Mar. 14,



RECEIVED: Mar. 14, 2016

US ROCKIES REGION

Operation Summary Report

Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig name no.: ROCKY MOUNTAIN WELL SERVICE 

1/1

Event: WELL WORK EXPENSE End date: 3/3/2016Start date: 3/1/2016

Active datum: RKB @4,939.00usft (above Mean Sea 

Level)

UWI: SE/SE/0/9/S/22/E/29/0/0/6/PM/S/1,076.00/E/0/755.00/0/0

     Time     

Start-End

MD from

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

3/1/2016 MAINT 48 P HSM, SCANNING TBG0.25 7:15 7:00 -

MAINT 30 A P MIRU, SPOT EQUIP, MIXED FR IN WORK TANK. 

PUMP'D 10 BBLS DOWN TBG, PRESSURED UP, 

PUMP'D 45 BBLS DOWN CSG, N/D WELL HEAD 

PULLED UP ON TBG, TBG STUCK, WORKED TWICE 

AND TBG CAME FREE. LANDED TBG BACK ON 

HANGER, N/U BOPS. R/U TBG EQUIP. R/U SWAD 

MADE 1 SWAD RUN GOT DOWN TO 1,800', L/D 

SWAB EQUIP.

3.2510:30 7:15 -

MAINT 45 A P MIRU PRS SCAN 1,800' FOUND SLICK LINE IN TBG, 

CUTTING AND STRIPPING SLICK LINE OUT OF 

EVERY JNT DOWN TO JNT #142 FOUND DOG LEG 

IN JNT AND TOOLS THAT WERE STUCK, GOT 

TOOLS OUT OF TBG, R/U MADE 2 SWAB RUNS, 

CONT, TO SCAN TBG.

SCANNED 283 JNTS TOTAL. 

106 YELLOW BAND

26 BLUE BAND

151 RED BAND

GOT ALL STUCK TOOLS OUT OF TBG

SWIFN.

6.5017:0010:30 -

3/2/2016 MAINT 48 P HSM, RUNNING RABBIT THROUGH TBG0.25 7:15 7:00 -

MAINT 31 I P SICP=725#, BLOW WELL DOWN CONTROL W/ 25 

BBLS. P/U 3-7/8 MILL, TALLEY AND P/U 283 JNTS 

2-3/8 P-110 TBG TAG @=9,017'. P/U POWER 

SWIVEL

4.7512:00 7:15 -

MAINT 31 H P 7BREAK CIRC W/ AIR FOAM / N2 UNIT1.5013:3012:00 -

MAINT 44 D P C/O FROM 9,017' DOWN TO 9,210' CIRC HOLE FOR 

30 MIN. L/D 23 JNTS POOH W/ 20 STNDS EOT 

@=7,223'

SWIFN.

4.5018:0013:30 -

3/3/2016 MAINT 48 P HSM, CONTROLING WELL0.25 7:15 7:00 -

MAINT 31 I P SICP=900#, SITP-0#, CONT. TO POOH W/ MILL, P/U 

PROFILE N/C [1.875] RIH W/ 267 JNTS 2-3/8 P-110 

TBG P/U HANGER LAND TBG EOT @=8,499.63' [ 

RUN IN HOLE W/ HALF STRING BROACH TBG, RUN 

SECOND HALF AND BROACH TBG] R/D TBG EQUIP, 

N/D BOPS, N/U WELL HEAD BLOW WELL AROUND 

W/ AIR FOAM / N2 UNIT AND SWI.

RDMO

KB                                           14.00

HANGER                                     .83

267 JNTS 2-3/8 P-110        8,483.30

N/C XN [1.875]                           1.50

EOT @=                              8,499.63

7.7515:00 7:15 -

3/14/2016 12:47:42PM 1

Sundry Number: 70407 API Well Number: 43047500770000Sundry Number: 70407 API Well Number: 43047500770000

US ROCKIES REGION

Operation Summary Report

Well: NBU 922-29P [BLUE] Spud Conductor: 3/4/2009 Spud date: 3/16/2009

Project: UTAH-UINTAH Site: NBU 922-29P PAD Rig name no.: ROCKY MOUNTAIN WELL SERVICE
1/1

Event: WELL WORK EXPENSE Start date: 3/1/2016 End date: 3/3/2016

Active datum: RKB @4,939.OOusft (above Mean Sea UWl: SE/SE/0/9/S/22/E/29/0/0/6/PM/S/1,076.00/E/0/755.00/0/0

Level)

Date Time Duration Phase Code Sub P/U MD from Operation
Start-End (hr) Code (usft)

3/1/2016 7:00 - 7:15 0.25 MAINT 48 P HSM, SCANNING TBG
7:15 - 10:30 3.25 MAINT 30 A P MIRU, SPOT EQUIP, MIXED FR IN WORK TANK.

PUMP'D 10 BBLS DOWN TBG, PRESSURED UP,
PUMP'D 45 BBLS DOWN CSG, N/D WELL HEAD
PULLED UP ON TBG, TBG STUCK, WORKED TWICE
AND TBG CAME FREE. LANDED TBG BACK ON
HANGER, N/U BOPS. R/U TBG EQUIP. R/U SWAD
MADE 1 SWAD RUN GOT DOWN TO 1,800', L/D
SWAB EQUIP.

10:30 - 17:00 6.50 MAINT 45 A P MIRU PRS SCAN 1,800' FOUND SLICK LINE IN TBG,
CUTTING AND STRIPPING SLICK LINE OUT OF
EVERY JNT DOWN TO JNT#142 FOUND DOG LEG
IN JNTAND TOOLS THAT WERE STUCK, GOT
TOOLS OUT OF TBG, R/U MADE 2 SWAB RUNS,
CONT, TO SCAN TBG.
SCANNED 283 JNTS TOTAL.
106 YELLOW BAND
26 BLUE BAND
151 RED BAND
GOT ALL STUCK TOOLS OUT OF TBG
SWIFN.

3/2/2016 7:00 - 7:15 0.25 MAINT 48 P HSM, RUNNING RABBIT THROUGH TBG
7:15 - 12:00 4.75 MAINT 31 I P SICP=725#, BLOW WELL DOWN CONTROL W/ 25

BBLS. P/U 3-7/8 MILL, TALLEYAND P/U 283 JNTS
2-3/8 P-110 TBG TAG @=9,017'.P/U POWER
SWIVEL

12:00 - 13:30 1.50 MAINT 31 H P 7BREAK CIRC W/ AIR FOAM / N2 UNIT
13:30 - 18:00 4.50 MAINT 44 D P C/O FROM 9,017' DOWN TO 9,210' CIRC HOLE FOR

30 MIN. L/D 23 JNTS POOH Wl20 STNDS EOT
@=7,223'
SWIFN.

3/3/2016 7:00 - 7:15 0.25 MAINT 48 P HSM, CONTROLING WELL
7:15 - 15:00 7.75 MAINT 31 I P SICP=900#, SITP-O#, CONT. TO POOH W/ MILL, P/U

PROFILE N/C[1.875] RIH Wl267 JNTS 2-3/8 P-110

TBG P/U HANGER LAND TBG EOT @=8,499.63'[
RUN IN HOLE W/ HALF STRING BROACH TBG, RUN
SECOND HALF AND BROACH TBG] R/D TBG EQUIP,
N/D BOPS, N/U WELL HEAD BLOW WELLAROUND
W/ AIR FOAM / N2 UNITAND SWI.
RDMO

KB 14.00
HANGER .83

267 JNTS 2-3/8 P-110 8,483.30
N/CXN [1.875] 1.50
EOT @= 8,499.63

3/14/2016 12:47:42PM 1

RECEIVED: Mar. 14,
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